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Trims for ICPL526E – PL513RE
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Lensed

Downlights

Baffle

Max. Lamp Rating
ICPL/PL526: 26W
ICPL/PL518: 18W
ICPL/PL513: 13W
Aperture
4 3/8"

Catalog # Description
215W-WH White Baffle, White Trim
215B-WH Black Baffle, White Trim

6 1/4"

Reflector with Baffle

Max. Lamp Rating
ICPL/PL526: 26W
ICPL/PL518: 18W
ICPL/PL513: 13W
Aperture
4 3/8"

Catalog # Description
218W-WH White Baffle, White Trim
218B-WH Black Baffle, White Trim

6 1/4"

Downlight

Max. Lamp Rating
ICPL/PL526: 26W
ICPL/PL518: 18W
ICPL/PL513: 13W
Aperture
4 3/8"

Catalog # Description
219C-WH Clear Low Iridescent Alzak®, White Trim
219HZ-SC Haze, Satin Chrome Trim
219HZ-WH Haze, White Trim
219WHZ-ABZ Wheat Haze, Classic Aged Bronze Trim
219WHZ-WH Wheat Haze, White Trim

6 1/4"

Cone

Max. Lamp Rating
ICPL/PL526: 26W
ICPL/PL518: 18W
ICPL/PL513: 13W
Aperture
4 3/8"

Catalog # Description
216C-WH Clear Alzak®, White Trim
216G-WH Gold Alzak®, White Trim
216HZ-WH Haze, White Trim
216W-WH Semi-Gloss White, White Trim
216WHZ-WH Wheat Haze, White Trim 6 1/4"

Flat Glass Shower Trim

Beveled Frame, Frosted
Dome Lens

Baffle, Regressed Frosted
Dome Lens

Max. Lamp Rating
ICPL/PL526: 26W
ICPL/PL518: 18W
ICPL/PL513: 13W

Max. Lamp Rating
ICPL/PL526: 26W
ICPL/PL518: 18W
ICPL/PL513: 13W

Max. Lamp Rating
ICPL/PL526: 26W
ICPL/PL518: 18W
ICPL/PL513: 13W

Catalog # Description
210-ABZ Classic Aged Bronze Trim
210-SC Satin Chrome Trim
210-WH White Trim

Catalog # Description
2130W-WH White baffle, White Trim
2130B-WH Black baffle, White Trim

Catalog # Description
5101-ABZ Classic Aged Bronze Trim
5101-SC Satin Chrome Trim
5101-WH White Trim

6 1/4"

Note: Optimized for use with 26W Triples or 13W Quad tube lamps.

Note: Optimized for use with 26W Triples or 13W Quad tube lamps.

Juno IC housings meet IECC Air-Loc® Code requirements per ASTM
E283. Air-Loc® rated trims are pre-gasketed for minimum air leakage
with IC housings.

UL listed for use in wet location.

6 1/4"

6 1/4"
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Trims for IC20 Series, IC20R, TC20 Series, TC20R
IC20N and IC20NW for use with 215 & 216 trims only

Downlights (cont.)

BR30/PAR30 Enclosed
Cone

Max. Lamp Rating
IC20: 75W PAR30L,
75W PAR30 with Socket
Extender, 65W BR30
IC20N, IC20NW: 65W BR30
TC20: 85W BR30, 75W
PAR30L, 75W PAR30
with Socket Extender,
60W A19 (Clear and
Gold Cone), 40W A19
(White Cone)
Aperture 4 3/8"

Catalog # Description
216C-WH Clear Alzak®, White Trim
216G-WH Gold Alzak®, White Trim
216HZ-WH Haze Alzak®, White Trim
216W-WH Gloss White, White Trim
216WHZ-WH Wheat Haze, White Trim

PAR/R20 Cone

Max. Lamp Rating
50W PAR20/R20
Aperture 4 5/8"

Catalog # Description
207B-WH Black Alzak®, White Trim
207C-WH Clear Alzak®, White Trim
207G-WH Gold Alzak®, White Trim
207HZ-WH Haze Alzak®, White Trim
207W-WH Gloss White, White Trim
207WHZ-WH Wheat Haze, White Trim

6 1/4"

IMPORTANT: Wet location listed only
with outdoor rated PAR30 lamp

Compatible with TR5, 5" trim ring
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