
Mini-Mighty Post Maxi-Mighty Post

Sturdy “Ground Grabber” stabilizer
with teeth and ribs for maximum 
stability

Rounded edges protect wires

1/2” threaded hole fits standard 
floodlights & lawn lights
Internal seal provides 
weatherproof fit

Thick wall PVC post with molded-in 
color: Black, White or Verde Green

Sturdy PVC mounting
posts won’t break, 
rot or rust!
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Extra long 25” PVC mounting post
for ground mounted HID landscape
lighting. Perfect for heavier HPS
and Metal Halide Floodlights. 
Post is 2 1/2” pipe (2 7/8” O.D.) 
In-ground stabilizing grid included.

PVC caps for replacement or 
making Do-It-Yourself Mighty Posts.
Fits standard 2” (2 3/8” O.D.) or 2 1/2”
pipe (2 7/8” O.D.) Fixtures with
ground wire must be used. Cut the
pipe yourself and save!

Rugged extruded PVC pipe

Cleanly styled molded PVC cap

PVC Mighty CapsLANDSCAPELANDSCAPE
MIGHTY POSTSMIGHTY POSTS®

Dimensions

Mighty Post®

Sturdy 19” PVC mounting post for
ground mounted landscape lighting.
Perfect for Lawn Lights, PAR-38  and
Quartz Floods. Post is 2 1/2” pipe 
(2 7/8” O.D.) In-ground stabilizing grid
included. Available with PVC Cap or
metal cap for heavier fixtures.

Metal Mighty Caps
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Set screw locks cap to post
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Die cast aluminum caps for 
replacement or making Do-It-
Yourself Mighty Posts. Fits 
standard 2” (2 3/8” O.D.) or 2 1/2”
pipe (2 7/8” O.D.) PVC pipe. Has
a bare copper ground wire. Cut
the pipe yourself and save!
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17” PVC mounting post for lighter
weight ground mounted landscape
lighting. Post is 2” pipe (2 3/8” O.D.)
for cleaner look. In-ground stabilizing
grid included.

PVC post w/ metal cap
CAT# MPM19B

Mighty Post provides
solid mounting for lawn
lights & floodlights.

A convenient mounting for
landscape lighting sensors.
See page 38.

Cap
PVC
Metal 

MP17B           MP17W     MP17VG

Metal CapPVC Cap

Black          White     Verde Green

Catalog Numbers
Black       White      Verde Green
MP19B        MP19W      MP19VG
MPM19B     MPM19W    MPM19VG

Black      White       Verde Green 
MP25B       MP25W       MP25VG

Verde
Black      White      Green

Verde
Black         White        Green
MMCAP2B    MMCAP2W    MMCAP2VG
MMCAP3B    MMCAP3W    MMCAP3VG

2” MCAP2B    MCAP2W    MCAP2VG
21

/2” MCAP3B    MCAP3W    MCAP3VG

3 5/16”
8.4 cm

Extra rugged 19” PVC post with Die
cast aluminum cap to hold heavier
HID floods securely

Fixture Series
Fixture 
Weight (lbs) MP17     MP19       MPM19      MP25 

Quartz
QF150
QB1
QF200
QF500/300
QF1500
Landscape
LFM16/LFP16
H101/HB101
LF20
PLF
LL
LLD
HID Flood
FF
EZ
FlexFlood
EZ or FX Tilted Back
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Other posts
have sharp
edges that
damage wires!

Mighty Post
has round
edges that
protect wires.

Your wire’s not toast
with Mighty Post!

MIGHTY POST SELECTOR CHART

Post Adapter lets you add outlets 
and sensors. See page 118

Specifications
UL Listing:
Suitable for wet locations.  
Fixtures with ground wire must be used

Post Material:
UL Schedule 40 PVC pipe

Set Screw:
Locks cap to post and prevents rotation

Patents:
The unique Mighty Post is protected 
by US Patent D424524 and protected 
under U.S. and international intellectual 
property laws.

Info Online 24/7

2 7/8”
7.3 cm

RAB® TEL 888 RAB 1000
FAX   888 RAB 1232
www.rabweb.com RAB®TEL 888 RAB 1000

FAX   888 RAB 1232
www.rabweb.com

www.rabweb.com
Wiring Diagrams
Installation Instructions
Product Specifications
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Mini-Mighty Post Maxi-Mighty Post

Sturdy “Ground Grabber” stabilizer
with teeth and ribs for maximum 
stability

Rounded edges protect wires

1/2” threaded hole fits standard 
floodlights & lawn lights
Internal seal provides 
weatherproof fit

Thick wall PVC post with molded-in 
color: Black, White or Verde Green

Sturdy PVC mounting
posts won’t break, 
rot or rust!

116 117

Extra long 25” PVC mounting post
for ground mounted HID landscape
lighting. Perfect for heavier HPS
and Metal Halide Floodlights. 
Post is 2 1/2” pipe (2 7/8” O.D.) 
In-ground stabilizing grid included.

PVC caps for replacement or 
making Do-It-Yourself Mighty Posts.
Fits standard 2” (2 3/8” O.D.) or 2 1/2”
pipe (2 7/8” O.D.) Fixtures with
ground wire must be used. Cut the
pipe yourself and save!

Rugged extruded PVC pipe

Cleanly styled molded PVC cap

PVC Mighty CapsLANDSCAPELANDSCAPE
MIGHTY POSTSMIGHTY POSTS®

Dimensions

Mighty Post®

Sturdy 19” PVC mounting post for
ground mounted landscape lighting.
Perfect for Lawn Lights, PAR-38  and
Quartz Floods. Post is 2 1/2” pipe 
(2 7/8” O.D.) In-ground stabilizing grid
included. Available with PVC Cap or
metal cap for heavier fixtures.

Metal Mighty Caps
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Set screw locks cap to post
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Die cast aluminum caps for 
replacement or making Do-It-
Yourself Mighty Posts. Fits 
standard 2” (2 3/8” O.D.) or 2 1/2”
pipe (2 7/8” O.D.) PVC pipe. Has
a bare copper ground wire. Cut
the pipe yourself and save!
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17” PVC mounting post for lighter
weight ground mounted landscape
lighting. Post is 2” pipe (2 3/8” O.D.)
for cleaner look. In-ground stabilizing
grid included.

PVC post w/ metal cap
CAT# MPM19B

Mighty Post provides
solid mounting for lawn
lights & floodlights.

A convenient mounting for
landscape lighting sensors.
See page 38.

Cap
PVC
Metal 

MP17B           MP17W     MP17VG

Metal CapPVC Cap

Black          White     Verde Green

Catalog Numbers
Black       White      Verde Green
MP19B        MP19W      MP19VG
MPM19B     MPM19W    MPM19VG

Black      White       Verde Green 
MP25B       MP25W       MP25VG
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Black      White      Green

Verde
Black         White        Green
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2” MCAP2B    MCAP2W    MCAP2VG
21
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3 5/16”
8.4 cm

Extra rugged 19” PVC post with Die
cast aluminum cap to hold heavier
HID floods securely

Fixture Series
Fixture 
Weight (lbs) MP17     MP19       MPM19      MP25 

Quartz
QF150
QB1
QF200
QF500/300
QF1500
Landscape
LFM16/LFP16
H101/HB101
LF20
PLF
LL
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HID Flood
FF
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FlexFlood
EZ or FX Tilted Back
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Other posts
have sharp
edges that
damage wires!

Mighty Post
has round
edges that
protect wires.

Your wire’s not toast
with Mighty Post!

MIGHTY POST SELECTOR CHART

Post Adapter lets you add outlets 
and sensors. See page 118

Specifications
UL Listing:
Suitable for wet locations.  
Fixtures with ground wire must be used

Post Material:
UL Schedule 40 PVC pipe

Set Screw:
Locks cap to post and prevents rotation

Patents:
The unique Mighty Post is protected 
by US Patent D424524 and protected 
under U.S. and international intellectual 
property laws.

Info Online 24/7
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