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J7.1.10G3
ENVIRONMENTALLY FRIENDLY, ENERGY EFFICIENT 800 TO 9000 LUMEN

* Remodel housing installs from below ceiling > Ve 6" LED SILENT CEILING
* Lumen packages suitable for ceiling heights ranging from 8° @ %ﬂﬂ_ﬁ( REMODEL DOWNLIGHT

fo in excess of 100 HYPERBOLIC OPEN APERTURE
* Efficacies up to 110 Im/w LRM6 SERIES

* Superior-quality white LED light output using - c
d ype at. No.
Chip on Board technology
* No harmful ultraviolet or infrared wavelengths —
* No lead or mercury p N 24 | Project:

PRODUCT SPECIFICATIONS = Notes:
Optics

Reflector: Unique hyperbolic shape optimized for small, directional LED source, maximizes fixture efficiency while creating the “Silent Ceiling” appearance by reducing
lamp image and aperture brightness ® Geometry of hyperbolic curve provides unique aperture appearance and smoother light distribution ® Narrow, Medium and wide
distributions available

Finishes: Low iridescent specular, semi-specular and satin Alzak® finishes available with integral flange of same finish  See reflector options for other colors and finishes

Electrical

LED Light Engine: Compact light source delivers uniform illumination without pixilation, enabling excellent beam control ® Consistent fixture-to-fixture color temperature
within 3 SDCM e Replaceable light engine with quick connector mounts directly to heat sink and is easily replaceable ® CRI> 80 standard, 90 & 97 CRI available, see op-
tions for compatibility

Passive Cooling: Cast aluminum heat sink integrated directly with housing provides superior thermal management to ensure the long life of LED

LED Driver: Power factor >0.9 e Easily replaceable from above or below the ceiling.

Dimming: Dimmable via 0-10V protocol standard ® Optional drivers available for use with eldoLED, Lutron EcoSystem, 2-wire dimmers, DMX, or DALI ® For a list of
compatible dimmers, see LED-DIM.

Life: Rated for 60,000 hours at 70% lumen maintenance ® Available with optional Lumen Depreciation Indicator (LDI)

Emergency Battery Pack (Optional) output: Provides a minimum of 600 (BR), or 1100 (HBR) lumens for a minimum duration of 90 minutes

Mechanical

Remodel Housing: Housing installs from below ceiling in applications where above ceiling access is not available ® Secured in place by factory installed remodel springs
® Remodel springs accommodate ceilings from 1/2" to 1-1/8" thick ® Integral heat sink conducts heat away from LED light engine ® Driver is accessible from below the ceil-
ing and can be upgraded to accommodate future technology improvements.

Junction Box: 4" x 4" galvanized steel junction box with (6) V2" (2) %" knockouts facilitate quick wiring

Labels and Listings
o UL & cUL listed for feed through and damp locations ® UL spacing requirement for 4000 lumen and above: minimum of 4’ between fixture centers, 3" overhead clearance,
2’ from fixture center to side wall ® RoHS compliant ® EMI complies with FCC 47, Part 15, Class A ® ENERGY STAR® Quialified, see back page for designated products
® |.B.E.W. Union made ® ARRA Compliant gl
==

Warranty: 5 years when used in accordance with manufacturing guidelines.
Product specifications subject to change without nofice.

ORDERING INFORMATION: Rough-in and reflector each ordered separately.

Example: LRM6-40352-G3-LDI Example: L600HW-PTS-WH
ROUGH-IN LGHTENGINE - COLOR  VOLTAGE ~ GENERATION ~ OPTIONS CONE COLOR FINISH OPTIONS
tRme]-[ [[ ][ ]=[G3| | <] =L |
08 800Im 27 U-U ‘ G3 90 90 CRI L600HN C Low Iridescent Alzak Finishes: wH
:g }ggg :m 2;30 " 97 97CRI (27008 3000 CCT only) :Z;’(W,:""d C'f;” ; Z”e.c”"” Qﬁh";
m "F Fuse and Fuse Holder atin
120V use and Fuse Holde v Gold !
;; ;ggg m 3;(;)20 2 CP Chicago Plenum Alf\edlum:;(f] V;T *Q Semi-Specular
28 2800 Im 3500 277V +BR  Emergency Battery Pack w/ Remote Test Switch W?dgglood Wheat (*Clear iny)
33 3300Im 40 337\/ + HBR  High Lumen Emergency Battery Pack PT Sldf?lk for White &
40 4000 Im 4000 w/ Remote Test Switch Pewter battle
45 4500 Im *PD Driver compatible with 3-wire fluorescent controls & BZ
50 5000 Im Lutron Programmable Dimming EcoSystem® Bronze
55 5500 Im ¢ FDL  Forward Phase Dimming Lutron Driver - 120V only
60 6000 Im (2-wire dimming, neutral wire required) Black
65 6500 Im LDl Lumen Depreciation Indicator W
70 7000 Im (Cannot be used w/ BR or HBR options) White
75 7500 Im FD  Phase Cut Dimming, Forward and Reverse,
80 8000 Im (800-4000 lumen only) - 120V only B Only 800, 1300, 1500 & 1700 lumen fixtures are universal voltage
85 8500 Im DMX  DMX/RDM Driver (120/277V), if using (F. NL or NLER) voltage must be specified
90 9000 Im DM XCDMX/RDM Driver w/ Phoenix connectors @ Not Available for 4000 Lumens and up
(Not compatible with CP option) + Not Available for 347V or CP
DALI DAL Dimming Driver
EZ1  eldoLED 0-10V ECO driver. Linear dimming to 1% min.
(Not compatible with LDI option) Up to 5500 lumens max.
EZB  eldoLED 0-10V SOLO driver. Logarithmic dimming to <1%
(Not compatible with LDI option) Up to 5500 lumens max.
®NL  nLight® dimming pack controls 0-10V eldoLED drivers.
(Not compatible with CP option) @
o At ®NLER nLight® dimming pack controls 0-10V eldoLED drivers.
/\@ A+ Capable options indicated : A ) o
: by this color background Fﬁorro(rgrrr:!‘l);gﬁtlgr;?'znc?’n;;ig::)(y draui 1300 South Wolf Rd e Des Plaines, lllinois 60018
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J7.1.10G3

DIMENSIONS 300 TO 9000 LUMEN
| f 6" LED SILENT CEILING
7-1/8" REMODEL DOWNLIGHT
HYPERBOLIC OPEN APERTURE
LRM6 SERIES

BEAM SPREAD

OGO

800-4000[4500-9000
TRIM | LUMEN | LUMEN
L600HN-CL 16° 25°
10" L60OHN-CQ | 19° 30°
‘ L600HN-CS au 55°
” Mi R L600H-CL 53° 40°
~—6-1/8" Dia: L600H-CQ 53° 60°
~—6-7/8" Dia— T I
Ceiling Cutout LooHw-ca | 71° 73
. 7-3/8" Dia LG0OHW=GS | 71° 73°
ENGINEERING DATA: 347 Volt available, consult factory
VOLTAGE 120
LIGHT ENGINE LUMENS 300 1300 1500 1700 2300 2800 3300 4000 4500 5000 5500 6000 6500 7000 7500 8000 8500 9000
(€q) 2700K/3000K/3500K/4000K
INPUT CURRENT 0.064  0.102 0.12 0151 0202 0250 0290 0375 0358 0383 0426 0457 0501 0553  0.604 0.645 0.694 0769
INPUT WATTAGE 7IW  122W  144W 18IW  240W 298W  34.6W  450W  423W  453W  504W  547W  599W  66.2W  722W  77.IW  829W  92.0W
INPUT FREQUENCY 50/60Hz 50/60Hz 50/60Hz 50/60Hz 50/60Hz 50/60Hz 50/60Hz 50/60Hz 50/60Hz 50/60Hz 50/60Hz 50/60Hz 50/60Hz 50/60Hz 50/60Hz 50/60Hz 50/60Hz 50/60Hz
THD% 6.67 430 4.01 3.68 559 5.70 4.16 3.93 1400 1326 1448 4.61 4.66 397 4.24 3.81 3.74 3.53
POWER FACTOR 0991 0993 0993 0995 0994 0995 0997 0998  0.996 _0.996 0996 099 0996 0997 09% 0996 0.9%  0.996
VOLTAGE 277
LIGHT ENGINE LUMENS 800 1300 1500 1700 2300 2800 3300 4000 4500 5000 5500 6000 6500 7000 7500 8000 8500 9000
(€q) 2700K/3000K/3500K/4000K
INPUT CURRENT 0032 0050 0058 0073 0095 0113 0135 0168 0177 0192 0204 0220 0222 0.251 0288 0306 0334 0.345
INPUT WATTAGE 82W  125W  14.6W  183W  243W  295W  35.0W  443W  428W  459W  50.8W  548W  61.IW  634W  727W  77.0W  837W  B8B.9W
INPUT FREQUENCY 50/60Hz 50/60Hz 50/60Hz 50/60Hz 50/60Hz 50/60Hz 50/60Hz 50/60Hz 50/60Hz 50/60Hz 50/60Hz 50/60Hz 50/60Hz 50/60Hz 50/60Hz 50/60Hz 50/60Hz 50/60Hz
THD% 1105 1045 1099 1.1 10.06 8.38 8.48 7.98 21.91 1995 2130 2202 2302 2197 2007 1957 1710 1474
POWER FACTOR 0915 0889 0903 0911 0921 0942 0935 0955 0874 0864 0.898 0900 0994 0910 0912 0908 0.904 0.906

DELIVERED LUMENS/LUMENS PER WATT (4K 80CRI)
LRM6-0840U LRMé6-1340U LRMé6-1540U LRM6-17401 LRM6-23401 LRM6-28401 LRM6-33401 LRM6-40401 LRM6-45401
TRIM Lumens | LPW [ Lumens | LPW | Lumens | LPW | Lumens | LPW [ Lumens | LPW | Lumens | LPW | Lumens | LPW [ Lumens | LPW | Lumens | LPW
L600HN-CL 781 104.1 1282 102.6 1481 102.1 1661 90.3 2196 91.1 2641 88.6 3036 87.7 3684 82.0 4049 97.6
L600HN-CQ 736 98.1 1208 96.6 1395 96.2 1565 85.1 2068 85.8 2488 83.5 2859 82.6 3470 773 3840 925
L600HN-CS 676 90.1 1109 88.8 1282 88.4 1438 78.1 1900 78.8 2286 76.7 2627 759 3188 71.0 3489 84.1

L600H-CL 814 1085 | 1336 | 1069 [ 1543 | 1064 [ 1731 94.1 2288 94.9 2753 924 3163 91.4 3839 85.5 4295 | 1035
L600H-CQ 791 1055 | 1299 | 1039 [ 1501 1035 | 1684 91.5 2225 92.3 2677 89.8 3076 88.9 3733 83.1 4138 99.7
L600H-CS 699 932 1147 91.8 1325 91.4 1487 80.8 1965 81.5 2364 79.3 277 785 3297 734 3565 85.9

L600HW-CL 830 1107 1363 109.0 1574 108.6 1766 96.0 2334 96.8 2808 94.2 3227 933 3916 87.2 4315 104.0
L600HW-CQ 802 106.9 1316 105.3 1520 104.9 1706 92.7 2254 93.5 2712 91.0 3116 90.1 3782 84.2 4152 100.0
L600HW-CS 735 979 1206 96.5 1393 96.1 1563 84.9 2065 85.7 2484 83.4 2855 82.5 3465 772 3686 88.8
LRM6-50401 LRM6-55401 LRM6-60401 LRM6-65401 LRM6-70401 LRM6-75401 LRM6-80401 LRM6-85401 LRM6-90401

TRIM Lumens | LPW | Lumens | LPW [ Lumens | LPW | Lumens | LPW | Lumens | LPW [ Lumens | LPW | Lumens | LPW | Lumens | LPW [ Lumens | LPW
L600HN-CL 4408 96.2 4926 94.0 5079 93.0 5567 94.2 6101 919 6452 90.0 6757 89.0 7199 875 7626 833
L600HN-CQ 4180 91.3 4672 89.2 4817 88.2 5279 89.3 5786 87.1 6118 85.3 6408 844 6827 83.0 7232 79.0
L600HN-CS 3797 82.9 4244 81.0 4376 80.1 4796 81.2 5256 79.2 5558 775 5821 76.7 6202 754 6570 718
L600H-CL 4675 102.1 5225 99.7 5387 98.7 5904 99.9 6470 974 6842 954 7166 944 7635 92.8 8088 88.4
L600H-CQ 4504 98.3 5034 96.1 5189 95.0 5688 96.2 6234 93.9 6592 91.9 6904 91.0 7356 89.4 7792 85.2
L600H-CS 3880 84.7 4337 82.8 41N 81.9 4900 82.9 5370 80.9 5679 79.2 5948 784 6337 77.0 6713 734
L600HW-CL 4697 1026 [ 5250 1002 [ 5413 99.1 5933 100.4 6502 979 6875 959 7201 949 7672 93.2 8127 88.8
L600HW-CQ 4519 98.7 5051 96.4 5207 95.4 5708 96.6 6255 94.2 6615 92.3 6928 913 7381 89.7 7819 85.5
L600HW-CS 4012 87.6 4484 85.6 4623 84.7 5067 85.7 5553 83.6 5872 81.9 6150 81.0 6552 79.6 6941 75.9

")@ 1300 S. Wolf Road  Des Plaines, IL 60018 ® Phone (800) 367-5866 ¢ Fax (888) 708-6578
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J7.1.10G3
TO 9000 LUMEN

6" LED SILENT CEILING
REMODEL DOWNLIGHT

HYPERBOLIC

OPEN APERTURE
LRM6 SERIES

X AR® Qud B(
PRODUCT# FIXTURE CONFIGURATIONS = ENERGY STAR
h Universal Voltage (120V-277V), 80 CRI Lumen Package: XX = 08*,13% 15,17
'ﬁ? LRM6-(XX)(YY)U-G3 4 L600HN-(CC)(F) T YY = 27,30,35,40
- i i L600H-(CC)(F) Voltage: Universal Voltage (120V-277V)
L600HW-(CC)(F (RI: 80
N |
Reflector Finish: F=LSQ
h 120V/277V, 80 CRI Lumen Package: XX = 23, 28,33, 40, 45, 50, 55, 60, 65, 70, 75, 80, 85, 90
'ﬁ? LRM6-(XX)(YY)(Z)-G3 4 L600HN-(CC)(F) T YY = 27,30,35,40
-Orrf i L600H-(CC)(F) \cloRII'ruge: §0= 1,2
L600HW-(CC)(F :
el (cate) Reflector Color: c=¢cC
Reflector Finish: F=LSQ

A PD, FDL, NL and NLER options are not ENERGY STAR® Certified.

* Indicated lumen packages are not ENERGY STAR® Certified with -DMX or -DALI options when used with 277 volts.

‘)

JUNO LIGHTING GROUP
an SAcuMtyBrands corpa

1300 S. Wolf Road  Des Plaines, IL 60018 ® Phone (800) 367-5866 ¢ Fax (888) 708-6578

Visit us at www.junolightinggroup.com

Printed in U.S.A. ©2017 Acuity Brands Lighting, Inc.



J7.1.10G3

Catalog Number: LRMé-1340U-W-63-+L600HN-CL h INITIAL FOOTCANDLES AVERAGE INITIAL FOOTCANDLES LUMINANCE DATA
PHOTOMETRIC REPORT Distance fo llluminated | F fles F fles Beam Reflectances: 80% Ceiling, 50% Walls, 30% Floors ~Angle
Test Number: PR05152785 ‘ﬁ Plane (Feet) Beam Center Beam Edge Diameter Luminai Room Cavity Ratio in Degrees  Candela/M’
Total Lumen Ouip:‘llh 1282 : ’7 [ 45.6 119.6 6 Spacing RCRI RCR4 RCR8 45°
Center Beam Candlepower: 8843 7 80.5 87. 9 x5 58 50 1% 55°
Luminaire Efficacy: 102.6 Im/w (4K) ENERGY STAR L 38.2 67. I X6 40 35 1 65°
Luminaire Spacing Criteria: 0.29 9, 09. 33. 2 "x7’ 30 26 VA] 75 )
Luminaire: Clear Specular Alzak®, L gg g i ' x & n 2 7 85
Narrow Flood Hyperbolic Reflector. 7 61 2;' ¥i X ‘]'
CIE-Type: Direct 0 5" 255 5 ,: ; 7
NS 171%9° CANDLEPOWER ‘ 4. 220 7 "x12° 9 8
1000 R}g,ii..i'.'l'l,' 5° DISTRBUTION %; 19140
1 3%0%0 o (Candelas|
2000 ‘W’I’" 75°  hngle Candela Lumens ZONAL LUMEN SUMMARY COEFFICIENTS OF UTILIZATION - % (Zonal Cavity Method)
3000 I\“‘""' 65° 0° 8843 _Zone _ Lumens% %Fixtures Effective Floor Reflectance 20%
4000 H"O"", 6199 59 030 090 85.0 PCC 30 70 50 30 10 0
S000 |l§¢"' / 550 _15° 949 269 -40° 82 00 _ PW 70 50 30 10|70 50 30 10|50 30 10[50 30 10|50 30 10] 0
15"/, 25° 495 929 —0-60° 82 00 5 115 115 115[113 113 113 113[108 108 108]103 103 103[99 99 99(97
6000 ‘9¢// 35° 305 192 -90° 82 0o 1 109 107 106]109 107 105 104[103 102 101]100 99 98 % 95(93
7000 =¢¢/ 450 _45° 90-180° 0 0 7 104 101 98105 102 99 9799 97 95| 9% 95 9394 92 91[90
A_‘, 557 01807 1282 1000 499 95 92 [102 98 94 97[95 93 90|93 91 8991 69 88|86
8000 .—’¢ 65° 00 95 91 88[99 94 90 8792 89 86|90 87 85|88 86 84[83
9000 g’/ 75° 597 91 & 84[9 90 8 83[89 85 83|87 84 82 (8 63 8180
—’, 350 85 CCT MULTIPLIER 6 94 88 83 80|93 8 83 80|86 82 80|84 7983 81 19]77
o000 {3300-4000 Lymens) ___ 791 85 80 77| 9% 84 80 7783 79 7782 79 76|81 78 76]7
— . - 27K = 091 35K = 0.9 8 88 8 77 758 71 74180 77 74119 716 74|79 16 4|7
L 1525 3K=096 4K=1.00_ 9 86 79 75 72[8 75 12[78 74 72071 74 12 (71 74 T[T
10 84 77 73 70[83 76 73 70[76 72 7075 72 7075 72 6968
Catalog Number: LRM6-1340U-W-63+L600H-CL h INITIAL FOOTCANDLES AVERAGE INITIAL FOOTCANDLES LUMINANCE DATA
PHOTOMETRIC REPORT Di to llluminated | F dles F lles Beam Reflectances: 80% Ceiling, 50% Walls, 30% Floors Angle
Test Number: PR05156281 W Plane (Feet) Beam Center Beam Edge Diameter Luminai Room Cavity Ratio in Degrees Candela/M’
I°'"| '-"l;“e" ‘J(“'P:I'Ihmb 8 l7> gg‘* 1. ; Spacing RCRT __ RCR4 _ RCRS 5° 5955
enter Beam Candlepower: g . . il x5 59 38 55°
Luminaire Efficacy: 106.9 Im/w (4K) ENERGY STAR 8 28: . 81 X6 4 6 65°
Luminaire Spacing Criteria: 0.73 9 22 80 9.1 "x7" 30 5 9 75
Luminaire: Clear Specular Alzak®, 2 2 fg 1k "x8 n H 8
Medium Flood Hyperbolic Reflector. T 2 15 Yi ,; - g ; 2
CIE-Type: Direct : 0, : FIiG 2 0
90°  CANDLEPOWER / 9.3 y X127 0 8
85°  DISTRIBUTION 81
750 Candelas)
Angle Candela Lumens ZONAL LUMEN SUMMARY COEFFICIENTS OF UTILIZATION - % (Zonal Cavity Method)
65° 0° 1818 __Zone  Lumens% %Fixtures Effective Floor Reflectance 20%
5 1% 5 030 954 714 PCC 30 70 50 30 10 0
550 _15° 1206 3 -40° 276 955 PW 70 50 30 10|70 50 30 10|50 30 10[50 30 10[50 30 10[0_
5 95 4 —060° 33 100.0 18118 118[115 115 115 115[110 110 110]105 105 105|101 101 101]99
5 51 2 -90° 33 100.0 10108 105[110 108 106 104[104 102 101]100 99 98 [97 96 95(93
o 471 %9 90-180° 0 0 03 99 95105 101 97 94[98 95 9295 92 90[92 90 88|87
55° 0-180° 133 1000 2 71700 94 90 8692 88 85[89 86 84|67 8 82[81
65° 97 80[95 89 84 808 82 79|84 81 7883 80 717[7
75° 59 7491 83 78 74(81 77 73|80 76 7378 715 712|7
350 85 CCT MULTIPLIER 688 73 6908 78 73 69[77 72 68|75 71 68|74 70 67|66
(3300-4000 Lumens) 7 83 74 69 648 74 68 6472 68 64[71 67 6470 66 6362
27K = 091 35K = 0.9 8 79 70 64 60|78 70 64 60|68 64 60|67 63 6067 62 59]58
3K=09 4K=1.00 9 76 66 61 57|75 66 60 57]65 60 56|64 59 5663 59 56]55
10 72 63 57 53|71 62 57 53[62 57 53|61 56 5360 56 53|52

Catalog Number: LRM6-1340U-W-63+L600HW-CL h INITIAL FOOTCANDLES AVERAGE INITIAL FOOTCANDLES LUMINANCE DATA
PHOTOMETRIC REPORT Distance fo llluminated | Footcandles Footcandles Beam Reflectances: 80% Ceiling, 50% Walls, 30% Floors Angle
Test Number: PR05152782 ‘Wﬁ Plane (Feet) Beam Center Beam Edge Diameter Luminai Room Cavity Ratio in Degrees Candela/M?
Total Lumen 0u1p:|||t: 1363 [ 30. 5 gg Spacing RCRI RCR4 RCRS 45° 15130
Center Beam Candlepower: 1121 7 22. . i x5 50 18 36 55°
Luminaire Efficacy: 109.0 Im/w (4K) ENERGY STAR 8 1. X 3 "x6' 33 25 65°
Luminaire Spacing Criteria: 1.05 9 . 35 : 78 "x7" 4 75:
Luminaire: Clear Specular Alzak®, . 9%9 - 'l, :x : 9 85
Wide Flood Hyperholic Reflector. v 76 ’ 5 ,: 7 B g 9
CIE-Type: Direct 7 65 : i 2 0 7
90°  CANDLEPOWER i 56 . 7 7 3 5 ¢
85°  DISTRIBUTION 49 : 2
750 (Candelas
Angle Candela Lumens ZONAL LUMEN SUMMARY COEFFICIENTS OF UTILIZATION - % (Zonal Cavity Method)
65° _0° 1095 __Zone  Lumens% %Fixtures Effective Floor Reflectance 20%
5° 101 105 _ 03 852 62.6 PCC 80 70 50 30 10 0
550 5° 089 309 -40° 2 88.9 PW 70 50 30 10[70 50 30 10({50 30 10[50 30 10|50 30 0
5° 947 38 __0-60° 36 100.0 5 115 115 15(113 113 113 113]108 108 108103 103 103{99 99 97
5° 571 59 -90° 36 100.0 0 107 104 102)107 105 103 101({101 99 98197 96 95|94 93 190
450 5° 195 51 90-180° 0 0 _2 104 99 95 921102 97 94 91[9%4 89|91 89 8789 87 8583
55° 0-180° 1362 100.0 _3 98 92 8 819 86 82 |88 8118 82 8083 81 78|77
65° 93 85 80 76[9 79 75(82 74180 76 73178 75 72|71
75° 5 88 80 74 6986 73 691(77 72 68175 71 68|74 70 6766
350 85 CCT MULTIPLIER 6 83 74 68 64|82 73 68 63|72 67 63|70 66 63 65 62[61
(3300-4000 Lumens) 7 79 69 63 5977 69 63 59 (67 62 58|66 61 58 61 58 |5
27K =091 35K =10.99 8 7 5 59 55073 64 58 5463 58 54|62 57 5 57 5415
3K=109 4K=1.00 9 7 1 55 51169 60 55 51[5 54 50 (58 54 50 (58 53 50[4
10 67 57 51 47166 57 51 4756 51 47 [55 50 47 [54 50 47145
[ Fixtures tested to IES recommended standard for solid state lighting per LM-79-08. Photometric performance
’) on a single unit represents a baseline of performance for the fixture. Results may vary in the field.
®

e 1300 S. Wolf Road  Des Plaines, IL 60018 ® Phone (800) 367-5866 ¢ Fax (888) 708-6578
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J7.1.10G3

Catalog Number: LRM6-4540-G3; L600HN-CL h INITIAL FOOTCANDLES AVERAGE INITIAL FOOTCANDLES LUMINANCE DATA
PHOTOMETRIC REPORT Distance to llluminated | F lles F lles Beam Reflectances: 80% Ceiling, 50% Walls, 30% Floors Angle
Test Number: PR04152185 W Plane (Feet) Beam Center Beam Edge Diameter Luminai Room Cavity Ratio in Degrees  Candela/M’
Total Lumen Ouip:‘llt: 4050 6 365. 169.9 .7’ Spacing RCRI RCR4 RCR8 45° 187
Center Beam Candlepower: 13,148 7 268. 1248 1’ x5’ 181 156 131 55°
Luminaire Efficacy: 97.6 Im/w (4K) ENERGY STAR & 205. 95.6 X X6’ 126 108 9l 65°
Luminaire Spacing Criteria: 0.42 9, 62. 155 28 "x7' 93 7 67 75
Luminaire: Clear Specular Alzak®, L g; ga 4 X8 7 6 51 8
Narrow Flood Hyperbolic Reflector. 7 9 IV Ty X ; 4 41
CIE-Type: Direc g 7l 2 3y oy : o 3
90°  CANDLEPOWER ’ 67. 3l. 62 X 12 2 7 i)
85 DISTRIBUTION 38 27. 6.
750 Candelas)
Angle Candela Lumens ZONAL LUMEN SUMMARY COEFFICIENTS OF UTILIZATION - % (Zonal Cavity Method)
, 65° 0° 13148 _Zone  Lumens% _%Fixtures Effective Floor Reflectance 20%
5° 11555 1103 _0-30° 483 6.1 PCC 80 70 50 30 10 0
55° 15° 4984 1413 -40° 5 000 PW 70 50 30 10[70 50 30 10|50 30 10|50 30 10|50 30 10/0
25° 2090 968 __0-60° A 000 19 19[ 116 16 116[111 111 111/106 106 106 {102 102 102{100
35° 895 562 -90° A 000 12 08112 08 106|106 104 103[102 101 100]99 98 97195
45° 45° _90-180° 0 0 06 00108 01 981101 98 96|98 9419 9% 92|9
55° _0-180° 4047 100.0 06 110 96 931104 99 95 92[9 93 91 9% 89192 90 88|87
65° 01 95 91 87)100 94 90 87|92 86 | 90 5 |88 86 84[83
75° 5 98 91 86 82]9 90 8 82|88 8187 8 81 (8 8 8079
35° 85° CCT MULTIPLIER 6 94 8 8 78]93 8 78] 85 78183 80 77 (82 719 77|75
(3300-4000 Lumens) 7 90 8 78 75|89 82 7418 74180 76 74179 76 737
27K =091 35K =0.99 8 8 79 75 7|8 79 74 7|78 74 71|77 73 7176 73 70/6
3K=1096 4K=1.00 9 8 76 72 6883 76 71 68[75 71 68|74 70 68|73 70 68|66
10 81 73 69 66|80 73 69 65|72 68 65[72 68 65[71 67 65]6
Catalog Number: LRM6-4540-G3; L600H-CL INITIAL FOOTCANDLES AVERAGE INITIAL FOOTCANDLES LUMINANCE DATA
PHOTOMETRIC REPORT Di to Muminated| F lles F lles Beam Reflectances: 80% Ceiling, 50% Walls, 30% Floors Angle
Test Number: PR04152081 Plane (Feet) Beam Center Beam Edge Diameter Luminai Room Cavity Ratio in Degrees Candela/M?
Total Lumen Output: 4295 [ 129.1 41. JAN Spacin RCRI RCR4 RCRS 45° 18419
Center Beam Candlepower: 4655 7 94. 30. 8.3 "% 5" 19 155 120 55°
Luminaire Efficacy: 103.5 Im/w (4K) ENERGY STAR 8 72, n 95" X6 13 107 4 65°
Luminaire Spacing Criteria: 0.93 9 57. A "x7' 97 79 75
Luminaire: Clear Specular Alzak®, . gg . :X : 7 60 85
Medium Flood Hyperbolic Reflector. g 32 ; A Z 4 7
CIE-Type: Direct ; 975 o, ¥y ,i 2 gg gg
N 9°  CANDLEPOWER 7 %gg Z 17 B = o
\}‘\\\g’.... 85 DISTRIBUTION 3 : :
l\‘\\}"" 750 Candelas)
E“""' Angle Candela Lumens ZONAL LUMEN SUMMARY COEFFICIENTS OF UTILIZATION - % (Zonal Cavity Method)
=“' "' ' 65° 0° 4646 _ Zone Lumens%  %Fixtures Effective Floor Reflectance 20%
5° 4608 440 _ 0-30° 3059 p PCC 80 70 50 30 10 0
55° 5° 56 7 -40° 100 955 PW 70 50 30 10[/70 50 30 10|50 30 10|50 30 10|50 30 10/0
5° 13 4 __0-60° 291 100.0 19 119 119 119[ 116 116 116 116|111 111 111106 106 106102 102 102{100
5° 57 4 -90° 291 100.0 13 111 108 106|111 109 106 104|105 103 101101 99 98 |97 96 95|94
45° 45° 248 192 _90-180° 0 0 08 103 99 96106 101 98 95[98 95 93[95 93 2 90 89|87
55° 0-180° 4291 100.0 03 87 1101 95 90 87[92 8 85|90 87 7 85 83|81
65° 97 80 )9 89 84 80[87 8 798 83 80 77|75
75° 5 9 74191 83 78 74(81 77 73[80 72178 75 72|70
35° 85° CCT MULTIPLIER 688 73 6986 78 72 6877 72 68]75 71 67|74 70 67[66
(3300-4000 Lumens) 7 83 74 68 64|82 73 68 64|72 67 63|71 66 63 [70 66 63|61
27K =091 35K =0.99 8§ 79 70 64 60| 7i 63 60|68 63 59|67 62 59|66 62 59|57
3K=1096 4K=1.00 9 75 66 60 56174 65 60 56[64 59 56|63 59 55|63 58 55[54
10 72 62 5 5217 2 56 52161 56 52[60 55 52[59 55 52|51
Catalog Number: LRM6-4540-G3; L600HW-CL INITIAL FOOTCANDLES AVERAGE INITIAL FOOTCANDLES LUMINANCE DATA
PHOTOMETRIC REPORT Di to llluminated | F lles F lles Beam Reflectances: 80% Ceiling, 50% Walls, 30% Floors Angle
Test Number: PR04152084 Plane (Feet) Beam Center Beam Edge Diameter Luminaire Room Cavity Ratio in Degrees Candela/M?
Total Lumen Ouipslt: 4315 g 85. 23. 9.0' Spacing RCR1 RCR4 RCRS 45° 49811
Center Beam Candlepower: 3304 63. 1. 5 % 5 19 150 114 55°
Luminaire Efficacy: 103.9 Im/w (4K) ENERGY STAR t 48. 3. 0 X6’ 13 104 79 65°
Luminaire Spacing Criteria:1.12 . 38, 5 -5, 'x1' 97 77 58 75:
Luminaire: Clear Specular Alzak®, . gg g'i '2, :X : 7 59 4 85
Wide Flood Hyperholic Reflector. T . < 0 R i gg gg
CIE-Type: Direct T 18 5 H ,i a 9 i o0
90°  CANDLEPOWER : 15, 4. iy "x12° 33 2 20
85°  DISTRIBUTION 13. 3 .5
750 Candelas
Angle Candela Lumens ZONAL LUMEN SUMMARY COEFFICIENTS OF UTILIZATION - % (Zonal Cavity Method)
65° 0° 3088 one___Lumens% _ %Fixtures Effective Floor Reflectance 20%
5° 3123 298 _ 0-30° 606 604 PCC 80 70 50 30 10
550 _15° 3302 936 -40° 795 880 PW 70 50 30 10/70 50 30 10|50 30 10|50 30 10(/50 30 10/0
_25° 2964 1372 _ 0-60° 314 1000 18 118 118115 115 115 115|110 110 110105 105 105]101 101 101
5° 1894 1190 -90° 314 1000 12 106 1041109 107 104 102{103 101 9999 98 96 (9% 94 93
45° 5° 670 519 90-180° 0 06 101 96 93104 99 95 92[9 93 90|93 90 88 [90 88 86[84
55° 0-180° 4314 100.0 00 93 88 8498 92 87 83[8 8 828 83 8084 82 79
65° _4 94 8 80 7 2 85 80 76|83 78 75 77 74179 76 73|7
75° 5 8 8 74 6 7 79 73 69|77 72 68 71 68|74 70 6766
35° 85° CCT MULTIPLIER 6 84 74 68 064[82 74 68 63[72 67 63|71 66 62 65 62[61
(3300-4000 Lumens) 7 7 9 63 59|78 69 63 58|67 62 58[66 61 58 [65 61 575
27K = 091 35K =0.99 8 75 65 58 54|74 64 58 54[63 58 54|62 57 5 157 53|5
3K=1096 4K=1.00 9 71 61 54 50|70 60 54 50[59 54 50|58 53 50 (57 53 494
10 67 57 51 47166 56 50 46155 50 46 (55 50 46 (54 49 46|45

‘)

JUNO LIGHTING GROUP
an SACUHYBrands corpany

Fixtures tested to IES recommended standard for solid state lighting per LM-79-08. Photometric performance
on a single unit represents a baseline of performance for the fixture. Results may vary in the field.
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J7.1.10G3

Catalog Number: LRM6-9040-G3; L600HN-CL h INITIAL FOOTCANDLES AVERAGE INITIAL FOOTCANDLES LUMINANCE DATA
PHOTOMETRIC REPORT Distance to llluminated | F lles F lles Beam Reflectances: 80% Ceiling, 50% Walls, 30% Floors Angle
Test Number: PR04152195 W Plane (Feet) Beam Center Beam Edge Diameter Luminai Room Cavity Ratio in Degrees  Candela/M’
Total Lumen Ouip:‘llh 7626 [ 667, 319, 7 Spacing RCRI RCR4 _ RCRS 5T 3w
Center Beam Candlepower: 24,761 7 505. 235. 1’ x5’ 342 203 47 55° 201
Luminaire Efficacy: 83.3 Im/w (4K) ENERGY STAR & 386. 180, X X6’ 77 203 7 65°
Luminaire Spacing Criteria: 0.42 9 305. 142, 2 "x 7’ 4 149 26 75 )
Luminaire: Clear Specular Alzak®, L 47, ]9]55 j s X8 33 114 97 85
Narrow Flood Hyperholic Reflector. 5 8. Ty X 05 %0 18
CIE-Type: Direc g ' : T X & I 62
P 465 68. 5. 11’ 7 6 5]
N 90°  CANDLEPOWER z 263 38, 62 "x 127 59 5 43
N 8°  DISTRIBUTION 5 100 il 67
TS
) 750 Candelas
Angle Candela Lumens ZONAL LUMEN SUMMARY COEFFICIENTS OF UTILIZATION - % (Zonal Cavity Method)
65° 0° 24761 _Zone  Lumens% %Fixtures Effective Floor Reflectance 20%
5° 21760 2077 _0-30° 6560 86.0 PCC 80 70 50 30 10 0
55° 15° 9385 2660 -40° 7 99.9 PW 70 50 30 10[70 50 30 10|50 30 10|50 30 10|50 30 10/0
25° 3937 1822 __0-60° 7 100.0 19 19[ 116 16 116[111 111 111/106 106 106 {102 102 102{100
35° 1686 059 -90° 7 100.0 12 08112 08 106|106 104 103[102 101 100]99 98 97195
45° 45° 5 4 90-180° 0 06 00108 01 981101 98 96|98 9419 9% 92|9
55° 0-180° 7624 100.0 06 110 96 931104 99 95 92[9 93 91 9% 89 (92 90 8387
65° 01 95 91 87)100 94 90 87|92 86 | 90 5 |88 86 84[83
75° 5 1 86 82]9 90 85 82(88 8187 8 81 (8 8 8079
35° 85° CCT MULTIPLIER 6 7 82 78[93 8 7885 78183 80 77 (82 719 77|75
(3300-4000 Lumens) 7 83 78 75189 82 7418 74180 76 74179 76 73|7
27K =091 35K =0.99 8 80 75 7118 79 74 71[78 74 71|77 73 71[76 73 70|6
3K=1096 4K=1.00 9 8 76 72 68|83 76 71 68[75 71 68|74 70 68|73 70 68|66
10 81 73 69 66|80 73 69 65|72 68 65[72 68 65[71 68 65]6
Catalog Number: LRM6-9040-G3; L600H-CL INITIAL FOOTCANDLES AVERAGE INITIAL FOOTCANDLES LUMINANCE DATA
PHOTOMETRIC REPORT Di to Muminated| F lles F lles Beam Reflectances: 80% Ceiling, 50% Walls, 30% Floors Angle
Test Number: PR04152091 Plane (Feet) Beam Center Beam Edge Diameter Luminai Room Cavity Ratio in Degrees Candela/M?
Total Lumen Oulp:;lt: 8088 [ 43, 715 JAN Spacin RCRI RCR4 RCRS 45° 34688
Center Beam Candlepower: 8767 7 78. 56. 8.3’ x5 59 29 26 55° 237
Luminaire Efficacy: 88.4 Im/w (4K) ENERGY STAR 8 36. 43 95" X6 20 57 65°
Luminaire Spacing Criteriaz 0.93 9 080 A X7’ 14 16 T 40
Luminaire: Clear Specular Alzak®, . % . :X : 4 1 88 85 |
Medium Flood Hyperbolic Reflector. g 60 y Vi R ! 0
CIE-Type: Direct ; 5. y ¥y ,i 2 ;2 2(31 2;
90°  CANDLEPOWER 7 444 . x12° 62 51 3
[]|¥  DISTRIBUTION E 38,
750 Candelas)
Angle Candela Lumens ZONAL LUMEN SUMMARY COEFFICIENTS OF UTILIZATION - % (Zonal Cavity Method)
65° 0° 875 _ Zone Lumens%  Y%Fixtures Effective Floor Reflectance 20%
5° 867 828 __0-30° 5760 7.2 PCC 80 70 50 30 10 0
55° 5° 782 2 -40° iyl 955 PW 70 50 30 10[/70 50 30 10|50 30 10|50 30 10|50 30 10/0
5° 5862 7 __0-60° 8084 100.0 19 119 119 119[ 116 116 116 116|111 111 111106 106 106102 102 102{100
5° 31N 9 -90° 8087 100.0 13 111 108 106|111 109 106 104|105 103 101101 99 98 |97 96 95|94
45° 45° 466 36 _90-180° 0 0 08 103 99 96106 101 98 95[98 95 93[95 93 92 91 89[87
55° 0-180° 8087 100.0 03 87 1101 95 90 87[92 8 85|90 87 88 85 83[81
65° 97 80 )9 89 84 80[87 8 798 83 80 77|75
75° 5 9 74191 83 78 74(81 77 73[80 72178 75 72|70
35° g CCT MULTIPLIER 688 73 6986 78 72 6877 72 68]75 71 67|74 70 67[66
(3300-4000 Lumens) 7 83 74 68 64|82 73 68 64|72 67 63|71 66 63 [70 66 63|61
27K =091 35K =0.99 8§ 79 70 64 60| 7i 63 60|68 63 59|67 62 59|66 62 59|57
3K=1096 4K=1.00 9 75 66 60 56174 65 60 56[64 59 56|63 59 55|63 58 5554
10 72 62 5 5217 2 56 52161 56 52[60 55 52[59 55 52|51
Catalog Number: LRM6-9040-G3; Lo00HW-CL INITIAL FOOTCANDLES AVERAGE INITIAL FOOTCANDLES LUMINANCE DATA
PHOTOMETRIC REPORT Di to llluminated | F lles F lles Beam Reflectances: 80% Ceiling, 50% Walls, 30% Floors Angle
Test Number: PR04152094 Plane (Feet) Beam Center Beam Edge Diameter Luminaire Room Cavity Ratio in Degrees Candela/M?
Total Lumen Ouipslt: 8127 g 161.5 4. 9.0' Spacing RCR1 RCR4 RCRS 45° 93807
Center Beam Candlepower: 6223 118.7 . 5 x5 364 283 215 55° 186
Luminaire Efficacy: 88.8 Im/w (4K) ENERGY STAR t 90. : 0 X6’ 253 9 65°
Luminaire Spacing Criteria: 1.12 : 7. - 5 X7’ 86 4 9 75°
Luminaire: Clear Specular Alzak®, . i - '2, :X : 42 84 85
Wide Flood Hyperbolic Reflector. - 0. = X9 12 87 66
CIE-Type: Direct g 4 y H ,: 5 ;; ; ﬁ
NS rTT7799°  CANDLEPOWER : 9. 0 "y 12 63 4 37
75°
E““:‘Q"" " Angle Candela Lumens ZONAL LUMEN SUMMARY COEFFICIENTS OF UTILIZATION - % (Zonal Cavity Method)
=“'\""' 65° 0°__ 58 Zone _ Lumens% _ %Fixtures Effective Floor Reflectance 20%
' 5° 588 561 _ 0-30° 4907 604 PCC 80 70 50 30 10 0
55° 5° 6 1763 _ 0-40° 7 880 PW 70 50 30 10(70 50 30 10|50 30 10|50 30 10(50 30 10/0
5° 558 2583 88.0 8 1000 17 117 117 17115 115 115 115[110 110 110105 105 105[101 101 101
_35° 356 2240 0-90° 8 1000 12 109 106 104[109 107 104 102|103 101 99199 98 9619 94 93
45° 5° 1261 977 90-180° 0 0 06 101 96 93104 99 95 92[9 93 90|93 90 88 [90 88 86[84
55° 0-180° 8126 100.0 00 93 88 8498 92 87 83[8 8 828 83 8084 82 79
65° _4 94 8 80 7 2 85 80 76|83 78 75 77 74179 76 73|7
75° 5 8 8 74 6 7 79 73 69|77 72 68 71 68174 70 6766
35° 85° CCT MULTIPLIER 6 84 74 68 064[82 74 68 63[72 67 63|71 66 62 65 62[61
(3300-4000 Lumens) 7 7 9 63 59|78 69 63 58|67 62 58[66 61 58 [65 61 575
27K = 091 35K =0.99 8 75 65 58 54|74 64 58 54[63 58 54|62 57 5 157 53|5
3K=1096 4K=1.00 9 71 61 54 50|70 60 54 50[59 54 50|58 53 50 (57 53 494
10 67 57 51 47166 56 50 46155 50 46 (55 50 46 (54 49 46|45
[ Fixtures tested to IES recommended standard for solid state lighting per LM-79-08. Photometric performance
’) on a single unit represents a baseline of performance for the fixture. Results may vary in the field.
®

e 1300 S. Wolf Road  Des Plaines, IL 60018 ® Phone (800) 367-5866 ¢ Fax (888) 708-6578
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J7.1.10G3
EXAMPLE
Group Fixture Control*
*Appiication diagram applies for fixtures with eldoLED drivers only.

nPS 80 EZ Dimming/Control Pack (gty: 2 required) nPODM 2P DX

nPODM 2P DX Dual On/Off/Dim Push-Button WallPod S

nCM ADCX Daylight Sensor with Automatic Dimming Control nCM PDT 9

nCM PDT 9 Dual Technology Occupancy Sensor B A
-

Description: This design provides a dual on/off/dim wall station that enables °

manual control of the fixtures in Row A and Row B separately.

Additionally, a daylight harvesting sensor is provided so the lights in Row B can @

be configured to dim automatically when daylight is available. An occupancy
sensor turns off all lights when the space is vacant.

; 'ﬂm. me,m l—'“r"!g. F‘"ﬂl — g —
B ﬂll‘]% l—'“‘:'t '_“W &“l"'h Hﬂw o i

nPS 80 EZ

(WIRING KEY
E—@®— © O
CAT-Se Cable Line Power Dil-n‘:vl:'li‘ll':;"\?\l?:es @ B — — — _ OPTIONAL _—_l_
nCM ADCX —
Choose Wall Ct_)nirols . nLight® Controls Accessories:
nLight offers multiple styles of wall controls - each with
varying features and user experience. Order as separate catalog number. Visit www.sencorswitch.com/nLight for complete listing of nLight controls.
WallPod Stations Model number Occupancy sensors Model Number
On/Off nPODM (Color) Small motion 360°, ceiling (PIR/dual Tech) ~ nCM 9/ nCM PDT 9
I On/Off & Raise/Lower  nPOD DX (Color) Large motion 360°, ceiling (PIR/dual tech) ~ nCM 10/ nCM PDT 10
| [« +1
: E | I Graphic Touchscreen nPOD GFX (Color) | Wide View (PIR/dual tech) nWV 16/ nWV PDT 16
- - Photocell controls Model Number Wall Switch w/ Raise/Lower (PIR/dual tech) ~ nWSX LV DX / nWSX PDT LV DX
- Dimming nCM ADCX Cat-5 cables (plenum rated) Model Number
e
10', CAT5 10FT CAT5 10FT J1
Push-Button Wallpod Graphic Wallpod
Traditional tactile buttons Full color touch screen 15, CATS 15FT CATS 15FTJ1
and LED user feedback provides a sophisticated

look and feel

@ Capable Luminaire

This item is an A+ capable luminaire, which has been designed and tested to provide consistent color appearance and
out-of-the-box control compatibility with simple commissioning.

* All configurations of this luminaire meet the Acuity Brand's specification for chromatic consistency.

e This luminaire is part of an A+ Certified solution for nLight control networks when ordered with drivers marked by a
Shaded background*

* This Luminaire is part of an A+ Certified solution for nLight control networks, providing advanced control functionality
at the luminaire level, when selection includes driver and control options marked by a shaded backgound*

To learn more about A+, visit www.acuitybrands.com/aplus.

*See ordering tree for details

")@ 1300 S. Wolf Road  Des Plaines, IL 60018 ® Phone (800) 367-5866 ¢ Fax (888) 708-6578
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