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Installation Kit

LED Light Strips

06/15

RECESSED/SURACE
TROFFER KIT  

ENERGY EFFICIENT, ENVIRONMENTALLY FRIENDLY
K14.1.8

Labels and Listings
• Tested and certified to UL and CSA standards using ETL laboratories
• DesignLights Consortium® qualified
• I.B.E.W. Union made
• Assembled in the U.S.A.

Warranty:  5 years when used in accordance with manufacturing guidelines.
Product specifications subject to change without notice.

SRT-18W-2230U-G3-2-9Example:

SRT
LED Strips

Cat. #

SRT

Lumens

18
18 Watts

Input
Power

Generation

3
Gen3

G3

LED Driver
120- 277V input at 50/60Hz standard, optional 347V input available • Power factor >0.9 • Dim-
ming standard to 10% with 0-10V DC control protocol • Easy access to driver for installation and 
replacement • For list of compatible dimmers see LED-DIM

*3000K and 3500K only

Options

•	Designed to easily convert conventional 2’x2’, 2’x4’ and 1’x4’ fluorescent troffers to
the latest LED technology

•	Excellent efficacies up to129 lumens per watt, while consuming 18 watts per strip
•	Kit comes complete with all hardware needed for in-field installation
•	Magnetic alignment tool to ensure quick and easy installation
• Available in wide range of color temperatures with 0-10V dimming
• No harmful ultraviolet or infrared wavelengths
•	Contains no lead or mercury

Kits are easily field installed using hand tools with minimum modification to the existing housings
• Does not require removal of troffer or accessing from above ceiling • Kit includes LED strips, LED
driver, quick connect cables, mounting screws, wire management clips, labels and magnetic alignment 
tool • Magnetic alignment tool holds LED strips in position for quick and easy installation • Retro-fit 
any type IC or Non-IC Marked spacings, recessed or surface mount fluorescent troffer style luminaire

Type Cat. No.

Project:

Notes:

2
Light Strips
(Pack of 2)

4
Light Strips
(Pack of 4)

12
Light Strips
(Pack of 12)

30 
3000K

35
3500K

40
4000K

50
5000K

CCT

22
2200 Lumens

18W 22

Voltage

U
120-277V

3
347V

(Use when ordering LED Light Strips and Drivers separately)
INDIVIDUAL COMPONENT 
ORDERING INFORMATION:

SRTDRV-36W-U-G3-12Example:

SRTDRV
LED Drivers

Cat. #

SRTDRV

36W
36 Watts

53W
53 Watts

Input
Power

Generation

3
Gen3

G3

Options

12	Drivers (Pack of 12)
To order one (1) leave blank

Voltage

U
120-277V

3
347V

SRT-4-6535U-G3-90Example:

SRT
LED Retro-fit
Kit

Cat. #

SRT

Strips-Lumens Generation

3 Gen3

G3

30 3000K

35 3500K

40 4000K

50 5000K

CCT

2-44 4400 Lumens

3-63 6300 Lumens

4-65 6500 Lumens

Voltage

U 120-277V

3 347V

(Use when ordering a complete kit)
COMPLETE RETRO-FIT KIT 
ORDERING INFORMATION:

Options

*	90	90 CRI LED Strips
For 80 CRI, leave blank
EB	Emergency Battery Pack

High-performance LEDs deliver consistent high-quality white light and uniform illumination without 
pixilation • Consistent fixture-to-fixture color temperature within 3 MacAdam ellipses • Available in 
3000K, 3500K, 4000K & 5000K color temperatures • CRI>80 standard, optional 90 CRI available
Life: Rated for 50,000 hours at 70% lumen maintenance, 8-12 years commercial use expectancy

Two LED Strip Kit

Four LED Strip Kit

CRI

*	9	 90 CRI LED Strips
For 80 CRI, leave blank

Recommended Application:
Number of LED StripsDriver Wattage

36W  (SRTDRV-36W-U-G3)	 2	
53W  (SRTDRV-53W-U-G3)		  3	 4
When using 2 LED Strips, only 36W Driver (SRTDRV-36W-U-G3) can be used.

Three LED Strip Kit

http://www.junolightinggroup.com/Attachments/images/content/SpecSheets/LED-DIM.pdf
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	Angle	 Candela	 Lumens
	 0°	 1441	
	 5°	 1433	 136
	 15°	 1371	 387
	 25°	 1248	 574
	 35°	 1069	 669
	 45°	 862	 665
	 55°	 644	 577
	 65°	 435	 433
	 75°	 239	 254
	 85°	 48	 61

Candlepower
Distribution
(Candelas)

PCC			   80					     70					    50			   30			   10		  0
PW	 70	 50		  30	 10	 70	 50		  30	 10	 50	 30	 10	 50	 30	 10	 50	 30	 10	 0
	 0	 119	 119		 119	 119	 116	 116		 116	 116	 111	 111	 111	 106	 106	 106	 102	 102	 102	 100
	 1	 110	 105		 102	 98	 107	 103		 100	 96	 99	 96	 93	 95	 93	 90	 92	 90	 88	 86
	 2	 101	 94		  87	 82	 99	 92		  86	 81	 88	 83	 79	 85	 81	 77	 82	 79	 76	 74
	 3	 92	 83		  75	 69	 90	 81		  74	 69	 79	 73	 68	 76	 71	 66	 73	 69	 65	 63
	 4	 86	 75		  66	 60	 83	 73		  66	 60	 71	 64	 59	 69	 63	 58	 66	 62	 57	 55
	 5	 79	 67		  58	 52	 77	 66		  58	 52	 64	 57	 51	 62	 56	 51	 60	 55	 50	 48
	 6	 73	 60		  52	 46	 71	 59		  51	 45	 57	 50	 45	 56	 49	 45	 54	 48	 44	 42
	 7	 67	 54		  46	 40	 65	 53		  45	 39	 52	 44	 39	 50	 44	 39	 49	 43	 39	 37
	 8	 62	 49		  41	 35	 61	 48		  41	 35	 47	 40	 35	 46	 39	 35	 45	 39	 34	 33
	 9	 58	 45		  37	 31	 56	 44		  36	 31	 43	 36	 31	 42	 35	 31	 41	 35	 30	 29
	10	 54	 41		  33	 28	 53	 40		  33	 28	 39	 32	 28	 38	 32	 27	 38	 31	 27	 26

Reflectances:  80% Ceiling, 50% Walls, 30% Floors
AVERAGE INITIAL FOOTCANDLES

COEFFICIENTS OF UTILIZATION - % (Zonal Cavity Method)
Effective Floor Reflectance 20%

	 5’ x 5’	 159	 107	 72
	 6’ x 6’	 109	 74	 50
	 7’ x 7’	 80	 54	 37
	 8’ x 8’	 61	 42	 28
	 9’ x 9’	 48	 33	 22
	 10’ x 10’	 39	 27	 18
	 11’ x 11’	 32	 22	 15
	 12’ x 12’	 27	 19	 13

	 Spacing	 RCR1	 RCR4	 RCR8
	 Luminaire	 Room Cavity Ratio

	 Zone	 Lumens	 %fixture
	 0-30°	 1097	 29.2
	 0-40°	 1766	 47.0
	 0-60°	 3009	 80.1
	 0-90°	 3756	 100.0
	 90-180°	 0	 0.0
	 0-180°	 3756	 100.0

Zonal Lumen Summary

	 Angle	 Avg.	 Avg.	 Avg.
	 in Degrees	 0o	 45o	 90o
	 45°	 3140	 3605	 4027
	 55°	 2685	 3326	 3930
	 65°	 2257	 3047	 3807
	 75°	 193	 2792	 3430
	 85°	 1407	 1817	 1651

Luminance Data (Candela/M)
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SRT-2-4440U-G3 Installed in a 2X2 Recessed 
Troffer with Opal Diffuser.
Report Test #: 371689P
Total Lumen Output:  3756 Lumens
Luminaire EFFicacy:  109 lm/w
Luminaire Spacing Criteria:  1.2
Luminaire:  2’ X 2’ Indirect with Opal Diffuse Basket.
CIE-Type:  Indirect/Direct

PCC			   80					     70					    50			   30			   10		  0
PW	 70	 50		  30	 10	 70	 50		  30	 10	 50	 30	 10	 50	 30	 10	 50	 30	 10	 0
	 0	 119	 119		 119	 119	 116	 116		 116	 116	 111	 111	 111	 106	 106	 106	 102	 102	 102	 100
	 1	 110	 105		 101	 97	 107	 103		  99	 96	 98	 96	 93	 95	 92	 90	 91	 89	 87	 85
	 2	 100	 93		  87	 81	 98	 91		  85	 80	 87	 83	 78	 84	 80	 77	 81	 78	 75	 73
	 3	 92	 82		  75	 69	 90	 81		  74	 68	 78	 72	 67	 75	 70	 66	 73	 68	 65	 63
	 4	 85	 74		  66	 59	 83	 73		  65	 59	 70	 63	 58	 68	 62	 58	 66	 61	 57	 55
	 5	 78	 66		  58	 51	 76	 65		  57	 51	 63	 56	 51	 61	 55	 50	 59	 54	 49	 48
	 6	 72	 60		  51	 45	 70	 59		  50	 45	 57	 50	 44	 55	 49	 44	 54	 48	 43	 42
	 7	 67	 54		  45	 39	 65	 53		  45	 39	 51	 44	 39	 50	 43	 38	 48	 43	 38	 36
	 8	 62	 49		  41	 35	 60	 48		  40	 35	 47	 39	 34	 45	 39	 34	 44	 38	 34	 32
	 9	 57	 44		  36	 31	 56	 44		  36	 31	 43	 35	 30	 42	 35	 30	 40	 34	 30	 28
	10	 53	 41		  33	 27	 52	 40		  33	 27	 39	 32	 27	 38	 31	 27	 37	 31	 27	 25

Reflectances:  80% Ceiling, 50% Walls, 30% Floors
AVERAGE INITIAL FOOTCANDLES

COEFFICIENTS OF UTILIZATION - % (Zonal Cavity Method)
Effective Floor Reflectance 20%

	 5’ x 5’	 239	 163	 108
	 6’ x 6’	 166	 113	 75
	 7’ x 7’	 122	 83	 55
	 8’ x 8’	 93	 64	 42
	 9’ x 9’	 74	 50	 33
	 10’ x 10’	 60	 41	 27
	 11’ x 11’	 49	 34	 22
	 12’ x 12’	 41	 28	 19

	 Spacing	 RCR1	 RCR4	 RCR8
	 Luminaire	 Room Cavity Ratio

	 Zone	 Lumens	 %fixture
	 0-30°	 1651	 28.8
	 0-40°	 2655	 46.3
	 0-60°	 4529	 78.9
	 0-90°	 5738	 100.0
	 90-180°	 0	 0.0
	 0-180°	 5738	 100.0

Zonal Lumen Summary

	 Angle	 Avg.	 Avg.	 Avg.
	 in Degrees	 0o	 45o	 90o
	 45°	 2521	 2968	 3342
	 55°	 2211	 2767	 3258
	 65°	 2033	 2607	 3138
	 75°	 1962	 2495	 2814
	 85°	 1698	 2071	 1776

Luminance Data (Candela/M)

CCT MULTIPLIER:
	 3K	 X	 0.957
	 35K	 X	 0.980
	 5K	 X	 1.053

			   Candela	Angle
	 0.0	 45.0	 90.0	

Lumens

	 0°	 2176	 2176	 2176	
	 5°	 2159	 2165	 2174	 205
	 15°	 2040	 2069	 2098	 583
	 25°	 1803	 1880	 1947	 863
	 35°	 1468	 1613	 1731	 1003
	 45°	 1106	 1302	 1467	 998
	 55°	 787	 985	 1160	 876
	 65°	 533	 684	 823	 675
	 75°	 315	 401	 452	 416
	 85°	 92	 112	 96	 119

Candlepower Distribution (Candelas)
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PCC			   80					     70					    50			   30			   10		  0
PW	 70	 50		  30	 10	 70	 50		  30	 10	 50	 30	 10	 50	 30	 10	 50	 30	 10	 0
	 0	 119	 119		 119	 119	 116	 116		 116	 116	 111	 111	 111	 106	 106	 106	 102	 102	 102	 100
	 1	 109	 105		 101	 97	 107	 103		  99	 96	 98	 95	 93	 94	 92	 90	 91	 89	 87	 85
	 2	 100	 93		  87	 81	 98	 91		  85	 80	 87	 83	 78	 84	 80	 77	 81	 78	 75	 73
	 3	 92	 82		  75	 68	 90	 81		  74	 68	 78	 72	 67	 75	 70	 66	 73	 68	 64	 62
	 4	 85	 74		  66	 59	 83	 73		  65	 59	 70	 63	 58	 68	 62	 57	 66	 61	 57	 55
	 5	 78	 66		  58	 51	 76	 65		  57	 51	 63	 56	 51	 61	 55	 50	 59	 54	 49	 47
	 6	 72	 60		  51	 45	 70	 59		  50	 45	 57	 50	 44	 55	 49	 44	 54	 48	 43	 41
	 7	 67	 53		  45	 39	 65	 53		  45	 39	 51	 44	 39	 50	 43	 38	 48	 42	 38	 36
	 8	 62	 49		  40	 35	 60	 48		  40	 34	 47	 39	 34	 45	 39	 34	 44	 38	 34	 32
	 9	 57	 44		  36	 31	 56	 44		  36	 31	 42	 35	 30	 41	 35	 30	 40	 34	 30	 28
	10	 53	 41		  32	 27	 52	 40		  32	 27	 39	 32	 27	 38	 31	 27	 37	 31	 27	 25

Reflectances:  80% Ceiling, 50% Walls, 30% Floors
AVERAGE INITIAL FOOTCANDLES

COEFFICIENTS OF UTILIZATION - % (Zonal Cavity Method)
Effective Floor Reflectance 20%

	 5’ x 5’	 157	 107	 71
	 6’ x 6’	 109	 75	 49
	 7’ x 7’	 80	 55	 36
	 8’ x 8’	 61	 42	 28
	 9’ x 9’	 49	 33	 22
	 10’ x 10’	 39	 27	 18
	 11’ x 11’	 33	 22	 15
	 12’ x 12’	 27	 19	 12

	 Spacing	 RCR1	 RCR4	 RCR8
	 Luminaire	 Room Cavity Ratio

	 Zone	 Lumens	 %fixture
	 0-30°	 1087	 28.7
	 0-40°	 1747	 46.2
	 0-60°	 2978	 78.7
	 0-90°	 3783	 100.0
	 90-180°	 0	 0.0
	 0-180°	 3783	 100.0

Zonal Lumen Summary

	 Angle	 Avg.	 Avg.	 Avg.
	 in Degrees	 0o	 45o	 90o
	 45°	 1489	 1754	 1981
	 55°	 1311	 1632	 1932
	 65°	 1198	 1540	 1872
	 75°	 1165	 1484	 1750
	 85°	 1042	 1330	 1161

Luminance Data (Candela/M)

CCT MULTIPLIER:
	 3K	 X	 0.957
	 35K	 X	 0.980
	 5K	 X	 1.053

			   Candela	Angle
	 0.0	 45.0	 90.0	

Lumens

	 0°	 1434	 1434	 1434	
	 5°	 1420	 1427	 1433	 135
	 15°	 1340	 1363	 1382	 384
	 25°	 1190	 1237	 1282	 568
	 35°	 962	 1059	 1139	 660
	 45°	 726	 854	 965	 656
	 55°	 518	 645	 764	 575
	 65°	 349	 449	 545	 444
	 75°	 208	 265	 312	 278
	 85°	 63	 80	 70	 83

Candlepower Distribution (Candelas)
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SRT-2-4440U-G3 Installed in a 2X4 Recessed 
Troffer with Opal Diffuser.
Report Test #: 371696P
Total Lumen Output:  3783 Lumens
Luminaire EFFicacy:  107 lm/w
Luminaire Spacing Criteria:	 End = 1.2
		  Across = 1.26
Luminaire:  2’ X 4’ Indirect with Opal Diffuse Basket.
CIE-Type:  Indirect/Direct

SRT-4-6540U-G3 Installed in a 2X4 Recessed 
Troffer with Opal Diffuser.
Report Test #: 371697P
Total Lumen Output:  5738 Lumens
Luminaire EFFicacy:  109 lm/w
Luminaire Spacing Criteria:	 End = 1.2
		  Across = 1.28
Luminaire:  2’ X 4’ Indirect with Opal Diffuse Basket.
CIE-Type:  Indirect/Direct

CCT MULTIPLIER:
	 3K	 X	 0.957
	 35K	 X	 0.980
	 5K	 X	 1.053


