
With built-in 60W magnetic transformer. Mounts directly to standard junction box. For use
with all Quick Jack fixtures and pendants. 50W Max. output. 120V input, 12V output.

Make product selections and build your model number 

Model Hardware Finish Example

908QJ – STN 908QJ-STN

908QJ Cone Quick Jack MonoPoint

5 1/4" Diameter Canopy; 4 1/4" Height

BRZ Vintage Bronze
STN Satin Nickel
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Systems MonoPoints
Low Voltage

Quick Jack MonoPoints

With built-in 150W electronic transformer with short circuit and overload protection.
Mounts over standard junction box. For use with all Quick Jack fixtures and pendants.
3 X 50W Max. output. 120V input, 12V output. 10" Quick Jack spacing.

Make product selections and build your model number 

BRZ Vintage Bronze
STN Satin Nickel

Model Hardware Finish Example

99003QJ – STN 99003QJ-STN

99003QJ Arched Triple Quick Jack MonoPoint–3 X 50W

28" Length; 4" Width; 2" Height 

With built-in electronic transformers with short circuit and overload protection. 
Mounts over standard junction box. For use with all Quick Jack fixtures and pendants.
3 X 50W Max. output. 120V input, 12V output.

Make product selections and build your model number 

Model Hardware Finish Example

99014QJ – STN 99014QJ-STN

99014QJ Disc Triple MonoPoint

8” Quick Jack Spacing; 10" Diameter Canopy; 12" Diameter Cover Plate; 1 1/4" Height

BRZ Vintage Bronze
STN Satin Nickel
WHT White

With built-in electronic transformers with short circuit and overload protection. 
Mounts over standard junction box.  For use with all Quick Jack fixtures and pendants. 
Comes with (3) Pendant Swag Adapters. (3) Quick Jacks spaced at 120  ̊around
canopy. Can be ordered custom with up to (6) Quick Jacks - consult factory. 
3 X 50W Max. output. 120V input, 12V output.

Make product selections and build your model number 

Model Hardware Finish Example

99015QJ – STN 99015QJ-STN

99015QJ Side Disc Triple Quick Jack MonoPoint

8” Quick Jack Spacing; 10" Diameter Canopy; 12" Diameter Cover Plate; 1 1/4" Height

BRZ Vintage Bronze
STN Satin Nickel
WHT White
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With 75W electronic transformer that installs inside junction box. For use with all
Quick Jack fixtures and pendants. 50W Max. output. 120V   input, 12V output.

Make product selections and build your model number 

BNK Brushed Nickel  
BRZ Vintage Bronze
STN Satin Nickel
WHT White

Model Hardware Finish Example

909QJ – STN 909QJ-STN

909QJ Flat Quick Jack MonoPoint

4 1/2" Diameter Canopy; 1/2" Height


