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System Components
Trac Sections

Surface Trac

Features 
• Low 1/2" profile fits snugly to ceiling

• Rigid extruded aluminum channel

• Standard solid 12 gauge copper conductors

• Debossed polarity line provides visual alignment
with fixture and connector polarity arrows

• One circuit, dead end included

• Can be cut to custom length by installer

Catalog # Finish Description Dimensions

R2WH White 2' Trac
R2BL Black 19 7/8" actual length
R2NA Natural
R2SL NEW Silver

R4WH White 4' Trac
R4BL Black 43 7/8" actual length
R4NA Natural
R4SL NEW Silver

R6WH White 6' Trac
R6BL Black 677/8" actual length
R6NA Natural
R6SL NEW Silver

R8WH White 8' Trac
R8BL Black 917/8" actual length
R8NA Natural
R8SL NEW Silver

The product and system may be covered by the following United States patent: US5,259,774

Electrical Feeds

Catalog # Finish Description Dimensions

R38WH White • Feeds Trac from above with 
R38BL Black Flex or BX
R38SL NEW Silver • Accepts standard 1/2" 

electrical connector

Catalog # Finish Description Dimensions

R21WH White • For outlet box feed
R21BL Black • Includes outlet box cover,
R21SL NEW Silver fixture strap, and ground screw

Catalog # Finish Description Dimensions

R34WH White • For surface wiring using standard
R34BL Black 1/2" electrical connector
R34SL NEW Silver

End Feed Connector
and Outlet Box Cover

End Feed Connector

Conduit Feed
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