JUno

Miscellaneous Trac Accessories

One-Circuit System

Trac System Components

Gl Catalog # Finish Description Dimensions
(}"' T9SWH White e Attaches to trac, permitting Juno
T95BL Black Trac-Master and Trac-Lites fixtures
i T95SL NEW Silver to be hung vertically from sloped 4 3/4" max.
Fixture Slope ;8!"”9 ) "
L]
Ceiling Adapter maximum adjustment
1 Catalog # Finish Description Dimensions
l« B
I Aa T31WH White e Adapts cord, swag or chain-hung
G T31BL Black fixture to trac
A4 T31SL NEW Silver e Includes strain relief for 3-wire cord
Pendant Adapter (replaces chain loop)
e Supports up to 25 lbs
e Not UL Listed
® ® 2.5A max
— T Catalog # Finish Description
q) ‘ . ‘ T32WH White e Supports up to 25 Ibs
I ) e e T32BL NEW Black ® Not UL Listed
N g T325L NEW Silver
Planter or Utility
(D Hook
E - Catalog # Finish Description Dimensions
e T33WH White e Provides electrical
I - T33BL Black receptacle 12"
‘ > NE =T T33SL NEW Silver e Not UL Listed
(-D Outlet Adapter * JAmax
|_
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Trac System Components

Juno Two-Circuit System

Miscellaneous Mounting Accessories

Catalog # Finish Description
. T56WH White e Attaches solid 5/16" threaded @
Lo . T56BL Black rod to one- or two-circuit trac ©gI°°
é:'!, re® T56SL NEW Silver e Includes: plastic cap, mounting
bracket and hardware
Solid Rod Pendant ® Rod not supplied

Mounting Kit

Catalog # Description
‘!«\:f» T37F e To attach trac to inverted tee ceiling
‘-".ﬂ‘-

T37D e Use two for 2' or 4' trac and three for
T37F-9-16 NEW 6', 8" or12' trac
T-Bar T37TD-9-16 NEW e T37F is compatible with 15/16" grid
Attachment Clip with flush tiles

e T37D is compatible with 15/16" grid
with drop tiles

e T37F-9-16 is compatible with 9/16" grid
with flush tiles

e T37D-9-16 is compatible with 9/16" grid
with drop tiles

Miscellaneous Trac Accessories

e | Catalog # Finish Description Dimensions
f T95WH White e Attaches to trac, permitting Juno
T95BL Black line voltage Trac-Master and T
s T9SSL NEW Silver Trac-Lites Trac fixtures to be hung 4 3/4" max
Slope Ceiling vertically from sloped ceiling

. e 90° maximum adjustment
Fixture Adapter

Trac-Master”

<IN Catalog # Finish Description Dimensions
el
[® AH T31WH White e Adapts swag or chain-hung fixture Iy
‘ n T31BL Black to trac 12"
&) T31SL NEW  Silver e Includes strain relief for 3-wire cord X
(replaces chain loop)
Pendant Adapter e Supports up to 25 lbs
e Not UL Listed
® 2.5A max
s i Catalog # Finish Description Dimensions
‘ T32WH White ® Supports up to 25 Ibs
e T32BL NEW Black * Not UL Listed 1 1/4"1_
U] T32SL  NEW Silver

Planter or Utility Hook

Catalog # Finish Description Dimensions

d T33WH White e Provides electrical receptacle
T33BL Black e Not UL Listed "

e T33sL NEW  Silver e 7A max

Outlet Adapter
o
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Trac System Components

Extension Wands & Fixture Slope Ceiling Adapter JUno

Extension Wands
Extension wands suspend fixtures precisely where they are needed without lowering the track section. On/Off switch
is standard.

Line Voltage Extension Wands

Line voltage extension wands suspend all Juno line voltage trac fixtures (with square Super Adapter only) from all
120V Juno Trac. May also be used with Monopoints designed to accept Juno 120V trac fixtures. Constructed of
1/2" rigid tubular steel and Lexan®plastic.

Catalog # Finish Overall Length

TW12WH White 131/2" - y \

TW12BL Black (

TW12SL NEW  Silver

TW18WH White 191/2"

TW18BL Black ]

TW18SL NEW  Silver g |

TW24WH White 251/2" N _|

TW24BL Black 8

TW24SL  NEW  Silver ¢ L \

TW36WH White 371/2" o Q)

TW36BL Black ¢ O

TW36SL NEW  Silver -

TW48WH White 49 1/2" " Wand with slope adapter on top. I

TW48BL Black For Biax Series, consult factory.

TW48SL NEW  Silver

TWS24WH+t White 28" Q)

TWS24BLt Black

TWS24SLt NEW  Silver @p)
Low Voltage Extension Wands
Low voltage extension wands suspend low voltage mini spotlights from Juno T537 and T538 Transformers (D
(transformers can be used on all 120V trac). May also be used with low voltage Monopoints T539, T542, and T543. i

Constructed of 1/2" rigid tubular steel and Lexan®plastic. ®
Catalog # Finish Overall Length
TWL12WH White 131/2"
TWL12BL Black
TWL12SL NEW  Silver
TWL18WH White 191/2" i
TWL18BL Black d) i
TWL18SL ~ NEW  Silver S
TWL24WH White 251/2" |
TWL24BL Black "\'J
TWL24SL NEW  Silver
TWL36WH White 37 1/2" ¥
TWL36BL Black v
TWL36SL NEW  Silver
TWL48WH White 49 1/2"
TWL48BL Black

TWL48SL NEW  Silver

Fixture Slope Ceiling Adapter
Attaches to Trac, permitting Juno Trac-Master and Trac-Lites Trac fixtures (with square Super Adapter only) to be
hung vertically from sloped ceiling. 90° maximum adjustment.

Dimensions Catalog # Finish ®
-
T T9SWH White 0
®

T95BL Black
43/4"max.  T195SL NEW  Silver 4 Juno LicHniv Growp

by Schneider Electric
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Accessories

Mounting Accessories (cont)

Mounting Accessories

Catalog # Description

R37F e To attach Trac to inverted tee ceiling
. R37D e Use two for 2' or 4' Trac or three for &'
' R37-9-16 NEW or 8' Trac

® R37F T-Bar Clip is compatible with flush tile 15/16"
inverted T-Bar ceiling

e R37D T-Bar Clip is compatible with drop tile 15/16"
inverted T-Bar ceiling

T-Bar Attachment Clip

¢ R37-9-16 T-Bar Clip is compatible with drop tile or flush tile
9/16" inverted T-Bar ceiling

/‘ o Catalog # Finish Description Dimensions
( - \ R40WH White ® Accepts J.uno 120V Trac fixtures e 43/4" >
. R40BL Black ® Mounts directly to outlet box ¥
s o RAOSL  NEW  Silver « 43/4" dia. and 5/8" high 58'3C —
— Monopoint -
(D Line Voltage
L)
]
‘ Catalog # Finish Description Dimensions
¥ T58WH White ° Accepts Juno 12V Trac—L!tes low voltage 61/2" —
= T58BL Black trac fixtures and decorative pendants

T58SL NEW  Silver * Mounts directly to outlet box 1/2”

® 6 1/2" dia. and 1/2" high

> e

Monopoint -

—
|
O
@ Low Voltage
|_

PN Catalog # Finish Description
LM TseWH White  For 5/16" Rod =
é“..!g re® T56BL Black e Attaches solid 5/16" threaded rod to Trac ©g7°

T56SL NEW Silver e Includes plastic cap, mounting bracket,

Solid Rod Pendant and hardware

Mounting Kit ® Rod not supplied
= Catalog # Finish Description Dimensions
T95WH White e Attaches to trac, permitting Juno
T95BL Black Trac-Master and Trac-Lites fixtures
m T95SL NEW  Silver to be hung vertically from sloped 4 3/4" max.
ceiling

Fixture Slope

e 90" maximum adjustment
Ceiling Adapter
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