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Juno TRAC-MASTER®

Project: Ceramic Metal Halide

AVIO™ TRAC MOUNTED SERIES

Fixture Type:

Location: XT16101, XT16201, XT16301,
Contact/Phone: XT16401 , XT16404
PRODUCT DESCRIPTION

Trac-mounted AVIO™ combines multi-lamp fixture functionality and aesthetics with a trac-based
product that is easy to specify, cost effective to install and simple to reconfigure. AVIO's precision,
die-cast frame with curved spanners creates a unique, consistent dropped visual plane of clustered
lighting. The dual gimbal lamp mechanism allows full rotation and 45-degree aiming while the
frame itself remains horizontal, creating a consistent appearance throughout the space. Specify the
open frame for a technical aesthetic or select the optional curved airfoil trims for a more
sophisticated sculptural look. Matching surface mount and recessed fixtures are available to
enhance AVIO's unique capabilities fo transform the appearance of an interior.

Lamp 20W or 39W CMH MR16 with integral lens.
Socket GX10 twist & lock, PPS ® 5kV rated with nickel plated contacts.
Accessories Accommodates one 2” accessory.

Aiming 45° vertical aiming capability in all directions.

Ballast Premium, high efficiency electronic ® Provides optimum color stability
and CRI uniformity from fixture to fixture ® Controlled lamp output ensures stable
normal operation maximizing lamp life ® Faster hot restrike and lamp warm-up
time compared to magnetic ballast ® Automatic resetting thermal protection

® MOV transient protection ® End-ofife shutdown prevents nuisance cycling
and flashing.

Construction Precision, one-piece die-cast aluminum grid frame offers premium,
consistent aesthetics ® Durable die-cast aluminum concentric gimbal rings provides
optimum adjustability ® Strong, ultra-thin stainless steel cable suspends the lampholder
assembly from the trac interface ® Die-cast aluminum finial provides fixed cable
alignment and fixture stability.

Adapter Copper alloy contacts provide precise spring action - no arcing and will
not take a set ® True, positive electrical ground ® On/off switch included ® Patented
embossed polarity arrows on bottom of adapter ® Spring-loaded positive latch with
embossed polarity arrows secures trac light to trac ® “Pull-up” contact to up position
for two-circuit application.

Labels UL listed, CSA certified.
Product specifications subject to change without notice.

ORDERING INFORMATION Example: XT16301-20H-WH

Fixture Style Wattage/Lamp Finish
XT16101 20H BL
1-Llamp Unit 20W CMH MR16 Black
XT16201 39H GP
2-Llamp Unit 39W CMH MR16 Graphite
XT16301 SL
3-Lamp Unit Silver
XT16401 WH
4-Lamp Linear Unit White
XT16404

4-Llamp Quad Unit

ACCESSORIES

Cat. No. Description Cat. No. Description Cat. No. Description

1741-6  (olor Filters 17477  Prismatic Spread Lens T7478  linear Spread Lens

T7401-18 Dichroic Lenses T7420  Diffuse Spread Lens T7421  Uniformity Lens

17422 UV Filter Lens T7459BL  Hexcll Louver

See specification sheet D1.2.2 for details. ®
.) ®
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TRAC-MASTER®

Ceramic Metal Halide

AVIO" TRAC MOUNTED SERIES

ENGINEERING DATA (PER LAMP)

20w 39w
ANSI # M-156 M130
Input Voltage 120V 120V
Input Current 0.20A 0.40A
[nput Power 24 5W 45W
Power Factor >.90 >.90
Lamp Current Crest Factor <1.4Typ. <1.5Typ.
Ballast Factor 1.0 Typ. 1.0 Typ.
TH.D. <20% <15%
Max. Recommended Ambient
Operating Temperature 407 C 407 C
EMI FCC Part 18 Class B FCC Part 18 Class B
Sound Rating A A

AIRFOIL TRIM PRODUCT DESCRIPTION

One piece snap-in steel construction transforms the AVIO appearance to a
more sophisticated, sculpted look. Available in silver, graphite, white and
black finishes. Custom paint or laminates may be applied in field. Materials

must be rated for temperatures up to 60° C.

vkl Trims —
Catalog Number Description Finish
X16101WH 1-Lomp Aol Tim White T
X16101BL 1-Lamp Airfoil Trim Black ) j
X16101SL 1-Lamp Airfoil Trim Silver
X16101GP l-LumE Airfoil Trim Graphite f—rw—
Catalog Number Description Finish
X16201WH 2Lamp Airfoil Trim White
X16201BL 2Lamp Airfoil Trim Black _ O Z
X162015L 2Hamp Airfol Trim Silver — e
X16201GP 2Lamp Airfoil Trim Graphite T
Catalog Number Description Finish
X16301WH 3Lamp Airfoil Trim White
X16301BL 3Lamp Airfoil Trim Black _ - O z
X16301SL 3-Lamp Airoil Trim Silver — e
X16301GP 3Lamp Airfoil Trim Graphite I
Catalog Number Description Finish
X16401WH 4-Lamp Linear Airfoil Trim White
X16401BL 4-Lamp Linear Airfoil Trim Black
X164015L 4-Lamp Linear Airfoil Trim Silver 2035 =
X16401GP 4-Lamp Linear Airfoil Trim Graphife S
Catalog Number Description Finish
X16404WH 4-Lamp Quad Airfoil Trim White
X16404BL 4-Lamp Quad Airfoil Trim Black D) < 7
X16404SL 4-Lamp Quad Airfoil Trim Silver T D 12 34"
X16404GP 4-Lamp Quad Airfoil Trim Graphite f— —_ L
Order airfoil trims separately.

[ J
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TRAC-MASTER®
Ceramic Metal Halide
AVIO” TRAC MOUNTED SERIES

FOR VERTICAL AIMING ANGLES
/-

FOR HORIZONTAL AIMING ANGLES

CBCP - Centerbeam candlepower
FC « Footcandles at beam center (aim point)

In vertical aiming applications, aim point (X) is
defermined by dividing distance from the wall
(D) by the tangent of the desired aim angle (A) ) ]
(0.5774 for 30", 1.0 for 457, 1.732 for 60'). ey

EHurizonml Aiming Anglesi i Vertical Aiming Anglesi

0° 30° 30° 45°

Beam  Beam  Rafed
Lomp Type Spread®  life CBCP fMH  FC L W[ FC L WD FfC X L W[ FC X [—
20W MR16 5P 12000 9000 6 250 13 131162 17 1544 70 69 35 17| 199 40 17 12
Ceramic 8 M 17 171 9 23 19Q5 45 87 43 21| 127 50 21 15
Metal Halide 10 90 21 21| 58 28 246 31 104 52 25| 88 60 26 18
1263 25 25| 4 34 29947 28 121 61 29| 65 70 30 21
14 46 29 291|130 39 3498 18 189 70 34| 50 80 34 24
fL 12000 2900 4 181 18 18| M8 24 2002 9 35 42 18| 2% 20 19 13
6 81 27 27|52 36 313 40 52 62 27| N4 30 28 19
8 45 35 35| 29 48 41 Q4 23 69 83 35| 64 40 37 25
10 20 44 44| 19 60 51 Q5 15 87 104 44 44 50 47 31
1220 53 53| 13 72 o616 10 104 125 53 28 60 56 3.8
WHL 12000 1500 494 29 29| 6 41 342 47 35 97 29| 133 20 34 21
5 60 36 36| 39 51 42093 21 52 45 44 5% 30 50 31
6 42 44 44| 27 61 S50Q4 12 69 193 58 33 40 67 41
7 31 51 51|20 71 59195 8 87 242 73 2150 84 51
8 23 58 58| 15 81 676 5 104 ** 87 15 60 101 62
39WMRI6 P 10000 16000 8 250 1.7 171162 23 19 Q4 125 69 35 17| 354 40 17 12
Ceramic 10 160 21 21 (104 28 24 6 56 104 52 25| 157 60 26 1.8
Metal Halide m 25 25|72 34 29Q¢8 3 B9 70 34 88 80 34 24
4 8 29 29| 58 39 349310 20 173 87 42| 57100 43 30
63 34 34| 4 45 3912 14 208 104 50 39 120 51 36
FL 10000 5500 6 158 27 27199 36 31 Q2 172 35 42 18| 486 20 19 13
8 8 35 35| 5 48 41 Q3 76 52 62 27| 26 30 28 19
— 10 5 44 441 36 60 51 Q4 43 69 83 35| 122 40 37 25
1238 53 53[ 25 72 o615 28 87 104 44| 78 50 47 31
14 28 62 62| 18 84 7216 19 104 125 53 54 60 56 38
WHL 10000 3000 5 120 36 36| 78 51 4292 94 35 97 29| 265 20 34 21
6 83 44 44| 54 61 503 42 52 145 44( N8 30 50 31
760 51 51 40 71 594 23 69 193 58| 66 40 67 4l
8 47 58 58| 30 81 o675 15 87 242 73| 42 50 84 51
9 37 b6 66| 24 91 766 10 104 *F 87| 29 60 1001 62

The beam spread in degrees and the beam “L” and “W" in the following tables are computed at 50% of centerbeam candlepower
and represent areas of “effective illumination.” **Due to steep aiming angle, length of beam extends beyond 25'.
[
. 1300 S. Wolf Road « Des Plaines, IL 60018 « Phone (847) 8279880 « Fax (847) 827-2925

dnoLameeror 220 Chrysler Drive + Brampton, Ontario « Canada L6S 6B6 « Phone (905) 792-7335 « Fax (905) 792-0064
by Sehneider Eleciric \/isit ys at www.junolightinggroup.com Printed in U.S.A. ©2009 Juno Lighting, LLC.




<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000500044004600206587686353ef901a8fc7684c976262535370673a548c002000700072006f006f00660065007200208fdb884c9ad88d2891cf62535370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef653ef5728684c9762537088686a5f548c002000700072006f006f00660065007200204e0a73725f979ad854c18cea7684521753706548679c300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /ITA <>
    /JPN <>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020b370c2a4d06cd0d10020d504b9b0d1300020bc0f0020ad50c815ae30c5d0c11c0020ace0d488c9c8b85c0020c778c1c4d560002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken voor kwaliteitsafdrukken op desktopprinters en proofers. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (Use these settings to create Adobe PDF documents for quality printing on desktop printers and proofers.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /NoConversion
      /DestinationProfileName ()
      /DestinationProfileSelector /NA
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure true
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles true
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /NA
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /LeaveUntagged
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


	Project: 
	Fixture Type: 
	Location: 
	Contact: 


