(A L/THONIA LIGHTING'

FEATURES & SPECIFICATIONS

INTENDED USE — Typical applications include corridors, lobbies, conference rooms and private olX ces.

CONSTRUCTION — Install from below construction standard.

Additional mounting options available including new construction mounting pan.
Ambient operating temperature: 25 °C. High ambient option available.

Light engine and driver are accessible from above or below ceiling.

Passive cooling thermal management

Max ceiling thickness 1-1/4"

OPTICS — 3 SDCM; 80 CRI typical

Diusing lens covers optical chamber

55° cutoXto source and source image

Self-flanged anodized reflectors in specular, semi-specular, or matte diuse finishes.
ELECTRICAL — 120V TRIAC or ELV dimming and Multi-volt 0-10V dimming available.
0-10V dimming fixture requires two (2) additional low-voltage wires to be pulled
70% lumen maintenance at 50,000 hours

Luminaire accepts parallel and branch circuit control wiring.

LISTINGS — Certified to US and Canadian safety standards. Damp location standard (wet location,

covered ceiling optional).

BUY AMERICAN — This product is assembled in the USA and meets the Buy America(n) government
procurement requirements under FAR, DFARS and DOT. Please refer to www.acuitybrands.com/buy-
american for additional information.

WARRANTY — 5-year limited warranty. Complete warranty terms located at:
www.acuitybrands.com/support/customer-support/terms-and-conditions

Note: Actual performance may diler as a result of end-user environment and application.

All values are design or typical values, measured under laboratory conditions at 25 °C.

Specifications subject to change without notice.
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Example: LDN35Q 35/10 LS3AR LSS MVOLT UGZ

LDN3SQ
Series Color temperature Lumens Aperture/Trim Color Finish
LDN3SQ  3"square 27/ 2700K 05  500lumens LS3 Downlight AR Clear LSS Semi-specular
30/ 3000K 10 1000 lumens LSW3  Wallwash WR?  White LD Matte diXuse
35/ 3500K 15" 1500 lumens BR?  Black LS Specular
40/ 4000K
Voltage Driver Options
MVOLT®  Multi-volt UGZ10  Universal dimming to 10% SFe Single Fuse HAO High ambient Option (40°C)
120 120V (0-10V, 120V, Triac, or ELV TRW? White painted flange WL Wet location
uaz Universal dimming to 1% 7 i i ;
277 277V (0-10V, 120V, Triac, or ELV TRBL Bla'ck painted flange ' o NCH New construction housing
3474 34V NPP16D*>¢ nLight network power/relay pack with 0-10V dimming.
NPP16DER**¢  nLight network power/relay pack with 0-10V dimming.
ER controls fixtures on emergency circuit.
Notes
1 347Visonly available with 1500Im. 1500Im not available with HAO.
2 Not available with finishes.
3 Multi-volt 120-277V.
4 Factory supplied device shipped separately. Field installation
required.
5 Accessrequired to location of remote mounted device.
6 Must specify voltage.
7 Not required with WR or BR options.
DOWNLIGHTING LDN3SQ
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PHOTOMETRY

Distribution Curve Distribution Data Output Data CoelX cient of Utilization Illuminance Data at 30” Above Floor for
a Single Luminaire
LDN3SQ 35/05 LS3AR LSS, input watts: 6.3, delivered lumens: 498.3 LM/W = 79.1, spacing criterion at 0 = 0.87, test no. ISF34716P10
180°
X N— Coefficients of Utilization
e o 20
S CP Summary pc 80% 70% 50% Zonal Lumen Summary
0° 90 pw_70%50%30% 50%30%10% 50%30%10% Zone  Lumens % Lamp % Fixture
0° 544 544 0 119119119 116116 116 111111 111 0° - 30° 329 66.0 66.0
5° 531 534 1 113111108 108106 104 104103101 0°-40° 457 916 916
15° 430 436 2 108103 99 101 97 94 98 95 92 0°-60° 497 997  99.7
25° 339 330 3 10295 90 94 89 8 91 87 84 0°-90° 498  100.0  100.0
35° 235 219 c4 97 89 83 88 82 78 86 81 77 90°-180° O 0.0 0.0
45° 31 25 OG5 9283 77 82 76 72 80 75 72 0°-180° 498 1000  100.0
55° 4 4 6 8 78 71 77 71 67 75 70 66
65° 1 1 7 8273 66 72 66 62 71 65 62
75 0 1 8 78 68 62 68 62 58 67 61 57
85° 0 0 9 74 64 58 64 58 54 63 57 54
0 0 0 10 70 61 55 60 54 50 59 54 50

Coefficients of Utilization
R pf 20%

CP Summary pc 80% 70% 50% Zonal Lumen Summary

0°_ 90 pw_70%50%30% 50%30%10% 50%30%10% Zone Lumens % Lamp % Fixture
0° 971 971 0 119119119 116116 116 111111 111 0° - 30° 586 66.0 66.0
5° 947 953 1 113111108 108 106 104 104 103 101  0°- 40° 815 91.6 91.6
15° 768 779 2 108103 99 101 97 94 98 95 92  0°-60° 886 99.7 99.7
25° 604 589 3 10295 90 94 89 86 91 87 84  0°-90° 889 100.0  100.0
35° 420 390 4 97 89 83 88 82 78 86 81 77 90°-180° O 0.0 0.0
45° 56 45 ©5 92 83 77 8276 72 80 75 72 0°-180° 889 100.0  100.0
55° 8 8 6 87 78 71 77 71 67 75 70 66
65° 2 2 7 82 73 66 72 66 62 71 65 62
75° 0 1 8 78 68 62 68 62 58 67 61 57
85° 0 0 9 74 64 58 64 58 54 63 57 54
9 0 O 10 70 61 55 60 54 50 59 54 50

180°
V///V, — Coefficients of Utilization
e . pf 20%
-, %0 CP Summary pc 80% 70% 50% Zonal Lumen Summary
80° 0° 90 pw_70%50%30% 50%30%10% 50%30%10%  Zone Lumens % Lamp % Fixture

0° 1506 1506 0 119119119 116116116 111111111  0°-30° 910 66.0 66.0
5° 1468 1477 113111 108 108 106 104 104103 101  0° - 40° 1264 91.6 91.6
15° 1191 1208 108103 99 101 97 94 98 95 92  0°-60° 1375 99.7 99.7

1
60° 2
25° 937 913 3 10295 90 94 89 86 91 87 8 (0°-90° 1379  100.0  100.0
35° 651 605 4 97 89 83 83 82 78 86 81 77 90°-180° O 0.0 0.0
45° 86 70 05 928 77 8276 72 80 75 72 0°-180° 1379 1000  100.0
550 12 12 6 87 78 71 77 71 67 75 70 66
65° 3 3 7 82 73 66 72 66 62 71 65 62
40° 750 ¢ 2 8 78 68 62 68 62 58 67 61 57
85 0 0 9 74 64 58 64 58 54 63 57 54
9 0 0 10 70 61 55 60 54 50 59 54 50

Notes

« Tested in accordance with IESNA LM-79-08.

« Tested to current IES and NEMA standards under stabilized laboratory conditions.

« Actual performance may diler as a result of end-user environment and application.
« Actual wattage may diler by +/- 10% when operating between 120-277V +/- 10%.
« (RI: 80 typical.
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CEILING OPENING: 3-1/4 (8.3) X 3-1/4 (8.3)

APERTURE: 2-7/8 (7.3) X 2-7/8 (7.3) ?
OVERLAP TRIM: 3-11/16 (9.4) X 3-11/16 (9.4)

M 5 [14.5]

CEILING OPENING: 3-1/4 (8.3) X 3-1/4 (8.3)

APERTURE: 2-7/8 (7.3) X 2-7/8 (7.3) ?
OVERLAP TRIM: 3-11/16 (9.4) X 3-11/16 (9.4)

Notes

« Tested in accordance with [ESNA LM-79-08.

« Tested to current IES and NEMA standards under stabilized laboratory conditions.
- CRI: 80 typical.
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ADDITIONAL DATA

MANUFACTURER PART NO. CONTOL DEVICE DIM CURVE

Synergy® 1SD 400 ELV 120 Logarithmic
1SD 6001120 Logarithmic
1SD 10001120 Logarithmic

Leviton® lllumaTech-IPE04 Logarithmic
lllumaTech-IPI06 Logarithmic
lllumaTech-IPI10 Logarithmic
lllumaTech- IPL06-10 Logarithmic
Sureslide 6633-P 600-watt 3-way Linear
Sureslide 6674-P 600-watt single pole Linear
Sureslide 6674-P 600-watt 3-way Linear

nCMPDT 9 nPODM 2P DX

r@
®

8 O—(O—C—0O

nPS 80 EZ

(WIRING KEY

N

©

CAT-5e Cable Line Power

Low Voltage
Dimming Wires

nCM ADCX

nLight® Control Accessories:

Order as separate catalog number. Visit www.sensorswitch.com/nLight for complete listing of nLight controls.

WallPod stations
On/0ff

On/0ff & Raise/Lower
Graphic Touchscreen
Photocell controls
Dimming

Model number
nPODM [color]
nPODM DX [color]
nPOD GFX [color]
Model number
nCM ADCX

Occupancy sensors

Small motion 360°, ceiling (PIR / dual tech)
Large motion 360°, ceiling (PIR / dual tech)
Wide view (PIR / dual tech)

Wall Switch w/ Raise/Lower (PIR / dual tech)
Cat-5 cables (plenum rated)

10, CATS 10FT

15', CAT5 15FT

Model number

nCM 9/nCMPDT 9

nCM 10/ nCM PDT 10

nWV 16 / nWV PDT 16

nWSX LV DX / nWSX PDT LV DX
Model number

CAT5 10FT J1

CAT5 15FT J1
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