
LED Ultra-Thin Wafer New Construction Plate
Required Tools (not included): Safety Glasses and Gloves 

INSTALLATION  INSTRUCTIONS 

Figure 1:  Nail-in the mounting plate to the 
ceiling joist (adjust plate as needed). 

Figure 2:  Install the drywall on to the 
ceiling. 
Figure 2 : Installer la cloison sèche au plafond.

Figure 3:  Use template if necessary (included 
with LED Wafer product) to cut-out a circle 
where the mounting plate opening is located.
Figure 3 : Utilisez le modèle si nécessaire 
(fourni avec le produit LED Wafer) à dé-
couper un cercle où se trouve l’ouverture de 
plaque de montage.

Figure 4:  connect the electrical supply connec-
tion in the detachable junction box. Secure the 
junction box by placing it through the keyhole 
slot and attach luminaire using the connector. 
Figure 4 : Faire la connexion d’alimentation 
électrique dans la boîte de jonction amovible. 
Fixer le boîtier de raccordement en le faisant 
passer par le trou piriforme et fixer le câble du 
luminaire à l’aide de l’écrou du connecteur.

Figure 5:  Push the spring clips up and through 
the hole of the ceiling. Release the spring clips 
and align luminaire to sit properly over the 
ceiling hole. 
Figure 5 : Pousser les agrafes à ressort vers le 
haut et les faire passer par le trou du plafond. 
Dégager les agrafes à ressort et aligner le lumi-
naire pour le placer correctement au-dessus du 
trou du plafond.

Figure 1:  Clouer la plaque de montage à la 
solive du plafond (régler la plaque au besoin) .


