ACULUX

ACULUX LUMINAIRE
Luminaire Type:

Catalog Number
(autopopulated):

AX3 A-LPA G4

PRODUCT SPECIFICATIONS

LED Light Engine 2-step MacAdam ellipse binning ® 2700K, 3000K, 3500K,
or 4000K CCTs available with 80 CRI minimum ® 2700K and 3000K
available with 90 CRI and 95 CRI minimum (R9>90).

Quiet, Glare-free Ceiling 45° visual cutoff to source and source image.
Modular Optics Available with 12°, 24°, 35° and 50° field interchangeable
optics ® 20°, 30°, 40°, 45° and 60° FWHM can be achieved with diffusing
films and 12D optic ® Patented (US Patent 8,950,911) auto-adjusting optic
holder maximizes efficiency by maintaining optimal LED optic position

® AX3 A accommodates three (3) beam control lenses and/or filters ® AX3 LPA
accepts two (2) beam control lenses and/or filters.

Adjustability Acu-Aim™ precision geared hot-aiming achieves 370° rotation,
45° tilt ® Optimized center beam optics translates light engine forward as it is
aimed off nadir, ensuring maximum light and low brightness.

Trims Styles Trim Ring, Self Flanged and flangeless reflectors are available

* Must specify FMA3 ?gypsum) or SFM3 (wood/stone/tile) option for
flangeless installations.

LED Driver Accommodates 120-277V input and multiple control protocols

® For a list of compatible dimmers, refer to ACLXLED3-8IM  Power Factor >
0.9 e Field replaceable from below or above ceiling.

Life Rated for 50,000 hrs at 70% lumen maintenance.

Warranty - 5YR 5-year limited warranty. Complete warranty terms located at:
http://www.acuitybrands.com/CustomerResources/Terms_and_conditions.aspx

Codes/Labels UL and cUL listed for through branch wiring, damp locations
® Wet location listed with cerfain trims ® I\%eets energy code Air Leakage
requirements per ASTM E283 e ENERGYSTAR® certitied with select trims and
housings ® Can be used to comply with Title 24, Part 6 with select trims and
housings ® ICAT housings are rated for direct contact with insulation ® AX3
08LM/12LM/15LM (ICAT option) are compatible with spray foam insulation
with an R-Value of 3.7 per inch or less ® Union made.

New Construction Mounting Features patented (US Patent 8,038,113)
Pro-VI™ bar hanger system ® Al fixtures except for 25LM ICAT also feature
vertically adjustable mounting brackets (butterfly brackets) ® Centerline
indicators on plaster frame and patented %US Patent 8,277,090) Tru-Line™
Platform featuring +/- 2" translation aids fixture alignment after installation,
prior to drywall.

3” LED UNIVERSAL RECESSED
NEW CONSTRUCTION
ADJUSTABLE/DOWNLIGHT

AX3 A / AX3 LPA
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AX3 A
(25LM ICAT)

AX3 LPA
(Low Profile)

AX3 A

Junction Box Rated for 4 No. 12 AWG 90° C through branch circuit
conductors and includes (6) 2", (1) 34", and (4) Non-metallic sheathed cable
knock-outs ® Push-in electrical connectors for field connections.

Note: Actual performance may differ as a result of end-user environment and
application.

ég;/(cznlues are design or typical values, measured under laboratory conditions at
Specifications subject to change without notice.

A+ Capable options indicated

P w Design2Ship Quick Ship Program:
by this color background .

@

Options in green text qualify for Design2Ship — 5 business days from order
entry to ship. Refer to Design2Ship Brochure for complete program details.
pEsIGN2sHIP Maximum Order Quantity: 50 units for housings; see page 3 for trim details.

ORDERING INFORMATION

Example: AX3 A G4 12LM 30K 80CRI 24D FPC 120 ICAT 3ABV BS BLSF CTA/125

T
g Housing Style Lumens «r CRI Beam Driver Voltage® Options
62_7 AX3 A G4 New Construction Universal | O8LM 800 Lumens 27K 2700 | 80CRI | 12D 12° beam | GZI 0-10V, 1% dim 120 ((dl Chicago Plenum
0o ADJ/DL 12LM 1200 Lumens | 30K  3000K | 9OCRI* | 24D  24° beam | EZI eldoLED 0-10V, 1% dim 277 ICAT® IC, AirTight
3 AX3 LPA G4 Low Profile Universal 15LM 1500 Lumens | 35K 3500k | 95CRI* | 35D  35° heam | EZB eldoLED 0-10V, <1% dim MvoLr NLIGHT®  nlight dimming
% ADJ/DL 20LM 2000 Lumens | 40K  4000K 50D  50° beam | FPC Phase cut dimming, 5% dim (120-277) pack controls
@ 25LM 2500 Lumens ECOS2  Lutron Hi-Llume 2-wire
30LM™ 3000 Lumens forward phase, 1% dim
ECOD Lutron Hi-Lume EcoSystem,
1% dim
DMXR DMX,RDM Driver, 1% dim
DALI DALI Driver, 1% dim
2|
g Trim Style Reflector Finish Flange Style / Finish Environment Ceiling Installation
3 ADJUSTABLE ACCENT DOWNLIGHT BS Block Speculor | FLANGED WET'2  Wet SELF-FLANGED
g 3AC? Angle-Cut Reflector 45° 3DP° Parabolic Downlight | €D Clear Diffuse | SF Self Flanged (some finish as reflector) location | Ceiling < 875"
3ASLOT * Slot Cut Reflector 45° Reflector () Clear Specular | WHSF  Self Flanged, White painted flange (TA3/125 Ceiling 0.875" - 1.25"
3AC20° Angle-Cut Reflector 20° 3DH* Hyperbolic Downlight | WTD  Wheat Diffuse | BLSF Self Flanged, Black painted flange (TA3/163 Ceiling 1.25" - 1.625"
3ABAF 7 Angle-Cut Baffle Reflector B Black Paint | WHR  White Trim Ring FLANGELESS, GYPSUM
3ABV ¢ Adjustable Bevel 3DBAF 7 Downlight Baffle w White Paint SCR Satin Chrome Trim Ring FMA3/087 Ceiling < .875"
3APIN ' Adjustable Pinhole, 1 1/4”  3DBV ®  Downlight Bevel ABZR  Aged Bronze Trim Ring FMA3/125 Ceiling 0.875" - 1.25"
3APINLG '  Adjustable Pinhole, 1 3/4”  3DPIN '  Downlight Pinhole, FLANGELESS™ FMA3/163 Ceiling 1.25" - 1.625"
3AOVAL®  13/4"X21/2" Slot (RVZs M Flangeless FLANGELESS, WOOD/STONE/TILE 3
Pinhole WHFM  Flangeless, White trim SFM3/087 (B,W)  (Ceiling < 0.875"
BLFM Flangeless, Black trim SFM3/125 (BW)  (eiling 0.875" - 1.25"
] SFM3/163 (BW)  (eiling 1.25" - 1.625"
z Ordering Notes
% ' 30LM not available with LPA. § Must specify 120 or 277 volts. NLIGHT only available with EZ1 or EZB. " For Flangeless trims, specify flangeless ceiling installation (FMA3 or SFM3).
» 290CRI and 95CRI available on 27K and 30K only. 7 Available with B, W, ABZR, WHR, SCR only. 12 hvailable with 3ABV, 3AC, 3APIN, 3DBV, 3DP, 3DPIN only.
3 MVOLT standard on GZ1, EZ1, EZB, ECOD, DMXR, DALI unless NLIGHT specified. Must be 120 for FPC or ECOS2. 8 Available with BS, BLSF, WHSF, BLFM, WHFM only. 13 Specify finish: B = Black, W = White.
* (P available up to 20LM for LPA; available up o 25LM for A. ? Not available with B, BLSF, WHFM, BLFM.
5 |CAT not available with LPA at 25LM; not available with A at 30LM. 10 Available with BS, ABZR, BLSF, SCR, WHSF, BLFM, WHFM only.
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ACULUX

3” LED UNIVERSAL RECESSED

NEW CONSTRUCTION
ADJUSTABLE/DOWNLIGHT
AX3 A / AX3 LPA

800 - 3000 LUMEN

ACCESSORIES DIFFUSING FILMS
Accessories Desired FWHM Primary Optic Film
3AXOPT/12D 12’ Optic CGF 200 MPINK Med. Pink Color Filter 12° 12D -
3AXOPT/24D 24’ Optfic CGF 200 WRED Warm Red Color Filter 20° 12D AF3/10
3AXOPT/35D 35° Optic CGF 200 DLTBLUE Daylight Blue Color Filter 24° 24D -
3AXOPT/50D 50" Optic CGF 200 MBLU Med. Blue Color Filter 30° 12D AF3/20
AF3/10 10° Diffusing Film CGF 200 MAMB Med. Amber Color Filter 35° 35D -
AF3/20 20" Diffusing Film CGF 200 MGRN Med. Green Color Filter 40° 12D AF3/30
AF3/30 30° Diffusing Film DGF 200 DRED Red Dichroic Lens 45° 12D AF3/40
AF3/40 40° Diffusing Film DGF 200 MGRN Med. Green Dichroic Lens 50° 50D -
AF3/50 50° Diffusing Film DGF 200 MBLU Med. Blue Dichroic Lens 60° 12D AF3/50
AF3/60x1 60°x1° Diffusing Film DGF 200 DYEL Yellow Dichroic Lens 20°x60° 12D AF3/60x1

DGF 200 MAGEN

Magenta Dichroic Lens

To achieve the desired beam angle (FWHM,), specify the

HB1 Real Nail 3 Bar Hangers DGF 200 CYAN Blue Green Dichroic Lens following primary LED optic on the luminaire and order the
HB26 26" C-Channel Bar Hangers DCCF 200 HL4250  Daylight Blue Correction Lens diffusing film from the table below
HB50 50" C-Channel Bar Hangers DIFF 200 Diffuse Spread Lens
LB27 27" linear Bar Hangers SOLITE 200 Uniformity Lens

UVF 200 UV Filter Lens
EMI20 20W Remote Mount Emergency PRISM 200 Prismatic Lens

Inverter (Compatible with 20LM max) ~ LSPREAD 200 Linear Spread Lens

HCLBL 200 Hexcell Louver
ELECTRICAL DATA
Lumen Package 08LM 12LM 15LM 20LM 25LM 30LM
Voltage 120 277 | 1200 277 | 120 277 | 120 277 | 120 277 | 120 277
Input Power 7.0 76 | M0 120 | 138 146 | 197 202 | 258 263 | 329 333
Input Current 003 006 | 009 0051012 006|017 008|022 01 028 013
Frequency 50/60Hz 50/60Hz 50,/60Hz 50/60Hz 50/60Hz 50,/60Hz
Power Factor 09 >091]>09 >09(>09 >09|>09 >09|>09 >09|>09 >09
DIMENSIONS

4 1/4" CEILNG CUTOUT
(REFER TO INSTRUCTION SHEET FOR
FLANGELESS CEILING CUTOUT)
NEW CONSTRUCTION UNIVERSAL (AX3 A) LOW PROFILE UNIVERSAL (AX3 LPA)
13 3/4" 133/4" 13 3/4"
i g 7 g/ ry
e e, : reiose o8
" feature) W feature)w Y 7 \ wﬁhft;;ﬁl::)‘ﬂlay /
< B, 4 < a fs 15/16" < By
&5 1/8

ICAT: 20LM & Less
Non-ICAT: 25LM & 30LM

ICAT: 25LM

ICAT: 20LM & Less
Non-ICAT: 25LM
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ACULUX
3” LED UNIVERSAL RECESSED
NEW CONSTRUCTION
ADJUSTABLE/DOWNLIGHT
AX3 A / AX3 LPA
800 - 3000 LUMEN

TRIM SELECTION
BS || ¢ [wmD] B[ W SF_[WHSF] BLSF [ WHR | SCR [ABZR| FM [WHFM] BLFM WET
Adjustable Accent
3AC| e ) ) ° ) ) ° ) ° ° ) ° 25
3ASLOT| e ° ° ° ° ° ° ° ° ° ° 25
3AC20| o ° ° ° ° ° ° ° ° ° ° 25
3ABAF ° ° ° ° ° —
— 3ABV| e ° ° ° ° ° 50
- 3APIN| e ° ° . . ° ° ° 25
a» 3APINLG| o ° ° ° ° ° ° 25
3AOVAL| e ° ° ° ° 25
Downlight
3DP| e ° ° . ° ° ° ° ° ° ° ° 25
] ) 3DH| e ° ° ° ° ° ° ° ° ° ° 25
3DBAF ° ° . ° . —
— 3DBV| o ° . ° ° ° 2
- 3DPIN| o ° . . . ° ° ° 25
Design2Shi ick Ship P : .
Ps O;e):ilgr?s ir;]_g;lroe;ezr:::;ualilgyll?grrgzgssﬁ];g‘?hi%— SfbusinessI days from orger | ® Standard lead time
try t ! t t tails. . .
oesanzae Maximum Order Quantity: 50 units for housings; varies for trims. * Design2Ship eligible
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ACULUX

3” LED UNIVERSAL RECESSED

3AC — Angle-Cut Reflector

NEW CONSTRUCTION
ADJUSTABLE/DOWNLIGHT

Trim Ring Self-Flanged Flangeless (Wo:(l;l/nsgf:I::;Tile) Ax3 A / Ax3 I-PA
800 - 3000 LUMEN
PHOTOMETRICS
AX3 A G4 30LM 30K 80CRI 12D EZ1 MVOLT AX3 A G4 30LM 30K 80CRI 24D EZ1 MVOLT AX3 A G4 30LM 30K 80CRI 35D EZ1 MVOLT AX3 A G4 30LM 30K 80CRI 50D EZ1 MVOLT
3ACCS 3ACCS 3ACCS 3ACCS
3000K LEDs, input watts: 32.6, 3000K LEDs, input watts: 32.6, 3000K LEDs, input watts: 32.6, 3000K LEDs, input watts: 32.6,
delivered lumens: 2829, LM/W = 87, delivered lumens: 2850, LM/W = 87, delivered lumens: 2883, LM/W = 88, delivered lumens: 2473, LM/W =76,
test no. PT02182802, test no. PT02182813, test no. PT03180124, test no. PT03180135,
tested in accordance to [ESNA LM-79 tested in accordance to IESNA LM-79 tested in accordance to IESNA LM-79 tested in accordance to [ESNA LM-79
Beam Spread: 12D Beam Spread: 24D Beam Spread: 35D Beam Spread: 50D
180° 180°
X % v -
V//ée= 0% cp Summary CP Summa V//éé= 90 cp Summar 90° " cp Summar
\\§§- 80° 0° 90 0° r;o NS 80° 0° 9){) 80° 0° go
0° 335 335 0° 746 746 0° 756 756 0° 616 616
520 5° 387 378 5° 956 830 120 5° 1626 702 5° 895 598
oo 15° 3073 214 15° 5336 348 oo 15° 4386 448 oo 15° 2006 772
10400 25° 18759 101 25° 11243 109 240 25° 6173 136 25° 3188 1098
l‘\ 35° 21222 53 35° 10982 34 ‘ 35° 6116 42 35° 3159 174
45° 3674 3 45° 4869 4 45° 4492 7 45° 2640 57
15600 55° 147 1 55° 193 1 360 55° 1667 1 55° 2100 3
e & 7 =T, wE 5 wEE
2080\ 85° 0 0 85° 0 0 - 85° 0 0 85° 0 0
0° 20° % 0 o0 0 0 o0 0° 20° 0 0 0 0 0 o0
_—— 0% e 90 _—— 0% e 90
CBCP ¢ Centerbeam candlepower FOR HORIZONTAL AMING ANGLES FOR VERTICAL AIMING ANGLES
FC ¢ Footcandles at beam center (aim point) T == =
In vertical aiming applications, aim point ‘ /\ ‘
(X) is determined by dividing distance 1 WA
from the wall (D) by the tangent of the .
desired aim angle (A) (0.5774 for 30, Anignge(A=0)  Aming Aol (-0)
1.0 for 45°). . . .
Horizontal Aiming Angles Vertical Aiming Angles
Beam 0° 30° 30° 45°
Spread CBCP | MH FC L w FC L w D FC X L w FC X L )
26151 6 726 18 1.8 472 24 2.0 3 363 5.2 3.7 18 | 1027 30 18 1.2
8 409 2.3 2.3 265 3.1 2.1 4 204 6.9 5.0 2.3 578 4.0 2.4 1.7
10 262 2.9 29 170 3.9 3.4 5 131 8.7 6.2 2.9 370 50 3.0 2.1
12 182 3.5 3.5 118 47 4.0 6 91 104 75 3.5 257 6.0 3.6 25
14 133 41 41 87 55 4.7 7 67 121 8.7 41 189 7.0 42 29
12004 4 750 2.0 2.0 487 2.1 2.3 2 375 3.5 4.8 20 | 1061 20 21 14
6 333 3.0 3.0 217 4.0 3.4 3 167 5.2 7.2 3.0 472 3.0 3.2 21
8 188 3.9 3.9 122 54 4.6 4 94 6.9 9.6 3.9 265 4.0 42 2.8
10 120 49 49 78 6.7 57 5 60 8.7 121 49 170 50 53 3.5
12 83 5.9 5.9 54 8.1 6.8 b 42 104 145 59 118 6.0 6.3 4.2
6365 4 398 2.8 2.8 258 3.9 3.3 2 199 3.5 9.1 2.8 563 2.0 3.2 2.0
) 177 42 42 115 59 49 3 88 5.2 136 42 250 3.0 49 3.0
8 99 5.7 5.7 65 7.9 6.5 4 50 6.9 182 57 141 4.0 6.5 40
10 b4 7.1 7. 4 9.9 8.2 5 32 87 227 711 90 50 8.1 50
12 44 8.5 8.5 29 118 98 b 22 104 272 85 63 6.0 9.7 6.0
3323 4 208 3.4 3.4 135 48 3.9 2 104 3.5 144 34 294 2.0 4.1 24
6 92 51 5.1 60 7.2 58 3 46 52 216 51 131 3.0 6.1 3.6
8 52 6.7 6.7 34 9.6 7.8 4 26 69 289 67 73 4.0 8.2 48
10 33 8.4 8.4 22 19 97 5 17 87 361 8.4 47 50 102 6.0
12 23 101 101 15 143 117 6 12 104 433 101 33 6.0 123 1.2
LUMEN OUTPUT MULTIPLIERS
Multiplier Lumens | Mulfiplier By [CCT/CRI:__[80GR 77K, 30 35K, 40K [90CR 27K, 30K
Optic: 120, 24D, 35D, 50D
CCT/CRI | 8OCRI 90CRI 95CRI 3001 100% Toir Einieb T 5. G WBL W
2700k 100% 86% 65% 25LM 87%
3000K 100% 88% 69% 20LM 70% Construction: |ICAT
3500K 105% 15LM 50% CCT/CRI: 90CRI 27K, 30K
4000K 107% 12LM 40% Optic: 120, 24D, 35D, 500
08LM 27% Trim Finish: |BS, (S, (D, WID, W
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ACULUX

3” LED UNIVERSAL RECESSED

3ASLOT - Slot Cut Reflector

NEW CONSTRUCTION
ADJUSTABLE/DOWNLIGHT
Trim Ring Self-Flanged Flangeless (Wo:(l;l/nsgf:I::;Tile) Ax3 A / Ax3 I-PA
800 - 3000 LUMEN
PHOTOMETRICS
AX3 A G4 30LM 30K 80CRI 12D EZ1 MVOLT AX3 A G4 30LM 30K 80CRI 12D EZ1 MVOLT AX3 A G4 30LM 30K 80CRI 12D EZ1 MVOLT AX3 A G4 30LM 30K 80CRI 12D EZ1 MVOLT
3ASLOT CS 3ASLOT €S 3ASLOT CS 3ASLOT CS
3000K LEDs, input watts: 32.6, 3000K LEDs, input watts: 32.6, 3000K LEDs, input watts: 32.6, 3000K LEDs, input watts: 32.6,
delivered lumens: 2821, LM/W = 87, delivered lumens: 2838, LM/W = 87, delivered lumens: 2874, LM/W = 88, delivered lumens: 2468, LM/W =76,
test no. PT02182810, test no. PT02182821, test no. PT03180132, test no. PT03180143,
tested in accordance to [ESNA LM-79 tested in accordance to IESNA LM-79 tested in accordance to IESNA LM-79 tested in accordance to [ESNA LM-79
Beam Spread: 12D Beam Spread: 24D Beam Spread: 35D Beam Spread: 50D
180° 180°
CP Summary V//é=_ 90° CP Summary ,///é’ 90° CP Summary CP Summary
o 0° 9 N 80° 0° 90 \\\\‘ 80° 0° 90 0° 90
0° 321 321 0° 727 727 0° 767 767 0° 619 619
50 404 342 | 230 5° 962 763 ‘20 5° 1601 733 5° 896 602
15° 3260 201 oo 15° 5240 349 oo 15° 4341 455 15° 2010 778
25° 19074 101 | 4g0d 25° 11179 105 2400 25° 6103 140 25° 3202 994
35° 20285 54 35° 10992 34 “ 35° 6048 47 35° 3136 179
45° 3339 4 45° 4917 5 45° 4412 8 45° 2643 60
55° 137 1 6900 55° 194 1 3609 55° 1623 1 55° 2098 3
65° 2 0 65° 4 0 65° 178 0 5° 354 2
75° 0 0 9200 40° 75 o 0 4800 40° 750 0 0 75° 11
85° 0 0 85° 0 0 85° 0 0 8° 0 0
9 0 0 0 20° 9 0 0 0 20° 9 0 0 9 0 0
—— 0° e 90° _—— 0% 0
CBCP ¢ Centerbeam candlepower ~ FORHORZONTAL AIING ANGLES FOR VERTICAL AIMING ANGLES
FC ¢ Footcandles at beam center (aim point) o= =
In vertical aiming applications, aim point ‘ i /\ ‘
(X) is determined by dividing distance EES)
from the wall (D) by the tangent of the .
desired aim angle (A) (0.5774 for 30, Arioghrge A=) Aringhnge A=)
1.0 for 457). . - L
Horizontal Aiming Angles Vertical Aiming Angles
Beam 0° 30° 30° 45°
Spread CBCP | MH FC L w FC L w D FC X L w FC X L )
25521 6 709 18 1.8 460 24 2.0 3 354 5.2 3.8 18 ] 1003 30 18 1.2
8 399 2.3 2.3 259 3.2 2.1 4 199 6.9 5.0 2.3 564 4.0 2.4 1.7
10 255 2.9 29 166 3.9 3.4 5 128 8.7 6.3 2.9 361 50 3.0 2.1
12 177 3.5 3.5 115 47 4.1 6 89 10.4 7.5 3.5 251 6.0 3.6 25
14 130 41 41 85 55 4.7 7 65 121 8.8 41 184 7.0 42 29
11984 4 749 2.0 2.0 486 2.1 2.3 2 375 3.5 4.8 20 [ 1059 20 21 14
6 333 29 2.9 216 4.0 3.4 3 166 5.2 7.2 2.9 an 3.0 3.1 21
8 187 3.9 3.9 122 53 45 4 94 6.9 9.6 3.9 265 4.0 42 2.8
10 120 49 49 78 6.7 57 5 60 8.7 120 49 169 50 5.2 3.5
12 83 5.9 5.9 54 8.0 6.8 b 42 104 144 5.9 118 6.0 6.3 4.2
6298 4 394 2.8 2.8 256 3.9 3.2 2 197 3.5 8.9 2.8 557 2.0 3.2 2.0
6 175 42 42 114 58 49 3 87 5.2 133 42 247 3.0 4.8 3.0
8 98 5.6 5.6 64 7.8 6.5 4 49 6.9 17.7 5.6 139 4.0 6.4 40
10 63 7.0 7.0 4 9.7 8.1 5 31 8.7 22.2 7.0 89 50 8.0 50
12 44 8.4 8.4 28 11.7 9.7 b 22 104 266 8.4 62 6.0 9.6 5.9
3313 4 207 3.4 3.4 134 48 3.9 2 104 3.5 143 3.4 293 2.0 41 24
6 92 50 5.0 60 7.1 58 3 46 5.2 215 5.0 130 3.0 6.1 3.6
8 52 6.7 6.7 34 9.5 7.8 4 26 6.9 28.6 6.7 73 4.0 8.2 48
10 33 8.4 8.4 22 11.9 9.7 5 17 8.7 35.8 8.4 47 50 10.2 59
12 23 101 101 15 143 116 6 12 104 429 101 33 6.0 12.3 7.1
LUMEN OUTPUT MULTIPLIERS CCT/CRI: B0CRI 27K, 30K, 35K, 40K [90CRI 27K, 30K
Multiplier Lumens Multiplier @ Optic: 120, 240, 350500
CCT/CRI [ 8OCRI 90CRI 95CRI 3008 100% Tebm Finiah 185, 5., W W
2700k 100% 86% 65% 25LM 87%
3000K 100% 88% 69% 20LM 70% Construction: |I(AT
3500K 105% 15LM 50% CCT/CRI: 90CRI 27K, 30K
4000K 107% 12LM 40% Optic: 120, 24D, 35D, 50D
08LM 27% Trim Finish: |BS, (S, (D, WTD, W
K('qcuityBrandS 1300 S. Wolf Road ® Des Plaines, IL 60018 ® Phone (847) 827-9880 o Fax (847) 8272925 e Visit us at www.acuitybrands.com,/aculux
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ACULUX

3” LED UNIVERSAL RECESSED

3AC20 - Shallow Angle-Cut Reflector, 20°

Trim Ring Self-Flanged

PHOTOMETRICS

Flangeless

Flangeless
(Wood/Stone/Tile)

NEW CONSTRUCTION
ADJUSTABLE/DOWNLIGHT

AX3 A / AX3 LPA
800 - 3000 LUMEN

AX3 A G4 30LM 30K 80CRI 12D EZ1 MVOLT
3AC20 CS

3000K LEDs, input watts: 32.6,

delivered lumens: 2825, LM/W = 87,

fest no. PT02182801,

tested in accordance to [ESNA LM-79

Beam Spread: 12D

180°
>
\%== 90° CP Summary
‘r\\\ SN 80° 0° 90
5100\ 0° 1217 1217
\ 5° 3674 940
‘\ 60° 15° 20331 535
10200 25° 19374 140
l 35° 3114 75
1530 45° 227 3
55° 9 0
65° 0 0
2040 40° 750 ¢ 0
85° 0 0
0° 20° 90 0 0

AX3 A G4 30LM 30K 80CRI 24D EZ1 MVOLT

3AC20 CS

3000K LEDs, input watts: 32.6,
delivered lumens: 2869, LM/W = 88,
test no. PT02182812,

tested in accordance to IESNA LM-79

Beam Spread: 24D

. 15°

CP Summary

0°
2105
4979
11210
11045
35° 5214
45° 455
55° 34
65° 0

0°
5o

25°

° 75°

0
85° 0
90 0

90
2105
2005

911
302
68
5

0
0
0
0
0

AX3 A G4 30LM 30K 80CRI 35D EZ1 MVOLT
3AC20 CS

3000K LEDs, input watts: 32.6,

delivered lumens: 2896, LM/W = 89,

test no. PT03180123,

tested in accordance to IESNA LM-79

Beam Spread: 35D

.
C—

CP Summary
0° 90
0° 2669 2669
5° 4093 2485
o 15° 6122 1548
25° 6136 439
35° 4697 88
45° 2152 12
55° 477 0
65° 1
° 750 0
85° 0
920 0

0
0
0
0

AX3 A G4 30LM 30K 80CRI 50D EZ1 MVOLT
3AC20 CS

3000K LEDs, input watts: 32.6,

delivered lumens: 2519, LM/W =77,

test no. PT03180134,

tested in accordance to [ESNA LM-79

Beam Spread: 50D

o ——

—1
—1

CP Summary
0° 90
0° 1425 1425
5° 2092 1338
o 15° 3204 1248
25° 3156 1078
35° 2677 427
45° 2107 98
55° 930 1
65° 1
© 7500
85° 0
920 0

0
0
0
0

CBCP ¢ Centerbeam candlepower
FC ¢ Footcandles at beam center (aim point)

In vertical aiming applications, aim point
(X) is determined by dividing distance
from the wall (D) by the tangent of the
desired aim angle (A) (0.5774 for 30,
1.0 for 457).

FOR HORIZONTAL AIMING ANGLES

FOR VERTICAL AIMING

‘ H

A

L

Aiming Angle (A = 0)

Horizontal Aiming Angles

oo

Aiming Angle (A = 30)

ANGLES

/ D

N
¢
S

Vertical Aiming Angles

0° 20° 20°
CBCP | MH FC L w FC L ) D FC X L W
25922 6 720 18 18 597 2.0 1.9 2 259 55 59 1.7
8 405 2.3 2.3 336 2.7 25 3 115 8.2 8.9 2.6
10 259 2.9 29 215 3.3 3.1 4 65 1o 19 34
12 180 35 3.5 149 40 3.7 5 4 137 149 43
14 132 4. 4. 110 4.6 43 b 29 165 178 5.1
11985 4 749 20 2.0 622 2.3 2.1 1 480 27 78 1.4
6 333 3.0 3.0 276 3.4 3.1 2 120 55 15.6 2.9
8 187 3.9 3.9 155 45 42 3 53 82 234 43
10 120 49 49 99 5.6 5.2 4 30 110 312 58
12 83 59 59 69 6.8 6.3 5 19 137 389 712
6333 4 396 29 2.9 328 3.3 3.0 1 253 27 1898 21
6 176 43 43 146 49 4.6 2 63 55 3796 42
8 99 57 5.7 82 6.6 6.1 3 28 82 5693 63
10 63 7.2 7.2 53 8.2 1.6 4 16 11.0 7591 84
12 44 8.6 8.6 36 9.9 9.1 5 10 13.7 9489 10.5
3337 4 209 3.5 3.5 173 41 3.8
6 93 53 53 77 6.2 5.6
8 52 7. 7.1 43 8.2 15
10 33 8.8 8.8 28 10.3 9.4
12 23 106 106 19 123 113
LUMEN OUTPUT MULTIPII-IIE.RS Itioli | — CCT/CRI: B0CRI 27K, 30K, 35K, 40K [90CRI 27K, 30K
Multiplier Lumens Multiplier % Optic: 120, 240, 350, 500
CCT/CRI [ 8OCRI 9OCRI 95CRI 3001 100% ER vt Fimiahe 85,65, G W W
2700K 100% 86% 65% 25LM 87%
3000K 100% 88% 69% 20LM 70% Construction: ||(AT
3500K 105% 15LM 50% CCT/CRI: 90CRI 27K, 30K
4000K 107% 12LM 40% Optic: 12D, 24D, 35D, 50D
08LM 27% Trim Finish: _[BS, (S, (D, WID, W
K(IACuityBrandS 1300 S. Wolf Road ® Des Plaines, IL 60018 ® Phone (847) 827-9880 o Fax (847) 8272925 e Visit us at www.acuitybrands.com,/aculux

Printed in U.S.A.

©2017-2019 Acuity Brands Lighting, Inc.

Rev. 07/8/19

6of 16


http://www.acuitybrands.com/aculux

ACULUX

3” LED UNIVERSAL RECESSED
NEW CONSTRUCTION
ADJUSTABLE/DOWNLIGHT
AX3 A / AX3 LPA

800 - 3000 LUMEN

3ABAF - Angle-Cut Baffle

Trim Ring

PHOTOMETRICS

AX3 A G4 30LM 30K 80CRI 12D EZ1 MVOLT
3ABAF W

3000K LEDs, input watts: 32.6,

delivered lumens: 2275, LM/W = 85,

fest no. PT02182803,

tested in accordance to [ESNA LM-79

Beam Spread: 12D

AX3 A G4 30LM 30K 80CRI 24D EZ1 MVOLT

3ABAF W

3000K LEDs, input watts: 32.6,
delivered lumens: 2278, LM/W = 85,
test no. PT02182814,

tested in accordance to IESNA LM-79

Beam Spread: 24D

AX3 A G4 30LM 30K 80CRI 35D EZ1 MVOLT

3ABAF W

3000K LEDs, input watts: 32.6,
delivered lumens: 2807, LM/W = 86,
test no. PT03180125,

tested in accordance to IESNA LM-79

Beam Spread: 35D

3ABAF W

3000K LEDs, input watts: 32.6,
delivered lumens: 2261, LM/W = 69,
test no. PT03180136,

tested in accordance to [ESNA LM-79

Beam Spread: 50D

AX3 A G4 30LM 30K 30CRI 50D EZ1 MVOLT

180° 180°
XN X~
V///‘ 90° opg V//é’= 90°
\\ — ummary CP Summary T CP Summary CP Summary
\\\\§ 80° ___0° 90 0° 90 NS 80° 0° 90 o 0° 90
|\ \~ 0° 179 179 0° 422 422 0° 586 586 0° 605 605
'l\\\\\ 5° 352 165 5 795 376 1200 \ \ 5° 1547 495 5° 897 571
\ g0 15° 3368 133 15° 5216 222 oo 15° 4358 281 15° 1996 476
10000 \ 25° 19319 97 25° 11016 96 2400 25° 6045 120 25° 3062 327
l‘\ ‘ 35° 19572 38 35° 10954 25 l‘ 35° 6079 41 35° 3013 174
45° 2809 12 45° 4934 17 45° 4476 18 45° 2612 67
15000 ‘$ 55° 101 11 55° 150 16 360 55° 1593 16 55° 1950 44
BRSO S n ws &
2000 X 8s° 1 2 8s° 1 3 480 8s° 1 4 85° 3 9
0° 20° 9 0 0 % 0 o0 0° 0° % 0 o % 0 o
—— 0% e 90° _—— 0% e 90
CBCP ¢ Centerbeam candlepower ~ FORHORZONTAL AIING ANGLES FOR VERTICAL AIMING ANGLES
FC ¢ Footcandles at beam center (aim point) o= =
In vertical aiming applications, aim point ‘ i /\ ‘
(X) is determined by dividing distance EES)
from the wall (D) by the tangent of the .
desired aim angle (A) (0.5774 for 30, Argangolnt)  Amighnge -0
101 45), N i
Horizontal Aiming Angles Vertical Aiming Angles
Beam 0° 30° 30° 45°
Spread CBCP | MH FC L w FC L w D FC X L w FC X L w
25308 | 6 703 18 18 | 457 24 20 3 3v2 52 37 18 | 994 30 1.8 1.2
8 395 23 23 | 257 31 27 4 198 69 5.0 23 | 559 40 24 17
10 258 29 2.9 164 39 34 5 127 87 6.2 29 | 38 50 3.0 21
12 176 35 35 14 47 40 6 88 104 75 35 1 249 60 3.6 25
14 129 41 4.1 84 55 47 I 65 121 87 4.1 183 70 42 29
11883 | 4 743 20 20 | 482 27 23 2 37 35 48 20 | 1050 20 21 14
6 330 30 30 | 214 40 34 3 165 52 7.2 30 | 467 30 3.2 21
8 186 39 3.9 121 54 46 4 93 6.9 9.6 39 | 263 40 42 28
10 19 49 49 77 6.7 57 5 59 87 121 49 168 5.0 53 35
12 83 59 59 54 8.1 6.8 b 4 104 145 59 117 60 6.3 42
6280 4 393 28 28 | 255 38 3.2 2 196 35 8.6 28 | 555 20 3.1 20
6 174 41 41 113 58 48 3 87 52 129 Al 4730 47 29
8 98 55 55 64 17 6.4 4 49 69 172 55 139 40 6.3 3.9
10 63 6.9 6.9 4 9.6 8.0 5 31 87 215 69 89 5.0 1.8 49
12 44 8.3 8.3 28 115 96 6 22 104 258 83 62 6.0 9.4 59
3143 4 196 34 34 | 128 48 3.9 2 98 35 142 34 | 278 20 41 24
6 87 50 5.0 57 7.1 58 3 44 52 713 50 [ 123 30 6.1 3.6
8 49 6.7 6.7 32 9.5 11 4 25 69 284 67 69 40 8.1 47
10 3 8.4 8.4 20 119 97 5 16 87 35 84 44 50 102 59
12 22 101 101 14 143 116 6 11 104 426 101 31 60 122 71
LUMEN OUTPUT MULTIPLIERS
Multiplier Tornene Multiplier L — COC'I;{‘C.RI: ?[Z)EHZ%K 3350DK 35K, 40K [90CRI 27K, 30K
CCT/CRI | 8OCRI 90CRI 95CRI 30Uk 100% e [T
2700K 100% 86% 65% 25M 87% -
3000K 100% 88% 69% 20LM 70% Construction: ||(AT
3500K 105% 15LM 50% CCT/CRI: 90CRI 27K, 30K
4000K 107% 12LM 40% OPIic:‘ _ 12D, 24D, 35D, 50D
08LM 27% Trim Finish:  [B W
K('qcuityBrandS 1300 S. Wolf Road ® Des Plaines, IL 60018 ® Phone (847) 827-9880 o Fax (847) 8272925 e Visit us at www.acuitybrands.com,/aculux
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ACULUX

3” LED UNIVERSAL RECESSED

3ABV - Adjustable Bevel

o
Trim Ring Flangeless (wo:‘lju/n;il::;ﬁle)
PHOTOMETRICS

NEW CONSTRUCTION
ADJUSTABLE/DOWNLIGHT

AX3 A / AX3 LPA
800 - 3000 LUMEN

AX3 A G4 30LM 30K 80CRI 12D EZ1 MVOLT
3ABV BS

3000K LEDs, input watts: 32.6,

delivered lumens: 2460, LM/W =75,

fest no. PT02182807,

tested in accordance to [ESNA LM-79

Beam Spread: 12D

180°
S

V//é= 90° CP Summary

\ 80° 0° 90

) 0° 67 67

4400 5° 171 55

oo 15° 2914 27

25° 16473 9

8800 ‘ 35° 18533 5

45° 2866 1

13200) 55° 139 0

65° 3 0

40° 75 o 0

17600 p° 8° 0 0

0 20° 9 0 0
—— 0° e 9

AX3 A G4 30LM 30K 80CRI 24D EZ1 MVOLT

3ABV BS

3000K LEDs, input watts: 32.6,
delivered lumens: 2644, LM/W = 81,
test no. PT02182818,

tested in accordance to IESNA LM-79

Beam Spread: 24D

CP Summary

0°
127
242

° 4363 1252
° 10879 1092
° 10885
° 4728
° 200

4

0
0
0

90
127
179

738
303
3

(SIS

AX3 A G4 30LM 30K 80CRI 35D EZ1 MVOLT

3ABV BS

3000K LEDs, input watts: 32.6,
delivered lumens: 2581, LM/W =79,
test no. PT03180129,

tested in accordance to IESNA LM-79

Beam Spread: 35D

CP Summary

° 1097
° 3809
° 5906
° 6028
° 4464 3
° 1673

° 227

° 0° 90

350 350
284
135

42

AX3 A G4 30LM 30K 80CRI 50D EZ1 MVOLT
3ABV BS

3000K LEDs, input watts: 32.6,

delivered lumens: 1933, LM/W = 59,

test no. PT03180140,

tested in accordance to [ESNA LM-79

Beam Spread: 50D

CP Summary
° 0° 90

0° 413 413

5° 620 382
° 1617 303
° 2895 165
° 2920 49
° 2772 13
° 1997 13
° 252 6

3
85° 0 1
0

CBCP ¢ Centerbeam candlepower
FC ¢ Footcandles at beam center (aim point)

In vertical aiming applications, aim point
(X) is determined by dividing distance
from the wall (D) by the tangent of the
desired aim angle (A) (0.5774 for 30,
1.0 for 457).

FOR HORIZONTAL AIMING ANGLES

=

L

Aiming Angle (A = 0)

Aiming Angle (A = 30)

Horizontal Aiming Angles

Beam 0° 30° 30° 45°
Spread CBCP | MH FC L w FC L w D FC X L w FC X L )
22291 6 619 18 1.8 402 24 2.1 3 310 5.2 3.8 18 876 3.0 18 1.3
8 348 24 24 226 3.2 2.8 4 174 6.9 5.1 24 493 4.0 24 1.7
10 223 3.0 3.0 145 4.0 3.5 5 111 8.7 6.4 3.0 315 50 3.1 2.1
12 155 3.6 3.6 101 48 4.1 6 77 10.4 1.7 3.6 219 6.0 3.7 25
14 114 4.2 4.2 74 5.6 4.8 7 57 121 9.0 4.2 161 7.0 43 3.0
11818 4 739 1.9 1.9 480 2.6 2.2 2 369 3.5 4.6 1.9 | 1045 20 2.0 1.3
6 328 2.8 2.8 213 3.9 3.3 3 164 5.2 6.9 2.8 464 3.0 3.0 2.0
8 185 3.8 3.8 120 5.2 4.4 4 92 6.9 9.1 3.8 261 40 40 27
10 118 47 47 77 6.4 55 5 59 8.7 114 47 167 50 50 3.4
12 82 57 57 53 1.7 6.6 b 41 104 137 5.7 116 6.0 6.0 4.0
6216 4 389 2.6 2.6 252 3.6 3.0 2 194 3.5 7.8 2.6 549 2.0 3.0 1.9
6 173 40 4.0 112 55 4.6 3 86 5.2 1.7 40 244 3.0 4.4 2.8
8 97 53 53 63 7.3 6.1 4 49 6.9 15.7 53 137 4.0 59 3.7
10 62 6.6 6.6 40 9.1 1.6 5 31 8.7 19.6 6.6 88 50 7.4 47
12 43 7.9 7.9 28 10.9 9.1 b 22 104 235 7.9 61 6.0 8.9 5.6
3028 4 189 3.2 3.2 123 4.6 3.7 2 95 3.5 12.7 3.2 268 2.0 3.9 2.3
6 84 48 48 55 6.8 5.6 3 42 5.2 190 48 119 3.0 58 3.4
8 47 6.5 6.5 31 9.1 75 4 24 6.9 25.3 6.5 67 4.0 1.7 4.6
10 30 8.1 8.1 20 114 9.3 5 15 8.7 317 8.1 43 50 9.7 5.7
12 21 9.7 9.7 14 137 112 b 11 104 380 97 30 6.0 116 69
LUMEN OUTPUT MULT":!-'ERS e P |CCT/CRI: [60RI 27K, 30K, 35, 40K
Multiplier Lumens Multiplier M Optic: 120, 24D, 350, 300
CCT/CRI 8OCRI 90CRI 95CRI 30LM 100% ENERGY ST,
2700k 100% 86% 65% 25LM 87%
3000K 100% 88% 69% 20LM 70% Construction: |I(AT
3500K 105% 15LM 50% CCT/CRI: 90CRI 27K, 30K
4000K 107% 12LM 40% Optic: 12D, 24D, 35D, 50D
08LM 27%
K(IACuityBrandS 1300 S. Wolf Road ® Des Plaines, IL 60018 ® Phone (847) 827-9880 o Fax (847) 8272925 e Visit us at www.acuitybrands.com,/aculux
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ACULUX

3” LED UNIVERSAL RECESSED

3APIN - Adjustable Pinhole, 1-1/4"

T

Trim Ring Flangeless

PHOTOMETRICS

Flangeless

(Wood/Stone/Tile)

NEW CONSTRUCTION
ADJUSTABLE/DOWNLIGHT

AX3 A / AX3 LPA
800 - 3000 LUMEN

AX3 A G4 30LM 30K 80CRI 12D EZ1 MVOLT
3APIN BS

3000K LEDs, input watts: 32.6,

delivered lumens: 1589, LM/W = 49,

fest no. PT02182805,

tested in accordance to [ESNA LM-79

Beam Spread: 12D

AX3 A G4 30LM 30K 80CRI 24D EZ1 MVOLT

3APIN BS
3000K LEDs, input watts: 32.6,

delivered lumens: 1772, LM/W =

test no. PT02182816,

54,

tested in accordance to IESNA LM-79

Beam Spread: 24D

AX3 A G4 30LM 30K 80CRI 35D EZ1 MVOLT
3APIN BS

3000K LEDs, input watts: 32.6,

delivered lumens: 1798, LM/W = 55,

test no. PT03180127,

tested in accordance to IESNA LM-79

Beam Spread: 35D

AX3 A G4 30LM 30K 80CRI 50D EZ1 MVOLT
3APIN BS

3000K LEDs, input watts: 32.6,

delivered lumens: 999, LM/W = 31,

test no. PT03180138,

tested in accordance to [ESNA LM-79

Beam Spread: 50D

180° 180° 180°
XX X Y
CP Summary V//ééi 90° CP Summary W/éég 90° CP Summary V//égi 90° CP Summary
o \ . . | o o N o o
58| T TE B | W T | o T T
50 117 19 'l\\\\\‘ 5° 123 50 ‘20 ~ 5° 1002 251 60 l\\# 5° 200 9
. 150 2700 9 ‘\ g0 15° 2477 22 $ g 15° 8221 97 \ 6o 15° 1167 3
25° 13518 2 4400 25° 10025 3 2400 25° 5968 3 1200 25° 2802 1
35° 11449 0 l‘\ ‘ 35° 9380 0 l‘\ ‘ 35° 5514 1 l‘ 35° 2955 1
45° 720 0 45° 3410 0 45° 2318 0 45° 1868 0
55° 6 0 6604 \ 55° 83 0 360 55° 332 0 180 55° 322 0
% 0 o l © 7 o o © 7 o o © 7 0 o
8° 0 0 880 8° 0 0 480 8° 0 0 2400 | 8° 0 0
9 0 0 0° 20° 9 0 0 0 20° 9 0 0 0 20° 9 0 0
_—— 0% e 90 —— 0° e 90 —— 0° e 90
CBCP ¢ Centerbeam candlepower FOR HORIZONTAL AIMING ANGLES FOR VERTICAL AIMING ANGLES
FC ¢ Footcandles at beam center (aim point) T == =
In vertical aiming applications, aim point ‘ /\ ‘
(X) is determined by dividing distance 1 WA
from the wall (D) by the tangent of the .
desired aim angle (A) (0.5774 for 30, Anignge(A=0)  Aming Aol (-0)
1.0 for 45°). . . o
Horizontal Aiming Angles Vertical Aiming Angles
Beam 0° 30° 30° 45°
Spread CBCP | MH FC L w FC L w D FC X L w FC X L w
14185 6 394 20 20 | 256 2.7 2.3 3 197 52 44 20 | 557 30 2.1 14
8 222 21 27 144 36 31 4 m 6.9 58 27 | 313 40 27 1.9
10 142 33 3.3 92 45 3.8 5 71 8.7 7.3 33 | 201 50 3.4 24
12 99 4.0 4.0 64 54 46 6 49 104 87 4.0 139 6.0 41 28
14 72 47 47 47 6.3 54 7 36 121 102 47 102 7.0 4.8 3.3
11300 | 4 706 1.6 16 | 459 21 1.8 2 353 35 35 16 | 999 20 1.6 1.1
6 34 24 24 | 204 32 2.7 3 157 52 53 24 | 44 30 24 1.7
8 177 31 3.1 15 42 3.6 4 88 6.9 7.1 3.1 25 40 3.3 22
10 13 39 3.9 73 53 45 5 57 8.7 8.9 3.9 160 5.0 41 2.8
12 78 47 4.7 51 6.4 54 b 39 104 106 47 111 6.0 49 3.3
6235 4 390 1.9 19 | 258 2.6 2.2 2 195 35 4.6 1.9 | 551 2.0 2.0 14
6 173 29 29 12 39 3.3 3 87 52 7.0 29 | 245 30 31 2.0
8 97 3.8 3.8 63 5.2 44 4 49 6.9 9.3 3.8 138 4.0 41 2.7
10 62 48 48 40 6.5 55 5 31 87 116 48 88 5.0 51 34
12 43 5.8 5.8 28 7.8 6.7 6 22 104 139 58 61 6.0 6.1 41
3066 4 192 21 21 12429 25 2 96 35 54 2.1 m 20 23 15
6 85 3.2 3.2 55 44 3.7 3 43 5.2 8.2 3.2 120 3.0 3.5 2.3
8 48 43 43 31 58 49 4 24 69 109 43 68 40 46 3.0
10 31 53 53 20 7.3 6.2 5 15 87 136 53 43 50 58 3.8
12 21 6.4 64 14 8.8 74 b 11 104 163 64 30 6.0 6.9 45
LUMEN OUTPUT MULTIPLIERS _
Multiplier Lumens Multiplier 2::;2;:"“: Lcégk, 30K
CCT/CRI | 8OCRI 90CRI 95CRI 3001 100% optic 40, 30
2700k 100% 86% 65% 25LM 87%
3000K 100% 88% 69% 20LM 70%
3500K 105% 15LM 50%
4000K 107% 120 40%
08LM 27%
K(IACuityBrandS 1300 S. Wolf Road ® Des Plaines, IL 60018 ® Phone (847) 827-9880 o Fax (847) 8272925 e Visit us at www.acuitybrands.com,/aculux
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ACULUX

3” LED UNIVERSAL RECESSED

3APINLG — Adjustable Pinhole, 1 3/4”

Trim Ring Flangeless

PHOTOMETRICS

Flangeless

(Wood/Stone/Tile)

NEW CONSTRUCTION
ADJUSTABLE/DOWNLIGHT

AX3 A / AX3 LPA
800 - 3000 LUMEN

AX3 A G4 30LM 30K 80CRI 24D EZ1 MVOLT
3APINLG BS

3000K LEDs, input watts: 32.6,

delivered lumens: 2151, LM/W = 66,

fest no. PT02182806,

tested in accordance to [ESNA LM-79

Beam Spread: 12D

I

=1

CP Summary
80° 0° 90

0° 64 64

5° 213 46
° 3229
° 19243 6
° 14478
° 1008
12
65° 0

0
85° 0
0

AX3 A G4 30LM 30K 80CRI 24D EZ1 MVOLT
3APINLG BS

3000K LEDs, input watts: 32.6,

delivered lumens: 2079, LM/W = 64,

test no. PT02182817,

tested in accordance to IESNA LM-79

Beam Spread: 24D
1

80° 80°
7 x> —

=, B,

s CP Summary CP Summary

N 80° 0° 90 80° 0° 90

0° 137 137 0° 355 355

2300 5° 380 109 1200 \ 5° 1151 279

¢ oo 15° 5187 57 coe 15° 4204 127

4600 25° 10988 14 2400 25° 6021 19

35° 9444 1 35° 6001 1

45° 2402 1 45° 2455 1

690 55° 10 0 360 55° 422 1

65° 0 0 65° 1 1

920 40° 750 o0 0 480 40° 750 0 0

85° 0 0 85° 0 0

0° 20 0 0 0° 20° 0 0 o

—_— ® e 90

AX3 A G4 30LM 30K 80CRI 24D EZ1 MVOLT
3APINLG BS

3000K LEDs, input watts: 32.6,

delivered lumens: 2076, LM/W = 64,

test no. PT03180128,

tested in accordance to IESNA LM-79

Beam Spread: 35D
1

AX3 A G4 30LM 30K 80CRI 24D EZ1 MVOLT
3APINLG BS

3000K LEDs, input watts: 32.6,

delivered lumens: 1312, LM/W = 40,

test no. PT03180139,

tested in accordance to [ESNA LM-79

Beam Spread: 50D

CP Summary
° 0° 90
0° 344 344
5° 577 302
. 15° 1863
25° 3012
35° 2972 4
45° 2039
55° 481
65° 1
© 750 0
85° 0
90 0

CBCP ¢ Centerbeam candlepower
FC ¢ Footcandles at beam center (aim point)

In vertical aiming applications, aim point
(X) is determined by dividing distance
from the wall (D) by the tangent of the
desired aim angle (A) (0.5774 for 30,
1.0 for 457).

FOR HORIZONTAL AIMING ANGLES

s

L

‘Aiming Angle (A = 0) Aiming Angle (A = 30)

Horizontal Aiming Angles

Vertical Aiming Angles

Beam 0° 30° 30° 45°
Spread CBCP | MH FC L w FC L w D FC X L w FC X L w
22248 6 618 1.7 1.7 401 2.2 19 3 309 5.2 3.6 1.7 874 3.0 1.7 1.2
8 348 2.2 2.2 226 3.0 2.6 4 174 6.9 47 2.2 492 40 2.3 1.6
10 272 2.8 2.8 145 3.7 3.2 5 111 8.7 59 2.8 315 50 2.8 2.0
12 155 34 34 100 45 3.9 6 77 104 71 34 218 6.0 3.4 24
14 114 3.9 3.9 74 5.2 45 7 57 121 8.3 3.9 161 7.0 4.0 2.8
11815 4 738 1.7 1.7 480 2.3 2.0 2 369 35 3.9 1.7 | 1044 20 1.8 12
6 328 2.6 2.6 213 3.5 29 3 164 5.2 59 2.6 464 3.0 2.7 18
8 185 34 34 120 4.6 3.9 4 92 6.9 7.9 34 261 40 3.6 24
10 118 43 43 77 5.8 49 5 59 8.7 9.8 43 167 50 45 3.0
12 82 5.1 5.1 53 6.9 5.9 6 41 104 118 51 116 6.0 53 3.6
6247 4 390 2.2 2.2 254 3.1 2.6 2 195 3.5 59 2.2 552 2.0 24 1.6
6 174 34 34 113 4.6 3.9 3 87 5.2 8.8 3.4 245 3.0 3.6 24
8 98 45 45 63 6.1 5.2 4 49 6.9 1.7 45 138 4.0 49 3.2
10 62 5.6 5.6 4 1.7 6.5 5 31 8.7 147 56 88 50 6.1 40
12 43 6.7 6.7 28 9.2 7.8 b 22 104 176 67 61 6.0 7.3 4.8
3098 4 194 25 25 126 35 2.9 2 97 35 7.3 25 274 2.0 2.8 1.8
6 86 3.8 3.8 56 53 44 3 43 5.2 109 38 122 3.0 42 2.7
8 48 51 51 31 7.0 59 4 24 6.9 145 51 68 40 5.6 3.6
10 31 6.3 6.3 20 8.8 7.3 5 15 8.7 182 63 44 50 7. 45
12 22 7.6 7.6 14 105 88 b 11 104 218 7.6 30 6.0 8.5 54
LUMEN OUTPUT MULT":!-'ERS e P [CCT/CRI: [60CR 27K, 30K, 35K, 40K
Multiplier Lumens Multiplier m Optic: 120, 24D, 35D
CCT/CRI 8OCRI 90CRI 95CRI 30LM 100% [enemarson]
2700k 100% 86% 65% 25LM 87%
3000K 100% 88% 69% 20LM 70% Construction: |I(AT
3500K 105% T5U0 50% CCT/CRI: 90CRI 27K, 30K
4000K 107% 12LM 40% Optic: 120, 24D, 350
08LM 27%
K(IACuityBrandS 1300 S. Wolf Road ® Des Plaines, IL 60018 ® Phone (847) 827-9880 o Fax (847) 8272925 e Visit us at www.acuitybrands.com,/aculux
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3” LED UNIVERSAL RECESSED

3AOVAL - Adjustable Slot Pinhole

Trim Ring Flangeless

PHOTOMETRICS

Flangeless

(Wood/Stone/Tile)

NEW CONSTRUCTION
ADJUSTABLE/DOWNLIGHT

AX3 A / AX3 LPA
800 - 3000 LUMEN

AX3 A G4 30LM 30K 80CRI 12D EZ1 MVOLT
3AOVAL BS

3000K LEDs, input watts: 32.6,

delivered lumens: 2563, LM/W =79,

test no. PT02182811,

tested in accordance to [ESNA LM-79

Beam Spread: 12D

180°
m—

%== 90° CP Summary
NF—7 80° 0° 90
0° 69 69

5° 213 52

. 15° 3118 38

60 25° 18946 5

° 20410 1
° 3084 O
° 107 0
65° 1 0
0
0
0

0
85° 0
0

AX3 A G4 30LM 30K 80CRI 24D EZ1 MVOLT
3AOVAL BS

3000K LEDs, input watts: 32.6,

delivered lumens: 2345, LM/W =72,

test no. PT02182822,

tested in accordance to IESNA LM-79

Beam Spread: 24D
1

80°
il
=
N— CP Summary
S 80° 0° 90
0° 113 113
230 50 238 101
, 15° 5061 75
4600 €0° 25¢ 11013 9
l 35° 10944 0
45° 4894 0
6900 55° 139 0
o 810
75° 0 0
9200
- 85° 0 0
0° 0 0 0

3AOVAL BS

3000K LEDs, input watts: 32.6,
delivered lumens: 2427, LM/W =74,
test no. PT03180133,

tested in accordance to IESNA LM-79

Beam Spread: 35D

AX3 A G4 30LM 30K 80CRI 35D EZ1 MVOLT

CP Summary

° 1144
° 4276
° 5982
° 5999 1
° 4375 0
° 1557 0
° 29 0

0

0

0

° 0° 90

357 357
286
140

20

AX3 A G4 30LM 30K 80CRI 50D EZ1 MVOLT
3AOVAL BS

3000K LEDs, input watts: 32.6,

delivered lumens: 1572, LM/W = 48,

test no. PT03180144,

tested in accordance to [ESNA LM-79

Beam Spread: 50D

CP Summary

° 0° 90
0° 323 323
5° 565 277

° 1819 125
° 3017
° 2983 6
° 2593 0
° 1905 0
° 44 0
0

0

0

CBCP ¢ Centerbeam candlepower
FC ¢ Footcandles at beam center (aim point)

In vertical aiming applications, aim point
(X) is determined by dividing distance
from the wall (D) by the tangent of the
desired aim angle (A) (0.5774 for 30,
1.0 for 457).

FOR HORIZONTAL AIMING ANGLES

s

L

‘Aiming Angle (A = 0) Aiming Angle (A = 30)

Horizontal Aiming Angles

Beam 0° 30° 30° 45°
Spread CBCP | MH FC L w FC L w D FC X L w FC X L W
25641 6 712 18 1.8 463 24 2.0 3 356 5.2 3.7 1.8 ] 1007 3.0 18 1.2
8 401 2.3 2.3 260 3.1 27 4 200 6.9 5.0 2.3 567 40 24 1.7
10 256 2.9 29 167 3.9 3.4 5 128 8.7 6.2 2.9 363 50 3.0 2.1
12 178 35 3.5 116 47 40 6 89 10.4 7.5 3.5 252 6.0 3.6 25
14 131 41 41 85 55 4.7 7 65 121 8.7 41 185 7.0 42 29
11872 4 742 2.0 2.0 482 27 2.3 2 37 3.5 48 20 | 1049 20 2.1 14
6 330 29 2.9 214 4.0 3.4 3 165 5.2 7.2 2.9 466 3.0 3.1 21
8 186 3.9 3.9 120 53 45 4 93 6.9 9.6 3.9 262 40 42 28
10 119 49 49 77 6.7 57 5 59 8.7 120 49 168 50 5.2 3.5
12 82 59 59 54 8.0 6.8 b 41 104 144 59 117 6.0 6.3 4.7
6221 4 389 2.7 2.7 253 3.8 3.1 2 194 3.5 8.3 2.7 550 2.0 31 1.9
6 173 41 4.1 112 5.6 47 3 86 5.2 124 41 244 3.0 46 29
8 97 54 54 63 75 6.3 4 49 6.9 16.5 54 137 4.0 6.1 3.8
10 62 6.8 6.8 40 9.4 7.8 5 31 8.7 20.6 6.8 88 50 1.6 4.8
12 43 8.1 8.1 28 11.3 9.4 b 22 104 248 8.1 61 6.0 9.2 5.7
3113 4 195 3.2 3.2 126 45 3.7 2 97 35 12.2 3.2 275 20 3.8 2.3
6 86 48 48 56 6.7 55 3 43 5.2 183 48 122 3.0 5.7 3.4
8 49 6.4 6.4 32 9.0 74 4 24 6.9 244 6.4 69 40 1.6 45
10 31 8.0 8.0 20 11.2 9.2 5 16 8.7 30.5 8.0 44 50 9.5 5.6
12 22 9.6 9.6 14 135 111 b 11 104 36.7 9.6 31 6.0 114 6.8
LUMEN OUTPUT MUL;:IP"!-IIE.RS L Multioli L — CCT/CRI: 80CRI 27K, 30K, 35K, 40K [90CRI 27K, 30K
ultiplier umens ultiplier m Optic: 120, 24D, 35D
CCT/CRI 8OCRI 90CRI 95CRI 30LM 100%
2700K 100% 86% 65% 25LM 87%
3000K 100% 88% 69% 20LM 70% Construction: ||(AT
3500K 105% 15LM 50% CCT/CRI: 90CRI 27K, 30K
4000K 107% 120 40% Optic: 120, 24D, 350
08LM 27%
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AX3 A-LPA G4

3DP - Parabolic Downlight Trim

Flangeless

Sel-Flanged (Wood/Stone/Tile)

Trim Ring Flangeless

PHOTOMETRICS

3" LED UNIVERSAL RECESSED
NEW CONSTRUCTION
ADJUSTABLE/DOWNLIGHT

AX3 A / AX3 LPA

800 - 3000 LUMEN

AX3 G4 30LM 30K 80CRI 12D EZ1 MVOLT + 3DP CS, 3000K LEDs, input watts: 32.6, delivered lumens: 2742, LM/W = 84, test no. PT03181641, tested in accordance to [ESNA LM-79

180°

Cone of Light - Beam: 14.2° Luminance (cd/sq.m)

AX3 G4 30LM 30K 80CRI 24D EZ1 MVOLT + 3DP CS, 3000K LEDs, input watts: 32.6,

CP Summary Coefficients of Utilization Zonal Lumen Summary

pf 20% Distance to

pc 80% 70% 50% llluminated  Footcandles  Beam Average

0° pw_70%50%30% 50%30%10% 50%30%10% Zone ___ Lumens % Lamp % Fixture Plane (ft) Beam Center Diameter ~ Degrees Luminance

0° 30311 0 119119119 116116 116 111111 111  0°-30° 2709 _ 98.8 9838 4 1894.4 10 I3 665
5° 19798 1 116114112 112110109 108107 106 0°-40° 2738 999  99.9 6 420 15 5 o
15° 3218 2 113110107 108106 104 105103102 0°-60° 2741  100.0  100.0 . ;
25° 304 3 110106103 105102100 102100 98  0°-90° 2741 1000  100.0 8 4736 20 65 44
35° 44 4 107103100 10299 97 100 98 96  90°-180° O 0.0 0.0 10 303.1 25 75 7
450 3 G5 105100 97 10097 94 98 95 93  0°-180° 2741 1000  100.0 1 2105 30 8 0
55° 0 6 10398 95 97 94 92 96 93 9
65° 0 7 10196 93 95 92 90 94 92 90
75 0 8 99 94 91 94 91 88 93 90 88
85° 0 9 98 92 89 92 89 87 91 88 87
0 0 10 96 91 88 90 87 8 90 87 85

delivered lumens: 2755, LM/W = 85, test no. PT03181643, tested in accordance to IESNA LM-79

AX3 G4 30LM 30K 80CRI 35D EZ1 MVOLT + 3DP CS, 3000K LEDs, input watts: 32.6,

Coefficients of Utilization Zonal Lumen Summary Cone of Light - Beam : 24.8° Luminance (cd/sq.m)

pf 20% Distance to

pc 80% 70% 50% llluminated  Footcandles Beam Average
pw_70%50%30% 50%30%10% 50%30%10%  Zone Lumens % Lamp % Fixture Plane (ff)  Beam Center Diameter Degrees Luminance
0 119119119 116116116 111111111  0°-30° 2696 97.9 97.9 4 8672 18 45 718

1 115113111 111109108 107106 105 0°-40° 2750 999  99.9

2 112108 105 106104 102 103101 99  0°-60° 2754  100.0  100.0 6 3854 28 55 66

3 108104100 102 99 97 100 97 95 0°-90° 2754 1000  100.0 8 216.8 35 65 4
o4 105100 96 99 95 93 97 94 92  90°-180° O 0.0 0.0 10 138.8 44 75 73
O5 10296 93 96 92 89 94 91 89 0°-180° 2754  100.0  100.0
“6 99 93 89 93 89 86 91 88 86 i %4 53 8 0

7 97 91 87 90 86 84 89 86 83

8 94 83 84 87 84 81 87 83 81

9 92 8 8 85 81 79 84 81 79

10 90 83 79 83 79 77 82 79 77

delivered lumens: 2801, LM/W = 86, test no. PT03181645, tested in accordance to [ESNA LM-79

Cone of Light - Beam : 32.2° Luminance (cd/sq.m)

AX3 G4 30LM 30K 80CRI 50D EZ1 MVOLT + 3DP CD, 3000K LEDs, input watts: 32.7,

CP Summary Coefficients of Utilization Zonal Lumen Summary
pf 20% Distance to
pc 80% 70% 50% llluminated  Footcandles Beam Average
0° _pw_70%50%30% 50%30%10% 50%30%10%  Zone Lumens % Lamp % Fixture Plane (f) Beam Center Diameter ~ Degrees Luminance
0° 8229 0 119119119 116116116 111111 111  0°-30° 2620 935 935 4 5143 23 25 691
5° 6548 1 115112110 110108107 106105103 0°-40° 2791 997  99.7 6 2286 35 5 6
15° 4429 2 110106103 105102 99 101 99 97  0°-60° 2801 1000  100.0 ' )
25° 1782 3 106101 97 100 96 93 97 94 92 0°-90° 2801 1000  100.0 8 1286 46 65 4“4
35° 215 o4 10296 92 95 91 88 93 90 87  90°-180° O 0.0 0.0 10 823 58 75 0
45° 3 OG5 99 92 87 91 87 83 89 86 83 0°-180° 2801 1000  100.0 12 572 69 8 0
55° 0 6 95 88 83 87 83 80 86 82 79
65° 0 7 92 84 80 8479 76 83 79 76
75° 0 8 8 81 76 80 76 73 79 75 72
85° 0 9 8578 73 77 73 70 76 72 70
0 0 10 83 75 70 74 70 67 74 70 67

delivered lumens: 2502, LM/W = 77, test no. PT02182725, tested in accordance fo IESNA LM-79

Cone of Light - Beam : 49.0° Luminance (cd/sq.m)

CP Summary Coefficients of Utilization Zonal Lumen Summary
pf 20% Distance to
pc 80% 70% 50% llluminated  Footcandles Beam Average
0° _pw_70%50%30% 50%30%10% 50%30%10%  Zone Lumens % Lamp % Fixture Plane (ft) Beam Center Diameter ~ Degrees Luminance
0° 3541 0 119119119 116116116 111111 111 0°-30° 1899 759 759 4 213 36 5 34339
5° 3458 1 114111109 109107 105 105103102 0°-40° 2358 942 942 6 984 55 5 2188
15° 2909 2 109104100 102 99 96 99 96 94 0°-60° 2497  99.8  99.8 ;
25° 1704 310397 93 96 92 88 93 90 87 0°-90° 2502 1000  100.0 8 %3 73 65 1234
35° 732 o4 99 91 86 90 85 82 88 84 81 90°-180° O 0.0 0.0 10 354 9.1 75 756
45° 149 O5 94 8 80 8 8 76 83 79 75 0°-180° 2502 100.0  100.0 12 26 109 85 561
55° 8 6 89 81 75 80 75 71 79 74 71
65° 3 7 8 77 71 76 71 67 75 70 66
75° 1 8 8 72 67 72 66 63 71 66 62
85° 0 9 78 69 63 68 63 59 67 62 59
90 0 10 74 65 60 65 60 56 64 59 56
LUMEN OUTPUT MULTIPLIERS
Multiplier Lumens | Multiplier @ CCT/CRI:___[80CRI 27K, 30K, 35K, 40K [ 0CRI 27K, 30K
Optic: 120, 24D, 35D, 50D
CCT/CRI 8OCRI 9OCRI 95CRI 30LM 100% EEEEE Tr?m Finish: |85, (S, CD, WD, W
2700k 100% 86% 65% 25LM 87%
3000K 100% 88% 69% 20LM 70% Construction: | ICAT
3500K 105% 15M 50% CCT/CRI: 90CRI 27K, 30K
4000K 107% 12LM 40% Optic: 120, 24D, 35D, 50D
08LM 27% Trim Finish: _[BS, CS, (D, WTD, W
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AX3 A-LPA G4

3DH - Hyperbolic Downlight Trim

3" LED UNIVERSAL RECESSED
NEW CONSTRUCTION
ADJUSTABLE/DOWNLIGHT

- Flangeless /
Trim Ring Self-Flanged Flangeless (Wood/Stane,/Tile) 8 voxssAo o OAfSMI-EG
PHOTOMETRICS -
AX3 G4 30LM 30K 80CRI 12D EZ1 MVOLT + 3DH CS, 3000K LEDs, input watts: 32.6, delivered lumens: 2762, LM/W = 85, test no. PT03181642, tested in accordance to [ESNA LM-79
18 V‘ CP Summary Coefficients of Utilization Zonal Lumen Summary Cone of Light - Beam : 16.3° Luminance (cd/sq.m)
/ //‘_ pf 20% Distance to
— pc 80% 70% 50% llluminated  Footcandles  Beam Average
0° pw_70%50%30% 50%30%10% 50%30%10% Zone _ Lumens % Lamp % Fixture Plane (ff) Beam Center Diameter ~ Degrees Luminance
0° 25897 0 119119119 116116116 111111111 0°-30° 2680  97.0 _ 97.0 4 16185 11 I3 1724
5° 19555 1 116114112 112110109 108107 105 0°-40° 2741 992  99.2 6 7194 17 55 1534
15° 3198 2 112109107 108105103 105103101 0°-60° 2762  100.0  100.0 : ’
25° 339 3 110106102 104102 99 102100 98 0°-90° 2762 1000  100.0 8 4046 23 65 39
35° 109 o4 107102 99 10198 96 99 97 95 90°-180° O 0.0 0.0 10 259.0 29 16 0
450 21 ©5 105100 96 99 96 93 97 95 92 0°-180° 2762 1000 1000 1 1798 34 8 0
55° 5 6 10297 94 96 93 91 95 92 90
65° 0 7 10095 91 94 91 89 93 90 88
75 0 8 98 93 89 92 89 87 92 89 87
85° 0 9 9 91 88 91 87 85 90 87 85
0 0 10 95 89 86 89 86 84 88 86 84

AX3 G4 30LM 30K 80CRI 24D EZ1 MVOLT + 3DH CS, 3000K LEDs, input watts: 32.6,

180°

delivered lumens: 2761, LM/W = 85, test no. PT03181644, tested in accordance fo IESNA LM-79

AX3 G4 30LM 30K 80CRI 35D EZ1 MVOLT + 3DH CS, 3000K LEDs, input watts: 32.6,

CP Summary Coefficients of Utilization Zonal Lumen Summary Cone of Light - Beam : 27.6° Luminance (cd/sq.m)
%0° pf 20% Distance to
pc 80% 70% 50% llluminated  Footcandles Beam Average
80° 0° pw_70%50%30% 50%30%10% 50%30%10% Zone Lumens % Lamp % Fixture Plane (ft) Beam Center Diameter Degrees Luminance
0° 11605 0 119119119 116116116 111111111 0°-30° 2653 96.1 96.1 4 725.3 20 45 4886
5° 10764 1 115113111 111109108 107106 104 0°-40° 2739 992 992
oo 15° 4882 2 111108105 106103 101 103101 99  0°-60° 2761  100.0  100.0 6 3224 29 5 852
25° 779 3 108103100 102 99 96 100 97 95 0°-90° 2761  100.0  100.0 8 181.3 39 65 39
35° 127 o4 10599 95 98 95 92 96 93 91  90°-180° O 0.0 0.0 10 116.1 49 75 0
45° 21 O5 102 96 92 95 91 88 93 90 8 0°-180° 2761 1000  100.0
55° 3 “6 99 92 88 92 88 85 90 87 85 i 808 59 8 0
65° 0 7 96 90 85 89 85 82 88 84 82
40° 750 ¢ 8 93 87 83 8 82 80 85 82 79
85° 0 9 91 84 80 84 80 77 83 80 77
90 0 10 89 82 78 82 78 75 81 78 75

delivered lumens: 2807, LM/W = 86, test no. PT03181646, tested in accordance to IESNA LM-79

Cone of Light - Beam : 38.9° Luminance (cd/sq.m)

CP Summary Coefficients of Utilization Zonal Lumen Summary
pf 20% Distance to
pc 80% 70% 50% llluminated  Footcandles Beam Average
0° pw_70%50%30% 50%30%10% 50%30%10% Zone _ Lumens % Lamp % Fixture Plane (ff) Beam Center Diameter ~ Degrees Luminance
0° 6369 0 119119119 116116116 111111 111 0°-30° 2582 920  92.0 3 398.0 28 %5 6476
5° 6116 1 114112110 110108 106 106105103 0°-40° 2780  99.0  99.0 6 1769 0 5 653
15° 4423 2 110106103 104101 99 101 99 97 0°-60° 2807 100.0  100.0 : ;
25° 1817 3 106101 96 99 95 92 97 94 91  0°-90° 2807 1000  100.0 8 99.5 57 65 3
35° 264 4 10296 91 95 90 87 93 89 86  90°-180° O 0.0 0.0 10 637 74 75 0
45° 28 ©5 98 91 86 90 8 83 89 85 82 0°-180° 2807 1000 1000 19 442 85 85 0
55° 2 6 94 87 82 8 82 79 85 81 78
65° 0 7 918 78 83 78 75 82 77 74
75° 0 8 88 80 75 79 75 72 78 74 71
85° 0 9 8 77 72 76 72 69 75 71 68
% 0 10 82 74 69 73 69 66 73 68 66

Luminance (cd/sq.m)

CP Summary Coefficients of Utilization Zonal Lumen Summary Cone of Light - Beam: 51.5°
pf 20% Distance to
pc 80% 70% 50% llluminated  Footcandles  Beam Average
0° pw_70%50%30% 50%30%10% 50%30%10%  Zone Lumens % Lamp % Fixture Plane (ft) Beam Center Diameter ~ Degrees Luminance
0° 3301 0 119119119 116116116 111111 111 0°-30° 1886 754 754 4 206.3 39 5 32103
5° 3261 1 114111109 109107 105 105103 102 0°-40° 2350 939  93.9 6 17 58 55 5540
15° 2865 2 108104100 102 99 96 99 96 93 0°-60° 2502  100.0  100.0 :
25° 1742 3 10397 92 96 91 88 93 89 8 0°-90° 2503 1000  100.0 8 516 nr 65 193
35° 726 c4 98 91 86 90 85 81 88 84 80 90°-180° 0 0.0 0.0 10 330 96 75 126
45° 139 O5 94 8 80 8 8 76 83 78 75 0°-180° 2503 1000  100.0 1 29 156 85 187
55° 20 6 8 81 75 80 75 71 78 74 70
65° 1 7 8 76 70 75 70 66 74 69 66
75° 0 8 81 72 66 71 66 62 70 65 62
85° 0 9 77 68 63 68 62 59 67 62 58
0 0 10 74 65 59 64 59 55 64 59 55
LUMEN OUTPUT MULTIPLIERS
Multiplier Lumens | Multipiier @ CCT/CRI:___[80CRI 27K, 30K, 35K, 40K [90CRI 27K, 30K
Optic: 12D, 24D, 35D, 50D
CCT/CRI | 8OCRI 9OCRI 95CRI 30U 100% B [Trim Fimish |35, 65, (0, WD, W
2700K 100% 86% 65% 25LM 87%
3000K 100% 88% 69% 20M 70% Construction: | ICAT
3500K 105% 15LM 50% CCT/CRI: 90CRI 27K, 30K
4000K 107% 12LM 40% Optic: 120, 24D, 35D, 50D
08LM 27% Trim Finish: _[BS, (S, (D, WTD, W
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3DBAF - Baffle Downlight Trim

Trim Ring

PHOTOMETRICS

3" LED UNIVERSAL RECESSED
NEW CONSTRUCTION
ADJUSTABLE/DOWNLIGHT

AX3 A / AX3 LPA
800 - 3000 LUMEN

AX3 G4 30LM 30K 80CRI 12D EZ1 MVOLT + 3DBAF W, 3000K LEDs, input watts: 32.7, delivered lumens: 2773, LM/W = 85, test no. PT02182603, tested in accordance to [ESNA LM-79

0°

CP Summary Coefficients of Utilization Zonal Lumen Summary Cone of Light - Beam: 16.6° Luminance (cd/sq.m)
pf 20% Distance to
pc 80% 70% 50% llluminated ~ Footcandles ~ Beam Average
0° pw_70%50%30% 50%30%10% 50%30%10% Zone __ Lumens %Lamp % Fixture ~_ Fiane(ft) Beam Center Diameter ~ Degrees Luminance
0° 25135 0 119119119 116116116 111111111 0°-30° 2680  96.6  96.6 4 1570.9 12 45 6047
5° 19175 1 115114112 111110108 107106 105 0°-40° 2726 983 983 6 698.2 18 55 5696
15° 3276 2 112109106 107105103 104102101 0°-60° 2755 993  99.3 8 2007 23 6 5396
25° 357 3 109105102 104101 99 101 99 97 0°-90° 2773  100.0  100.0 i :
35° 67 ¢4 107102 98 10198 95 99 96 94  90°-180° O 0.0 0.0 10 2514 29 A 4829
45° 20 ©5 10499 95 98 95 92 97 94 92  0°-180° 2773 1000  100.0 12 1746 35 85 3774
55° 15 6 10297 93 96 93 90 95 92 90
65° 10 7 10094 91 94 90 88 93 90 88
75° 6 8 98 92 89 92 88 86 91 88 86
85° 2 9 96 90 87 90 87 85 89 86 84
0 0 10 94 89 85 88 85 83 88 85 83

AX3 G-4?SOI.M 30K 80CRI 24D EZ1 MVOLT + 3DBAF W, 3000K LEDs, input watts: 32.7, delivered lumens: 2853, LM/W = 87, test no. PT02182611, tested in accordance fo IESNA LM-79

CP Summary Coefficients of Utilization Zonal Lumen Summary Cone of Light - Beam : 28.1° Luminance (cd/sq.m)
pf 20% Distance to
pc 80% 70% 50% llluminated ~ Footcandles ~ Beam Average
0° pw_70%50%30% 50%30%10% 50%30%10%  Zone Lumens % Lamp % Fixture Plane (f) Beam Center Diameter ~ Degrees Luminance
0° 11675 0 119119119 116116116 111111 111 0°-30° 2721 _ 954  95.4 4 7297 20 5 7784
5° 10871 1 115113111 111109107 107105104 0°-40° 2788 977  97.7
15° 5106 2 111107104 106103101 103100 98 0°-60° 2827 991  99.1 b 323 80 % 7570
25° 796 3 107103 99 10198 95 99 96 94 0°-90° 2853 1000  100.0 8 1824 40 65 7575
35° 83 o4 10499 95 98 94 91 96 93 90 90°-180° O 0.0 0.0 10 1168 50 16 7201
45° 25 ©5 10195 91 94 90 87 93 89 87 0°-180° 2853 1000 1000 1 811 60 8 6038
55° 20 6 98 92 88 91 87 84 90 86 84
65° 15 7 9589 85 88 84 81 87 84 81
75 9 8 93 8 8 8 8 79 85 81 79
85° 2 9 90 84 80 83 79 77 82 79 76
0 0 10 88 81 77 81 77 75 80 77 74

Cone of Light - Beam : 39.7°

Luminance (cd/sq.m)

Cone of Light - Beam : 52.8°

CP Summary Coefficients of Utilization Zonal Lumen Summary
pf 20% Distance to
pc 80% 70% 50% llluminated ~ Footcandles  Beam Average
o/ £ 15/ 200, o/ 201571 (1 0/ 2010710, ) Plane (ft) Beam Center Diameter Degrees Luminance
0° _bw_70%50%30% 50%30%10% 50%30%10% Zone Lumens % Lamp % Fixture
0° 6344 0 119119119 116116116 111111111 0°-30° 2642 915 915 4 396.5 29 45 5675
5° 6130 1 114112110 110108 106 106104 103  0°-40° 2836  98.2 98.2 6 176.2 43 55 5314
15° 4499 2 110106 102 104101 98 101 98 96 0°-60° 2869  99.3 99.3 8 99,1 58 65 5500
25° 1905 3 105100 96 99 95 92 96 93 90 0°-90° 2889  100.0  100.0
35° 245 4 10195 91 94 90 8 92 83 8  90°-180° O 00 00 10 634 72 s 5592
45° 18 ©5 98 91 86 90 85 82 88 84 81 0°-180° 2889 1000  100.0 12 44.1 87 85 5032
55° 14 6 94 87 82 86 81 78 84 80 77
65° 11 7 90 83 78 82 77 74 81 77 74
75° 7 8 87 79 74 79 74 71 78 74 T1
85° 2 9 8 76 71 76 71 68 75 71 68
9 0 10 81 73 68 73 68 65 72 68 65

Luminance (cd/sq.m)

CP Summary Coefficients of Utilization Zonal Lumen Summary .
pf 20% Distance to
pc 80% 70% 50% llluminated  Footcandles  Beam Average
0° W 70%50%30% 50%30%10% 50%30%10% Zone Lumens % Lamp % Fixture Plane (ff) Beam Conter Diameter ~ Degrees Luminance
0° 2971 0 119119119 116116116 111111111 0°-30° 1777 74.0 74.0 4 185.7 40 45 18452
5° 2968 1 113110108 108106104 104102101 0°-40° 2198 915 915 6 825 6.0 55 18121
15° 2709 2 108103 98 101 97 94 98 95 92  0°-60° 2332 971  97.1
8 46.4 79 65 19250
25° 1653 3 10296 91 94 90 86 92 88 85 0°-90° 2401 1000  100.0
35° 647 4 97 90 84 88 83 79 8 82 78 90°-180° 0 00 00 10 297 99 75 19985
45° 60 O5 9284 78 8378 74 81 77 73 0°-180° 2401 1000 1000 12 206 119 85 18115
550 47 6 8 79 73 78 73 69 77 72 68
65° 37 7 8475 69 74 68 64 73 68 64
75° 24 8 80 71 65 70 64 61 69 64 60
850 7 9 76 67 61 66 61 57 65 60 57
E 10 73 63 58 63 58 54 62 57 54
LUMEN OUTPUT MULTIPLIERS CCT/CRI B0CRI 27K, 30K, 35K, 40K [90CRI 27K, 30K
Multiplier Lumens Multiplier N :
P P 2 [optic: 120, 240, 350, 500
CCT/CRI | 8OCRI 90CRI 95CRI 3000 100% B rim Finishe 3.0
2700K 100% 86% 65% 25LM 87%
3000K 100% 88% 69% 20LM 70% Construction: ||(AT
3500K 105% 15LM 50% CCT/CRI: 90CRI 27K, 30K
4000K 107% 12LM 40% Optic: 120, 24D, 35D, 50D
08LM 27% Trim Finish: [B W
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AX3 A-LPA G4

3DBV - Downlight Bevel

3” LED UNIVERSAL RECESSED

=S ® | NEW CONSTRUCTION
/DOWNLIGHT
Trim Ring Flangeless (Wo:(liu/n;:I::;Tile) Ax3 A / Ax3 I-PA
PHOTOMETRICS 800 - 3000 LUMEN
AX3 G4 30LM 30K 80CRI 12D EZ1 MVOLT + 3DBV BS, 3000K LEDs, input watts: 32.7, delivered lumens: 2563, LM/W = 78, test no. PT02182604, tested in accordance to [ESNA LM-79
180° ) )
V//", V‘ CP Summary Coefficients of Utilization Zonal Lumen Summary Cone of Light - Beam : 16.2° Luminance (cd/sq.m)
‘ //‘- pf 20% Distance to
— pc 80% 70% 50% llluminated ~ Footcandles ~ Beam Average
0° pw_70%50%30% 50%30%10% 50%30%10%  Zone Lumens % Lamp % Fixture Plane (f) Beam Center Diameter ~ Degrees Luminance
0° 25314 0 119119119 116116116 111111 111 0°-30° 2546  99.4  99.4 ) 1582.2 11 5 1202
5° 18951 1 116114112 112110109 108107 106 0°-40° 2561 999  99.9 6 2032 17 55 o1
15° 3090 2 113110107 108106104 105103102 0°-60° 2563  100.0  100.0 i :
25° 214 3 110106103 105102100 103100 99  0°-90° 2563  100.0  100.0 8 3955 23 65 144
350 18 4 108103100 10299 97 100 98 96  90°-180° 0 0.0 0.0 10 253.1 29 16 25
450 2 ©5 105101 97 10097 95 98 96 94 0°-180° 2563 1000 1000 1 1758 34 8 0
55° 0 6 10398 95 98 95 92 97 94 92
65° 0 7 10196 93 96 93 91 95 92 90
75 0 8 10094 91 94 91 89 93 91 89
85° 0 9 98 93 90 92 89 87 92 89 87
0 0 10 96 91 88 91 88 86 90 88 86

Coefficients of Utilization

input watts: 32.7, delivered lumens: 2491, LM/W = 76, test no. PT02182612, tested in accordance to IESNA LM-79

Cone of Light - Beam : 27.9° Luminance (cd/sq.m)

Zonal Lumen Summary

pf 20% Distance to

pc 80% 70% 50% llluminated  Footcandles  Beam Average
pw_70%50%30% 50%30%10% 50%30%10% Zone _ Lumens % Lamp % Fixture Plane (ff) Beam Center Diameter ~ Degrees Luminance
0 119119119 116116116 111111 111 0°-30° 2457 _ 98.6 986 4 7273 20 I3 1895
1 115113112 111110108 107106 105 0°-40° 2488 999  99.9

2 112109106 107104102 104102100 0°-60° 2491  100.0  100.0 B 5232 30 % 106
3 109104101 103100 98 101 98 96 0°-90° 2491  100.0  100.0 8 1618 40 65 144
o4 106101 97 100 96 94 98 95 93  90°-180° O 0.0 0.0 10 116.4 50 16 0
©5 10398 94 97 93 91 95 92 90  0°-180° 2491 1000 1000 1 808 6.0 8 0

6 10095 91 94 90 88 93 90 87

7 98 92 88 91 88 85 90 87 85

8 9 90 86 89 8 83 88 85 83

9 93 87 84 87 83 81 86 83 81

10 91 85 82 85 81 79 84 81 79

AX3 G4 30LM 30K 80CRI 35D EZ1 MVOLT + 3DBV BS, 3000K LEDs, input watts: 32.7, delivered lumens: 2655, LM/W = 81, fest no. PT02182720, tested in accordance o IESNA LM-79

Cone of Light - Beam : 38.5° Luminance (cd/sq.m)

CP Summary Coefficients of Utilization Zonal Lumen Summary
pf 20% Distance to
pc 80% 70% 50% llluminated  Footcandles Beam Average
0° pw_70%50%30% 50%30%10% 50%30%10% Zone _ Lumens % Lamp % Fixture Plane (ff) Beam Center Diameter ~ Degrees Luminance
0° 6312 0 119119119 116116116 111111 111 0°-30° 2491 938  93.8 3 3945 28 %5 2498
5° 6106 1 115112110 110108 107 106105103 0°-40° 2648  99.7  99.7 6 1753 0 5 212
15° 4445 2 110106103 105102 99 102 99 97 0°-60° 2655 100.0  100.0
25° 1559 3 106101 97 100 96 93 97 94 92 0°-90° 2655 1000  100.0 8 98.6 56 65 144
35° 197 o4 10296 92 95 91 88 93 90 87 90°-180° O 0.0 0.0 10 63.1 70 75 0
45° 3 O5 99 92 87 o1 & 84 89 8 83 0°-180° 2655 1000 1000 19 38 8.4 g5 0
55° 0 6 95 88 83 87 83 80 86 82 79
65° 0 7 9284 80 84 79 76 83 79 76
75° 0 8 89 81 76 81 76 73 80 76 73
85° 0 9 8 78 73 77 73 70 77 73 70
% 0 10 83 75 70 75 70 67 74 70 67

Cone of Light - Beam : 48.8° Luminance (cd/sq.m)

CP Summary Coefficients of Utilization Zonal Lumen Summary
pf 20% Distance to
pc 80% 70% 50% llluminated  Footcandles  Beam Average
0° pw_70%50%30% 50%30%10% 50%30%10%  Zone Lumens % Lamp % Fixture Plane (ft) Beam Center Diameter ~ Degrees Luminance
0° 2874 0 119119119 116116116 111111 111 0°-30° 1641 828 828 4 1796 36 5 5858
5° 2880 1 114112109 109107 106 105104 102 0°-40° 1949 984  98.4 6 798 54 55 15
15° 2620 2 109105101 103100 97 100 97 95 0°-60° 1981  100.0  100.0 :
25° 1417 3 10499 94 97 93 90 95 91 8  0°-90° 1981 1000  100.0 8 44.9 73 65 288
35° 508 c4 10093 88 92 87 84 90 86 83 90°-180° O 0.0 0.0 10 287 9.1 75 235
45° 7 O5 9583 83 87 8 78 85 81 78 0°-180° 1981 1000  100.0 12 20,0 109 85 0
55° 0 6 91 83 78 83 77 74 8 77 73
65° 0 7 87 79 74 78 73 70 77 73 69
75° 0 8 84 75 70 75 69 66 73 69 66
85° 0 9 80 71 66 71 66 62 70 65 62
0 0 10 77 68 63 68 63 59 67 62 59
LUMEN OUTPUT MULTIPLIERS
Multiplier s | LCTiE CCT/CRI: | 80CRI 27K, 30K, 35K, 40K [90CRI 27K, 30K
at/2{ | Optic: 12D, 24D, 35D
CCT/CRI 8OCRI 90CRI 95CRI 30M 100% P
2700K 100% 86% 65% 25LM 87%
3000K 100% 88% 69% 20M 70% Construction: [ICAT
3500K 105% 15LM 50% CCT/CRI: 9O0CRI 27K, 30K
4000K 107% 12LM 40% Optic: 120, 24D, 35D, 50D
08LM 21%
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ACULUX

AX3 A-LPA G4

3DPIN — Downlight Pinhole

Flangeless

Trim Ring Flangeless

PHOTOMETRICS

(Wood/Stone/Tile)

3" LED UNIVERSAL RECESSED
NEW CONSTRUCTION
ADJUSTABLE/DOWNLIGHT

AX3 A / AX3 LPA

800 - 3000 LUMEN

T

Wet Locaton

AX3 G4 30LM 30K 80CRI 12D EZ1 MVOLT + 3DPIN BS, 3000K LEDs, input watts: 32.7, delivered lumens: 1698, LM/W = 52, test no. PT02182605, tested in accordance to [ESNA LM-79

Cone of Light - Beam : 17.8° Luminance (cd/sq.m)

0°

CP Summary Coefficients of Utilization Zonal Lumen Summary

pf 20% Distance to

pc 80% 70% 50% llluminated  Footcandles Beam Average

0° pw_70%50%30% 50%30%10% 50%30%10% Zone _ Lumens % Lamp % Fixture Plane (ff) Beam Center Diameter ~ Degrees Luminance

0° 16468 0 119119119 116116116 111111111 0°-30° 1696  99.9  99.9 3 10293 13 %5 388
5° 13740 1 116114113 112111109 108107 106 0°-40° 1697 1000  100.0 6 575 19 5 239
15° 1867 2 113110108 109106 105 106104 102 0°-60° 1698  100.0  100.0 : :
25° 70 3 111107104 106103 101 103101100 0°-90° 1698  100.0  100.0 8 273 25 65 324
35° 1 4 108104101 103100 98 101 99 97  90°-180° 0 0.0 0.0 10 164.7 31 75 530
45° 0 G5 106102 99 10198 96 100 97 95 0°-180° 1698  100.0 1000 19 1144 38 85 0
55° 0 6 104100 97 99 96 94 98 95 94
65° 0 7 10398 95 97 95 92 96 94 92
75° 0 8 10196 93 96 93 91 95 92 91
85° 0 9 10095 92 94 92 90 94 91 89
0 0 10 98 93 90 93 90 8 92 90 88

AX3 G-4?SOI.M 30K 80CRI 24D EZ1 MVOLT + 3DPIN BS, 3000K LEDs, input watts: 32.7, delivered lumens: 1782, LM/W = 54, test no. PT02182613, tested in accordance to [ESNA LM-79

180°

Cone of Light - Beam : 22.9° Luminance (cd/sq.m)

CP Summary Coefficients of Utilization Zonal Lumen Summary

pf 20% Distance to

pc 80% 70% 50% llluminated  Footcandles Beam Average

0° pw_70%50%30% 50%30%10% 50%30%10%  Zone Lumens % Lamp % Fixture Plane (ff)  Beam Center Diameter Degrees Luminance

0° 11602 0 119119119 116116116 111111 111 0°-30° 1780  99.9 99.9 1 7951 16 5 194
5° 10458 1 116114112 112110109 108107 105 0°-40° 1782  100.0  100.0
15° 3003 2 113109107 108105103 105103101 0°-60° 1782  100.0  100.0 6 3223 24 55 239
25° 90 3 110106 103 104102 99 102100 98  0°-90° 1782  100.0  100.0 8 181.3 32 65 0
35° 1 4 107103 99 102 98 96 100 97 95 90°-180° 0 0.0 0.0 10 116.0 40 75 0
45° 0 O5 105100 96 99 96 93 97 95 93 0°-180° 1782  100.0  100.0
55° 0 “6 10297 94 97 93 91 95 93 90 i 806 49 8 0
65° 0 7 10095 92 94 91 89 93 91 89
75° 0 8 98 93 90 92 89 87 92 89 87
85° 0 9 96 91 88 91 87 85 90 87 85
9 0 10 95 89 86 89 86 84 88 85 84

Cone of Light - Beam: 28.7° Luminance (cd/sq.m)

CP Summary Coefficients of Utilization Zonal Lumen Summary
pf 20% Distance to
pc 80% 70% 50% llluminated  Footcandles Beam Average
0° pw_70%50%30% 50%30%10% 50%30%10% Zone  Lumens % Lamp % Fixture Plane (ft) Beam Center Diameter ~ Degrees Luminance
0° 6316 0 119119119 116116116 111111 111 0°-30° 1876 982 982 3 304.7 20 %5 969
5° 6086 1 115113111 111109 107 107105104 0°-40° 1909 1000  100.0 6 1754 iy 5 239
15° 2927 2 111107104 105103100 102100 98 0°-60° 1910 1000  100.0 : :
25° 1196 3 107102 99 10198 95 98 96 93 0°-90° 1910 1000  100.0 8 98.7 41 65 324
35° 2 4 10498 94 97 93 90 95 92 89 90°-180° O 0.0 0.0 10 63.2 51 7% 530
45° 1 ©5 10094 90 93 89 86 92 88 85 0°-180° 1910 1000 1000 19 39 6.1 85 0
55° 0 6 97 90 86 90 86 83 88 85 82
65° 0 7 94 87 83 87 8 79 85 82 79
75° 0 8 91 84 80 84 79 77 83 79 76
85° 0 9 8881 77 81 77 74 80 76 74
% o0 10 86 79 74 78 74 71 78 74 T1

Cone of Light - Beam : 37.0° Luminance (cd/sg.m)

CP Summary Coefficients of Utilization Zonal Lumen Summary
pf 20% Distance to
pc 80% 70% 50% llluminated  Footcandles  Beam Average
0° pw_70%50%30% 50%30%10% 50%30%10%  Zone Lumens % Lamp % Fixture Plane (ft)  Beam Center Diameter ~ Degrees Luminance
0° 2846 0 119119119 116116116 111111111 0°-30° 973 _ 99.8  99.8 4 1779 27 I3 388
5° 2813 1 115113111 111109 108 107105104 0°-40° 975 1000  100.0 § 701 0 5 239
15° 1969 2 111108105 106103101 103101 99  0°-60° 975 1000  100.0 :
25° 291 3 108103 99 10298 96 99 96 94 0°-90° 975 1000  100.0 8 445 54 65 324
350 1 o4 10499 95 98 94 91 96 93 90  90°-180° O 0.0 0.0 10 25 6.7 16 530
450 0 ©5 10195 91 94 90 88 93 89 87 0°-180° 975 1000 1000 1 198 80 85 0
55° 0 6 98 92 88 91 87 84 90 86 84
65° 0 7 9589 84 88 84 81 87 83 81
75° 0 8 92 8 82 85 81 79 84 81 78
85° 0 9 9083 79 83 79 76 82 78 76
9 0 10 87 81 77 80 76 74 80 76 74
LUMEN OUTPUT MULTIPLIERS _
Multiplier Lumens Multiplier 2:;‘/5:::"‘"“’ l‘)cégkl TR
CCT/CRI | 8OCRI | _9OCRI 95CRI 3000 100% T
2700K 100% 86% 65% 25LM 87%
3000K 100% 88% 69% 20LM 70%
3500K 105% 15LM 50%
4000K 107% 12LM 40%
08LM 27%
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