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High-end, low-profile new construction LED downlights make 
installation a breeze.
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• 12W replaces 75W R30, 
	 20W & 26W replace 100W PAR
• Nanostructure lens for low glare
• Nailer bars included
• UL Listed for wet locations
• Triac & ELV dimmable*
• Emergency battery backup option

Butterfly brackets 
for nailer bars, 
conduit, bar stock
or optional c-channels
(c-channels available from RAB**) 

Low profile allows 
for installation in  
ceilings with
limited space

IC-rated model
available which
allows contact
with insulation

LED trim module catalog number matrix

Rough-in catalog number matrix

Housing

Housing

Shape

Shape

Optics

Wattage

Product Family

Product Family

4 = 4”
6 = 6”

4 = 4”
6 = 6”

ND = Standard
NDIC = Insulated Ceiling Rated

R = Round
S = Square

R = Round
S = Square

50 = 50°
80 = 80°
W = Wall washer

12 = 12W (4”)
20 = 20W (4”/6”)
26 = 26W (6”)

YN = 3500K
Y = 3000K

YY = 2700K

Blank = Forward Phase Triac Dimmer 120V
E = ELV 120-277V Dimmer
L = Lutron Dimmer
F = On/Off Non-Dimming

Blank = None
/E1 = 120V
/E2 = 277V

W = White
B  = Black
S  = Silver

S   =  Specular Silver
M = Matte Silver 
W = White
B  = Black

NDLED

ND 4 R 20 /E1F

4 R 80 YN W B

Color Temp

Driver Emergency Battery Backup

Trim Ring ColorTrim Cone Color

*See last page for full list of compatible dimmers.

**Accessories: C-CHAN27 = 27” C-Channels; C-CHAN51 = 51” C-Channels
888 722 1000
rabweb.com

Nanostructure lens 
eliminates “hot spots”, 
and helps provide
smooth, uniform
light and higher
efficiency

Emergency battery
backup option
available

Clean design. Superior performance. Not only is the new construction LED 
downlight designed with crisp trims and a clean look, but it is also performs 
at high-end specifications and is compatible with many of the most 
popular dimmers.

new construction

Absolute White™:
3 step consistency
and black body  
accurate. Less than
200K shift warrantied.



3 3/4”
96 mm

10 7/16”
266 mm

11 3/8”
289 mm

5 1/2”
140 mm

3 7/8”
98 mm

1”
25 mm

11 3/8”
289 mm

10 7/16”
266 mm

3 3/4”
96 mm

5 1/2”
140 mm

3 7/8”
98 mm

1”
25 mm

13 1/2”
342 mm

4 7/8”
123 mm

12 7/16”
315 mm

1”
25 mm

7 1/2”
191 mm

5 7/8”
149 mm

13 3/8”
340 mm

4 7/16”
113 mm

12 5/8”
321mm

1”
25 mm

7 1/2”
191 mm

5 7/8”
149 mm

panel

new construction

2 x 2

888 722 1000
rabweb.com

23 3/4”
603 mm

23 3/4”
603 mm

4 5/8”
118 mm 2 5/8”

68 mm

7/8”
21 mm

6 1/8”
155 mm

12 1/8”
308 mm

7/8”
22 mm

23 3/4”
603 mm

23 3/4”
603 mm

4 5/8”
118 mm 2 5/8”

68 mm

7/8”
21 mm

6 1/8”
155 mm

12 1/8”
308 mm

7/8”
22 mm

23 3/4”
603 mm

23 3/4”
603 mm

4 5/8”
118 mm 2 5/8”

68 mm

7/8”
21 mm

6 1/8”
155 mm

12 1/8”
308 mm

7/8”
22 mm

4” round

6” round

4” square

6” square
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designer trim ring & cone options

Square

Round

White Ring/White Cone

White Ring/White Cone

Black Ring/White Cone

Black Ring/White Cone

Silver Ring/White Cone

Silver Ring/White Cone

White Ring/Black Cone

White Ring/Black Cone

Black Ring/Black Cone

Black Ring/Black Cone

Silver Ring/Black Cone

Silver Ring/Black Cone

White Ring/Specular Silver Cone

White Ring/Specular Silver Cone

White Ring/Matte Silver Cone

White Ring/Matte Silver Cone

Black Ring/Specular Silver Cone

Black Ring/Specular Silver Cone

Black Ring/Matte Silver Cone

Black Ring/Matte Silver Cone

Silver Ring/Specular Silver Cone

Silver Ring/Specular Silver Cone

Silver Ring/Matte Silver Cone

Silver Ring/Matte Silver Cone
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dimmer compatibility
retrofit

DLED4 (8W) DLED6 (12W)

remodeler and new construction
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BRAND MODEL

DIVA DV-603P

D703PWV 100-5% 1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

100-5%

100-5%

100-5%

100-5%

100-5%

100-5%

100-5%

100-5%

100-5%

100-5%

100-5%

100-5%

100-5%

100-5%

100-5%

SKYLARK S-600P

SKYLARK SLV-600P

RADIO RA2 RRD-6D

DIVA DV-600P

DIVA DVELV-300P

DIVA DVLV-600P

MAESTRO MRF2-6ND-120

SKYLARK SELV-300P

DECORA 6674-P

SKYLARK CTCL-153P*

DIVA CL DVCL-153P*

DECORA IPL06-10ZLEVITON

LEVITON

LEVITON

LEVITON

LUTRON

LUTRON

LUTRON

LUTRON

LUTRON

LUTRON

LUTRON

LUTRON

LUTRON

LUTRON

LUTRON

PASS & 
SEYMOUR

DECORA IPL06-1LZ

DECORA 6631-P

MEASURED
LIGHT 

OUTPUT
RANGE 

MINIMUM
FIXTURES

PER
DIMMER

100-2% 4

4

4

4

4

4

4

4

4

4

4

4

4

4

4

4

100-2%

100-2%

100-2%

100-2%

100-2%

100-2%

100-2%

100-2%

100-2%

100-2%

100-2%

100-2%

100-2%

100-2%

100-2%

MEASURED
LIGHT

 

OUTPUT
RANGE

 

MINIMUM
FIXTURES

PER
DIMMER

BRAND MODEL

DIVA DV-603P

D703PWV

SKYLARK S-600P

SKYLARK SLV-600P

RADIO RA2 RRD-6D

DIVA DV-600P

DIVA DVELV-300P

DIVA DVLV-600P

MAESTRO MRF2-6ND-120

SKYLARK SELV-300P

DECORA 6674-P

SKYLARK CTCL-153P*

DIVA CL DVCL-153P*

DECORA IPL06-10ZLEVITON

LEVITON

LEVITON

LEVITON

LUTRON

LUTRON

LUTRON

LUTRON

LUTRON

LUTRON

LUTRON

LUTRON

LUTRON

LUTRON

LUTRON

PASS & 
SEYMOUR

DECORA IPL06-1LZ

DECORA 6631-P

LUMEA LG-600PLUTRON

* BOTTOM TRIMINCOMPATIBLECOMPATIBLE

DIMMER
TYPE

TRIAC

TRIAC

TRIAC

MLV

TRIAC

ELV

MLV

ELV

TRIAC

TRIAC

TRIAC

TRIAC

TRIAC

TRIAC

TRIAC

TRIAC

TRIAC

DIMMER
TYPE

TRIAC

TRIAC

TRIAC

MLV

TRIAC

ELV

MLV

ELV

TRIAC

TRIAC

TRIAC

TRIAC

TRIAC

TRIAC

TRIAC

TRIAC

TRIAC

LUMEA LG-600PLUTRON 1100-5%

COMPATIBLE COMPATIBLE

100-5% 1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

100-5%

100-5%

100-5%

100-5%

100-5%

100-5%

100-5%

100-5%

100-5%

100-5%

100-5%

100-5%

100-5%

100-5%

100-5%

100-5%

MEASURED
LIGHT 

OUTPUT
RANGE 

MINIMUM
FIXTURES

PER
DIMMERCOMPATIBLE R

100-2% 4

4

4

4

4

4

4

4

4

4

4

4

4

4

4

4

4

100-2%

100-2%

100-2%

100-2%

100-2%

100-2%

100-2%

100-2%

100-2%

100-2%

100-2%

100-2%

100-2%

100-2%

100-2%

100-2%

MEASURED
LIGHT 

OUTPUT
RANGE 

MINIMUM
FIXTURES

PER
DIMMECOMPATIBLE

100-5% 1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

100-5%

100-5%

100-5%

100-5%

100-5%

100-5%

100-5%

100-5%

100-5%

100-5%

100-5%

100-5%

100-5%

100-5%

100-5%

100-5%

MEASURED
LIGHT 

OUTPUT
RANGE 

MINIMUM
FIXTURES

PER
DIMMERCOMPATIBLE

100-10% 4

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

100-10%

100-10%

100-10%

100-10%

100-10%

100-10%

100-10%

100-10%

100-10%

100-10%

100-10%

100-10%

100-10%

100-10%

100-10%

100-10%

 

MEASURED
LIGHT 

OUTPUT
RANGE

MINIMUM
FIXTURES

PER
DIMMERCOMPATIBLE  

MEASURED
LIGHT 

OUTPUT
RANGE

MINIMUM
FIXTURES

PER
DIMMER

100-10% 4

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

100-10%

100-10%

100-10%

100-10%

100-10%

100-10%

100-10%

100-10%

100-10%

100-10%

100-10%

100-10%

100-10%

100-10%

100-10%

100-10%

COMPATIBLE

ELV 12W DRIVER ELV 20W DRIVER ELV 26W DRIVER TRIAC 12W DRIVER TRIAC 20W DRIVER


