SLIM 37 INSTALLATION INSTRUCTIONS Lo Tie

Thank you for buying RAB lighting fixtures. Our goal is to design the best quality products to get the job done right. We'd like to hear your comments.
Call the Marketing Department at 888-RAB-1000 or email: marketing@rabweb.com

IMPORTANT

READ CAREFULLY BEFORE INSTALLING FIXTURE. RETAIN THESE INSTRUCTIONS FOR FUTURE REFERENCE.

Fixtures must be wired in accordance with the National Electrical Code and all applicable local codes. Proper grounding is required
for safety. THIS PRODUCT MUST BE INSTALLED IN ACCORDANCE WITH THE APPLICABLE INSTALLATION CODE BY A PERSON
FAMILIAR WITH THE CONSTRUCTION AND OPERATION OF THE PRODUCT AND THE HAZARDS INVOLVED.

WARNING: Make certain power is OFF before installing or maintaining fixture. No user serviceable parts inside.

F IXTU RE MOU NTI NG Junction Box 2::52:9 Housing

(not supplied)

To ensure weatherproof seal, apply weatherproof silicone
sealant around the edge of the Housing and/or Junction
Box. This is especially important with an uneven wall
surface. Silicone all plugs and unused conduit entries.

Knock Out Slots

1. Loosen Door Screws and open the Door. Screws will

. . L. Plu
remain in place with silicone Washers. g

2. Knock out appropriate Slots when mounting to junction
box (not supplied) or lag bolt to mounting surface using
locations noted below. Use Leveling Bubble to level
fixture.

Gasket

3. Feed supply wires through Junction Box. Check that the Washers (2)

Gasket is fully sealed. .

4. Make sure Housing Gasket is properly seated. Close and
tighten the Door Screws. Silicone all Plugs and unused
conduit entries.

5. If outdoor surface is irregular, use caulk to seal any gaps

around the Housing. .- /

WI RI N G ! <— Door Screws (2)

Universal voltage driver permits operation at 120V thru

Lag Bol
277V, 50 or 60 Hz. LagBon
1. Connect the black fixture lead to the (+) LINE supply lead.

2. Connect the white fixture lead to the (-) COMMON supply
lead.
3. Connect the GROUND wire from fixture to supply
ground.
(+) LINE [\ BLACK
(-) COMMON [\ WHITE LIGHT
FIXTURE
GROUND [\ GROUND Drilling
_! Template

Leveling Bubble



SLIM 37 INSTALLATION INSTRUCTIONS Lo Tie

Thank you for buying RAB lighting fixtures. Our goal is to design the best quality products to get the job done right. We'd like to hear your comments.
Call the Marketing Department at 888-RAB-1000 or email: marketing@rabweb.com

GUARD/ SHIELD INSTALLATION CLEANING & MAINTENANCE
I ziTac;\f left and right Cover Plates as in figure 1 and CAUTION: Be sure fixture temperature is cool enough to
touch. Do not clean or maintain while fixture is energized.
2. Mount wire guard and/ or poly shield with (4) #8-32 x 1/2"
Stainless Steel Screws. Screws are provided with the 1. Clean glass lens & fixture with non-abrasive glass cleaning
accessory. solution.

2. Do not open fixture to clean the LED. Do not touch the LED.

Figure 1

Cover Plate =
Stainless Steel /
Sainess ‘e TROUBLESHOOTING
1. Check that the line voltage at fixture is correct. Refer to
& wiring directions.

2. lIs the fixture grounded properly?

Stainless Steel Screws (4) Stainless Steel Screws (4)

Note: Guard and shield may be used together.

FULL CUTOFF/ GUARD/ SHIELD

INSTALLATION
1. Remove (4) Stainless Steel Screws from the Full Cutoff
Hood.

2. Mount wire guard and/ or poly shield over the full cutoff
hood with (4) #8-32 x 1/2" Stainless Steel Screws as shown
in figure 2. Screws are provided with the accessory.

) &/ Full Cutoff Hood
Figure 2

Stainless Steel
/ Screws

&
Y

Note: Guard, shield and full cutoff hood may be used together
with (4) #8-32 x 3/4” stainless steel screws (supplied by others).

Note: These instructions do not cover all details or variations in equipment nor do they provide for every possible situation during installation operation
or maintenance.



SLIM 37 INSTALLATION INSTRUCTIONS

LIGHTING

Thank you for buying RAB lighting fixtures. Our goal is to design the best quality products to get the job done right. We'd like to hear your comments.
Call the Marketing Department at 888-RAB-1000 or email: marketing@rabweb.com

SLIM37 Cool SLIM37 Neutral SLIM37 Warm
Ig tlng !.PQ-E:JS.UD[ Ig tlng !.PQ-E:JS.UD[ g t “g .\Pg'gn 5. OOE
Light Output (Lumens) 2688 Light Output (Lumens) 2584 Light Output (Lumens) 2448
Watts 36.9 Watts 37.6 Watts 36.6
Lumens per Watt (Efficacy) 72 Lumens per Watt (Efficacy) 68 Lumens per Watt (Efficacy) 66
|
Color Accuracy 75 gﬁ'ﬂmﬂfﬁ&ﬁﬁ[mu 82 En‘lf‘\oﬂrenﬁfncn:LadE? (CRI) 82

Color Rendering (ndax (CRI)

Light Color

Comesated Color Temperature (CCT)

4958 (Daylight)

Warm Whiter Bright White

2700RK 30008 A500K BEO0K

Light Color

Comesated Color Temperature (CCT)

3920 (Bright White)

Warm White Bright White

2700RK 000K A500K BEO0K

Light Color

Cerresated Color Temperatre [CCT)

3131 (Bright White)

Daylight

Warm White Bright White

2T00K 30008 L5008, B500K

A LWL TEL 2

Lighting, Tha

Visit www.lightingfacts.com for the Label Reference Guide.

B WYHADIGEIC (BT8R0

Visit www . lightingfacts com for the Label Reference Guide.

B WYMAAMALCT (822002043

SLIMFC37 Cool SLIMFC37 Neutral SLIMFC37 Warm
i,ll-l;; _; .'| 5 . AR i.ll-';; —:;) .'| . - LA '-II_ _-E!-,_ [:} _'-_ = = RAR
ighting facts' ighting facts' ighting facts’
A Pragras of the WS, DOE A Program of the US, DOE A Program of the L5, DOE
Light Output (Lumens) 2480 Light Output (Lumens) 2413 Light Output (Lumens) 2270
Watts 36.8 Watts 37.7 Watts 36.6
Lumens per Watt (Efficacy) 67 Lumens per Watt (Efficacy) 64 Lumens per Watt (Efficacy) 62
Color Aj
Color Accuracy 75 Eﬁlilﬂﬁﬁﬁﬁﬁflm._l 82 Car Rendars Imee (GR) 82

Calor Rendering Index {CRI}

Light Color

Cometated Cokor Temperature (CCT)

4964 (Daylight)

Daylight

Warm White Bright White

27008 30008 4500K B500K

Light Color

Cometated Gows Temparaiure (CCT)

3929 (Bright White)

Warm White Bright White

Daylight

27008 30008 4500K B500K

ight Golor o 3133 (Bright White)

sorraiabad Color Temgennd

Daylight
2T00K 300K 4500k GSO0K

R

®

Easy Installation & Product Help

Visit www lightingfacts.com for the Label Reference Guide.

st MR WAINA-CR W (A7)

LIGHTING

©2013 RAB LIGHTING Inc.
Northvale, New Jersey 07647 USA

SLIM37-IN 0913

Tech Help Line

Call our experts 888 RAB-1000

rabweb.com
Visit our website for product info

email
Answered promptly sales@rabweb.com



SLIM 57 INSTALLATION INSTRUCTIONS Lo Tie

Thank you for buying RAB lighting fixtures. Our goal is to design the best quality products to get the job done right. We'd like to hear your comments.
Call the Marketing Department at 888-RAB-1000 or email: marketing@rabweb.com

IMPORTANT

READ CAREFULLY BEFORE INSTALLING FIXTURE. RETAIN THESE INSTRUCTIONS FOR FUTURE REFERENCE.

Fixtures must be wired in accordance with the National Electrical Code and all applicable local codes. Proper grounding is required
for safety. THIS PRODUCT MUST BE INSTALLED IN ACCORDANCE WITH THE APPLICABLE INSTALLATION CODE BY A PERSON
FAMILIAR WITH THE CONSTRUCTION AND OPERATION OF THE PRODUCT AND THE HAZARDS INVOLVED.

WARNING: Make certain power is OFF before installing or maintaining fixture. No user serviceable parts inside.

FIXTURE MOUNTING Junction Box

(not supplied) . Housing
Housing

Gasket

To ensure weatherproof seal, apply weatherproof silicone Knock Out Slots

sealant around the edge of the Housing and/or Junction
Box. This is especially important with an uneven wall
surface. Silicone all plugs and unused conduit entries.

1. Loosen Door Screws and open the Door. Screws will

o L Plug
remain in place with silicone Washers.

2. Knock out appropriate Slots when mounting to junction Leveling Bubble

box (not supplied) or lag bolt to mounting surface using
locations noted below. Use Leveling Bubble to level
fixture.

Gasket

3. Feed supply wires through Junction Box. Check that the
Gasket is fully sealed.

4. Make sure Housing Gasket is properly seated. Close and
tighten the Door Screws. Silicone all Plugs and unused  peor
conduit entries.

5. If outdoor surface is irregular, use caulk to seal any gaps

around the Housing. Washers (2)
ashers

WI RI N G le— Door Screws (2)

Universal voltage driver permits operation at 120V thru -

277V, 50 or 60 Hz. 955"
— 413/16"

1. Connect the black fixture lead to the (+) LINE supply lead.

(+) LINE [\ BLACK

Lag Bolt
2. Connect the white fixture lead to the (-) COMMON supply || & H/ Locations
lead.
3. Connect the GROUND wire from fixture to supply 85/16"  55/8" H
ground.
|

() COMMON N\ WHITE LIGHT =
FIXTURE

—_ Drilling
Template

GROUND [\ GROUND

[



SLIM 57 INSTALLATION INSTRUCTIONS

LIGHTING

Thank you for buying RAB lighting fixtures. Our goal is to design the best quality products to get the job done right. We'd like to hear your comments.
Call the Marketing Department at 888-RAB-1000 or email: marketing@rabweb.com

GUARD/ SHIELD INSTALLATION

1. Remove left and right Cover Plates as in figure 1 and
discard.

2. Mount wire guard and/ or poly shield with (4) #8-32 x 1/2"
Stainless Steel Screws. Screws are provided with the
accessory.

Figure 1

Cover Plate ~
Stainless Ste
Screws % %

Stainless Steel Screws (4) Stainless Steel Screws (4)

Note: Guard and shield may be used together.

FULL CUTOFF/ GUARD/ SHIELD
INSTALLATION

1. Remove (4) Stainless Steel Screws from the Full Cutoff
Hood.

2. Mount wire guard and/ or poly shield over the full cutoff
hood with (4) #8-32 x 1/2" Stainless Steel Screws as shown
in figure 2. Screws are provided with the accessory.

Full Cutoff Hood
Figure 2

Stainless Steel
Screws

Note: Guard, shield and full cutoff hood may be used together
with (4) #8-32 x 3/4” stainless steel screws (supplied by others).

CLEANING & MAINTENANCE

CAUTION: Be sure fixture temperature is cool enough to
touch. Do not clean or maintain while fixture is energized.

1. Clean glass lens & fixture with non-abrasive glass cleaning
solution.

2. Do not open fixture to clean the LED. Do not touch the LED.

TROUBLESHOOTING

1. Check that the line voltage at fixture is correct. Refer to
wiring directions.

2. Is the fixture grounded properly?

Note: These instructions do not cover all details or variations in equipment nor do they provide for every possible situation during installation operation

or maintenance.



SLIM 57 INSTALLATION INSTRUCTIONS

LIGHTING

Thank you for buying RAB lighting fixtures. Our goal is to design the best quality products to get the job done right. We'd like to hear your comments.
Call the Marketing Department at 888-RAB-1000 or email: marketing@rabweb.com

SLIM57 Cool

LED .ome. LED .ome.
Tighting facts' lighting facts:

A Program o 14 U3, DOE

SLIM57 Neutral

A Program o 14 U3, DOE

SLIM57 Warm

Ylighting facts

A Program of the L5, DOE

& & o
Light Output (Lumens) 4312 Light Output (Lumens) 3893 Light Qutput (Lumens) 3739
Watts 56.6 Watts 56.6 Watts 56.7
Lumens per Watt (Efficacy) 76 Lumens per Watt (Efficacy) 68 Lumens per Watt (Efficacy) 66
Color Accurac Color Accurac Color Accurac
Colat Rendaring m,?'.-_cm; 74 Calor Randaring m,?'.-_cm; 78 Galar Randering lmnxy’.ﬂﬁh 80

Light Color

Cowralated Color Ternparalue [CCT)

5283 (Daylight) SO B evomraun 0 4159 (Bright White)

Warm White Brighl Whita Daylighit Warm White Brighl Whita Daylighit

700K 3000k A500K BSO0K. 700K 3000k A500K BSO0K.

Light Golor 3148 (Bright White)

Corraiated Color Temparature (CCT)

Wi White Daylight

27T00K SO0 A500K BSO0K

SLIMFC57 Cool

B comes B comes
Tighting facts' lighting facts:

A Program of 15 LS. DOE

SLIMFC57 Neutral

A Program of 15 LS. DOE

SLIMFC57 Warm

lighting facts

A Program of the 15, DOE

Light Output (Lumens) 4163 Light Output (Lumens) 3753 Light Output (Lumens) 3598

Watts 56.6 Watts 56.6 Watts 56.6

Lumens per Watt (Efficacy) T3 Lumens per Watt (Efficacy) 66 Lumens per Watt (Efficacy) 63
Color Aj

5 il e 74 5 il e 78 ot Rondar g Iock (GRI) 80

Light Color

Cormatated Color Temparatus [CCT)

5313 (Daylight) S 2 rnporain 1 4178 (Bright White)

Warm White Brigh! Whita Daylight Warm White Brigh! Whita Daylight

2700K 3000

A500K BS00K 2700K 3000 A500K BS00K

3160 (Bright White)

Coryaiated Golor Temparatuna (CCT)

2T00K 300K 4500k GSO0K

Visit www.lightingfacts.com for the Label Reference Guide. Visit www.lightingfacts.com for the Label Reference Guide.

LIGHTING

©2013 RAB LIGHTING Inc.
Northvale, New Jersey 07647 USA

SLIM57-IN 0913

Araitiat Mupibse WMA-IHPRZE (001

Easy Installation & Product Help

Tech Help Line rabweb.com
Call our experts 888 RAB-1000 Visit our website for product info

email
Answered promptly sales@rabweb.com



SLIM 62 INSTALLATION INSTRUCTIONS Lo Tie

Thank you for buying RAB lighting fixtures. Our goal is to design the best quality products to get the job done right. We'd like to hear your comments.
Call the Marketing Department at 888-RAB-1000 or email: marketing@rabweb.com

IMPORTANT

READ CAREFULLY BEFORE INSTALLING FIXTURE. RETAIN THESE INSTRUCTIONS FOR FUTURE REFERENCE.

Fixtures must be wired in accordance with the National Electrical Code and all applicable local codes. Proper grounding is required
for safety. THIS PRODUCT MUST BE INSTALLED IN ACCORDANCE WITH THE APPLICABLE INSTALLATION CODE BY A PERSON
FAMILIAR WITH THE CONSTRUCTION AND OPERATION OF THE PRODUCT AND THE HAZARDS INVOLVED.

WARNING: Make certain power is OFF before installing or maintaining fixture. No user serviceable parts inside.

FIXTURE MOUNTING

To ensure weatherproof seal, apply weatherproof silicone
sealant around the edge of the Housing and/or Junction
Box. This is especially important with an uneven wall
surface. Silicone all plugs and unused conduit entries.

Junction ?'O):i Knock Out Slots
(not supplied) Housing

Housing
Gasket

1. Loosen Door Screws and open the Door. Screws will

remain in place with silicone Washers. Plug

2. Knock out appropriate Slots when mounting to junction
box (not supplied) or lag bolt to mounting surface using
locations noted below. Use Leveling Bubble to level
fixture.

Gasket

Washers (2)
¥

3. Feed supply wires through Junction Box. Check that the

Gasket is fully sealed.
Door

4. Make sure Housing Gasket is properly seated. Close and
tighten the Door Screws. Silicone all Plugs and unused
conduit entries.

5. If outdoor surface is irregular, use caulk to seal any gaps
around the Housing.

WIRING —

Universal voltage driver permits operation at 120V thru
277V, 50 or 60 Hz.

Door Screws (2)

1. Connect the black fixture lead to the (+) LINE supply lead.

2. Connect the white fixture lead to the (-) COMMON supply

lead.
3. Connect the GROUND wire from fixture to supply 814 Lag Bolt
Locations
ground.

(+) LINE [\ BLACK

() COMMON N\ WHITE LIGHT
FIXTURE

Drilling

GROUND /A GROUND ! Template

Leveling Bubble



SLIM 62 INSTALLATION INSTRUCTIONS Lo Tie

Thank you for buying RAB lighting fixtures. Our goal is to design the best quality products to get the job done right. We'd like to hear your comments.
Call the Marketing Department at 888-RAB-1000 or email: marketing@rabweb.com

GUARD/ SHIELD INSTALLATION CLEANING & MAINTENANCE
I ziTac;\f left and right Cover Plates as in figure 1 and CAUTION: Be sure fixture temperature is cool enough to
touch. Do not clean or maintain while fixture is energized.
2. Mount wire guard and/ or poly shield with (4) #8-32 x 1/2"
Stainless Steel Screws. Screws are provided with the 1. Clean glass lens & fixture with non-abrasive glass cleaning
accessory. solution.

2. Do not open fixture to clean the LED. Do not touch the LED.

Figure 1

TROUBLESHOOTING

Cover Plate ~
Stainless Ste . :
Screws % S 1. Check that the line voltage at fixture is correct. Refer to

wiring directions.

2. Is the fixture grounded properly?

Stainless Steel Screws (4) Stainless Steel Screws (4)

Note: Guard and shield may be used together.

FULL CUTOFF/ GUARD/ SHIELD

INSTALLATION
1. Remove (4) Stainless Steel Screws from the Full Cutoff
Hood.

2. Mount wire guard and/ or poly shield over the full cutoff
hood with (4) #8-32 x 1/2" Stainless Steel Screws as shown
in figure 2. Screws are provided with the accessory.

\~ Full Cutoff Hood
Figure 2

Screws

Note: Guard, shield and full cutoff hood may be used together
with (4) #8-32 x 3/4” stainless steel screws (supplied by others).

Note: These instructions do not cover all details or variations in equipment nor do they provide for every possible situation during installation operation
or maintenance.



SLIM 62 INSTALLATION INSTRUCTIONS Lo Tie

Thank you for buying RAB lighting fixtures. Our goal is to design the best quality products to get the job done right. We'd like to hear your comments.
Call the Marketing Department at 888-RAB-1000 or email: marketing@rabweb.com

SLIM62 Cool SLIM62 Neutral SLIM62 Warm
lightingfacts  lightingfacts  lighting facts
Ig I“g ;pg—qws.ual Ig I“g ;pg—qsas.ual lg I“g \Pg-qnﬂl'
Light Output (Lumens) 4775 Light Output (Lumens) 4402 Light Output (Lumens) 4168
Watts 61.5 Watts 61.8 Watts 62.5
Lumens per Watt (Efficacy) 7 Lumens per Watt (Efficacy) 71 Lumens per Watt (Efficacy) 66

Color Accurac
Color Accuracy 74 Color Accuracy 82 Golar Rendaring it (CRI 81

Color Rendering (ndax (CRI) Color Rendering (ndax (CRI)

it Calde 3113 (Bright White)

Conresated Color Temperature {CCT)

L:ght Color ] L:ght Color

Comefated Color Temperature (CCT Comesated Color Temperature (CCT

Warm White Bright White Dayfight

2T00K 30008 L5008, B500K

Warm White: Bright White Jaylight Warm White Bright White

2700RK 30008 A500K BEO0K 2700RK 000K A500K BEO0K

Visit www.lightingfacts.com for the Label Reference Guide.

WYHA-KYDGOE (BR001E)

R

SLIMFC62 Cool SLIMFC62 Neutral SLIMFC62 Warm
'ILF .'| H . f LA i-ll-';; f‘;} .'| ﬁ - f A ,I-‘LIE'E} ;:) .! H = f Al
Ighting facts Ighting facts ghting facts
Light Output (Lumens) 4444 Light Output (Lumens) 4103 Light Output (Lumens) 3881
Watts 61.5 Watts 61.9 Watts 62.5
Lumens per Watt (Efficacy) 72 Lumens per Watt (Efficacy) 66 Lumens per Watt (Efficacy) 62
|

oo oot A ¢ s b O 82 At P 82

3117 (Bright White)

emperatune {CCT)

Light Color 4902 (Daylight)

Cometated Color Temperature (CCT)

Daylight
ZT00K 3000K 4500K 8500K

Warm White Bright White Daytight Warm White ; Daylight

27008 30008 4500K B500K 2700K, 30008 4500K B500K

Visit www.lightingfacts.com for the Label Reference Guide.

WA AMHTAR (BP0 Y

R

® .
Easy Installation & Product Help
LIGHTING . .
©2013 RAB LIGHTING Inc. Tech Help Line r@t?web.com ) ) email
Northvale, New Jersey 07647 USA Call our experts 888 RAB-1000 Visit our website for product info Answered promptly sales@rabweb.com

SLIM62-IN 0913



